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Kenwood & AvMap :::.:"©. 


Amateur Radio Operators for 31 Years! 


The Ultimate APRS’ Combination .- ~~ 


Two Great Companies Providing One Outstanding Solution! __ - 


“awed . . I : % 
qrapenenes , ay Te eR ILI E ETD 18 


ee! HT 5 
¥ I Northridge Sm te 
18 Trotwood eae i WIEENOA OF a 


@N4DRO q SP aP Rr iver sig 
% noi 


+ Drexel 


@ WOSCP} 


ye 


SATELLITE NAVIGATION 


ICOM 


ar 


KENWOOD py cus. eae wore ~~ Yaesu 


APRS 12 11327 gases 


4 * CTRL CT " | ie sas ee H 
APRS VHF 393 GEE CH 123 a) ae Universal Tower 


a ee 
| 144.390" 438. 4 | 
KEY G LIST BCOH coe pr PH2 


/ 


2 
——, 


ut) 


= 
Ss 


= 
5] 


i ill 


gz 


ji 

{ ‘ 
4 
HE 


5-7 7,08 
IC-7800 lineage." 
Ergonomically bone} 
High end performance. 

‘ Dependability you can count on. 


~ Ideal addition to your contest station. 


proved by the FCC. This device may not be sold or leased, or be offered for sale or lease, until approval by the FCC has been obtained. 
é:lcom logo is a registered trademark of Icom Inc. All specifications are subject to change without notice or obligation. 9961 
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POLICES - 


Texas Towers 
1108 Summit Avenue, #4 
Plano, TX 75074 


http://www.texastowers.com 
sales@texastowers.com 


HOURS: 
Our normal operating hours 
are 9:00 AM to 5:00 PM Cen- 
tral Time, Monday through 
' Friday. Closed Saturdays and 
Sundays. 


PHONE: 

To place an order, please call 
toll-free (800) 272-3467. For 
technical info, please call (972) 
422-7306. 


SALES TAX: 

By law we must collect 8.25% 
sales tax on all orders shipped 
within the state of Texas. Orders 
shipped outside the state are 
not charged tax except for some 
drop shipments, which we will 
quote at the time of order. 


Orders: (800) 272-3467 


PAYMENT: 

We can accept a cashier’s check 
or money order. We also accept 
MasterCard, Visa and Discover, 
but we must be able to ship 
to an address in our existing 
customer database, in the FCC 
amateur license database, or to 
the credit card billing address. 
This prevents the fraudulent 
use of your card. 


SHIPPING: 

We offer free UPS ground 
shipping on all radio or- 
ders (shipped within the 48 
contiguous United States). 
Otherwise, shipping charges 
are not included. Most orders 
are shipped by UPS. Towers 
and aluminum tubing orders 
for lengths over six feet must 
ship motor freight. Please call 
for a shipping quote. 


COUPONS & REBATES: 
Manufacturers commonly offer 
coupon and rebate specials. 


Local: (972) 422-7306 


HIM Equipment ...24, 25 
Jetstream... 25 
K5GW 25 
Kenwood _.......26-27 
Lakeview 28 
28 
ieee 8 


i 
M2 30-31 
|) 32-35 
sane BO 
SC i D 


We automatically apply all 
applicable coupons. Rebates 
must be submitted by the cus- 
tomer via mail and may take 
up to 6 weeks to receive. All 
prices shown are your end 
price, after all applicable 
coupons and rebates. 


SERVICE: 

If you experience difficulty 
with any item purchased from 
us, please call us at (800) 272- 
3467. You may also contact the 
manufacturer, if you prefer. 


RETURNS:. 

Unfortunately, we are not able 
to ship merchandise on an ap- 
proval basis. Please make your 
selections carefully because we 
cannot accept items back for a 
full refund after they have been 
shipped to you. In the event 
that we do accept a returned 
item, it must be returned to us 
within 30 days of purchase, and 
there will be a 15% restocking 
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Safety Equipment.....38 


Times Microwave.........40 
Tower Hardware ee | 


Universal Towev.............41 


SUS TOW OL eerectsenee 42-43 


West Mountain Radio... 44 
VOSU cen. 45-52 


charge to allow resale at a dis- 
counted price—as a used prod- 
uct. All returns are at our sole 
discretion. This rigid policy is 
necessary in order to assure our 
customers that they will receive 
only absolutely, brand new and 
unopened merchandise. 


PLEASE NOTE; 

We make an honest effort to 
represent products as they ac- 
tually are. Occasionally though, 
errors do occur, so we reserve 
the right to change prices and 
specifications without notice or 
obligation. Because of printing/ 
postage lead times, prices and 
manufacturer offers may occa- 
sionally change or expire before 
you receive this catalog. If you 
should find any errors, please 
notify us so they may be cor- 
rected in our next issue. 


ALPHA DELTA 


DX-A Twin Sloper............$99 
_ Twin 1/4-wave inverted-V sloper, 
covers 160/80/40m. One side is 67 
feet long, the other is 55. 


DX-B Sloper deintdedaawaractdos LOD 
A 1/4-wave sloper, covering 
160/80/40/30m. Length is 60° 


DX-CC Dipole ecececcecescesse $1 59 


Multiband dipole (or install, 


it as an inverted-V), covering 


80/40/20/15/10m. Overall length 


is 82 feet. 


DX-DD Dipole................$129 
Multiband dipole (or install it as 
an inverted-V), covering 80/40m. 
Overall length is 82 feet long. 


ALPHA RADIO PRODUCTS 


BOD sone sncscacctscsstcrriorensstanecs SEIU 
The Alpha 9500 is a fully automatic 
HF linear amplifier providing full 

‘legal power plus, on all amateur 
HF bands. Multiple-microprocessor 
design offers fast amplifier tuning, 
as well as fast, antenna tuning up to 
3:1 SWR. Multi-color LED bar graph 
displays indicate power output, 
SWR, grid current, plate current, plate 
voltage, and gain. Power output is 
also shown on a digital LED display. 
Features built-in 4-position antenna 
switch. Vacuum relays for full break- 
in operation (QSK). 


band............1.8, 3.5, 7, 10, 14, 18, 21, 24, 28 MHz 
PTRARIL ssadtssaibes conse tesoverteres 100, 120, 200, 220, 240 vAC 
TUDE ....1sscocanveressosnssenssesnnns diastase ana Eimac 8877 
BWIVE DOWER 5 atyecoschotuttes nwiaeeauane bem 65W 
RF output 1500 W, minimum 
dimensions Hx 17.5"W x 20"D 


74 pounds 


Alpha Delta Wire Antennas 
All models are no-trap, direct feed designs 
and handle full legal power. Fully assembled 
and pre-tuned, with stainless steel hardware. , 


Orders: (800) 272-3467 
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DX-EE Dipole............00006$139 
Multiband dipole (or install as an 
inverted-V), covers 40/20/15/10m, 
only 40 feet. Also covers 30/17/1 2m 


with an antenna tuner. 


DX-LB Dipole Pee ee | 59 


Multiband dipole (or install as . 


inverted-V), covers 160/80/40m, 
length is 100 feet. Also covers 
30/20/17/15/12/10m with tuner. 


$59.95 
These Alpha Delta antenna switch- 
es are extremely high quality, 
constant-impedance cavity type 
designs offering outstanding per- 
formance. The unused switch po- 
sitions are grounded, while the 
selected position is protected by a 
replaceable gas-tube cartridge. The 
Delta2B has two antenna positions; 


_ the Delta4B has four. Both mod- 


els have UHF female connectors 


$89.95 


pressors protect your equ 
from nearby lighting ph 
static discharges using arep 
gas cartridge, providing ef 
protection and excellent broadband 
performance from DC thru 3 GHz. 
Typical dB loss is .1 @ 1 GHz, 
2 GHz, .5 @ 3 GHz. Thru-line cavity 
design allows control voltages to 
pass thru the device. The ATT3G50 IN 


DX-LB PLUS Dipole .......$189 (SO-239) and ATT3G5ON /HP have “N"ferr e 
Multiband parallel dipole (or in- and are connectors; the ATT3G50U nie 
stall it as an inverted-V), covers rated for T3G50U/HP have UHF female cor 
160/80/40/20/15/10m, lengthis100 operation nectors. Standard models han 

feet. Also covers 30/17/12m when through 200 Watts, high power (HP) modes 
used with an antenna tuner. 500 MHz. handle 2 kW. } che 


8100 $5,195 
The Alpha 8100 is a manual-tune HF 
linear amplifier providing full legal 
power plus, on all amateur HF bands. 
Rugged design offers maximum 
durability and reliability. Features a 
multi-color LED bar graph displays 
for power output, reflected power, 
as well as one that is switchable to 
indicate plate current, plate voltage, 
grid current, or gain. Vacuum relays 
are used, allowing full break-in op- 
eration (QSK). Like all Alpha Radio 
Products, the 8100 comes with a 


4-year warranty. 
bands... 1.8, 3.5, 7, 10, 14, 18, 21, 24, 28 MHz 

Sacbesastaaae 100, 120, 200, 220, 240 vAC 

ane 2 - Svetlana 4CX800 

..50-55 W, nominal 
. 1500 W, minimum 
Hx 17"Wx 18.5" D 
69 pounds 


Local: (972) 422-7306 


4520 (5000 Watt) $1,195 
4510 (3000 Watt) $1,095 
The Alpha 4520 is a 5000 Watt 
SWR/Wattmeter with huge analog 
and digital displays. This isn’t your 
ordinary wattmeter—it provides 
frequency and temperature compen- 
sation, ensuring excellent linearity 
and accuracy. Other features include 
computed VSWR display, both deliv- 
ered and forward power display, and 
abuilt-in serial data interface for com- 
puter logging of power and VSWR 
data—Windows™ software included. 
The Alpha 4510 is identical, except it 


handles up to 3000 Watts. ° 

bands........... 1.8, 3.5, 7, 10, 14, 18, 21, 24, 28 MHz 
power handling sscpane epi feos seeaaded tmsctigste 5000 Watts 
SCAIOS vrrescsseneee 10/20/50/100/200/500/1k/2k/Sk W 
SCALE SELECTION ...srcrssersrssses manual and automatic 
ACCUSACY incoressoassssenpeccanenhsbeheieeeeee Leni 3%, typical 
dimensions x 8.8" W x 3.4"D 
WeIGNE.....cocsraecorssseqnssiehh jag Ea 4.2 pounds 
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2100 $1,950 
The Alpha 2100isafulllegalpower 
plus dummy load. In addition to 
continuously handling full legal 
power, it can handle up to 6000 
Watts for up to 3 minutes. And ~ 
that's where the dummy part 
ends—multi-color LED bar graph ~ 
displays monitor forward power, 
reflected power and tempera- ~ 
ture, the temperature controlled 
forced-air system combats heat, a 
built-in serial data interface offers 
computer logging andcontrol,and ~ 
a full bypass shunt allows the unit 
to be kept in line at all times. 


bands.........1.8, 3.5, 7, 10, 14, 18, 21, 24,28 MHz) 
POWET HAaNIING ....csecssseeveeeseeee 1500 W, continuous 


SWR_......hessticiote vweflat, all 

input voltage "100/1. 20/200/220/240 vAC 
Voltage SELECTION ...ssserssnressnssensnsssnestenssssesy GU 

dimensions 07.5" HX 17.3"Wx 18"D 
WINE .s:sorcnssctnsossassddbaetesctesien niet eet 47 pounds). 


not suitable for use as a telescop- 
_ ing mast or such, as the fit is too 
tight to allow complete nesting.) 


6061-16 Extruded Tubing 


We have an extensive stock of 


- 6061-16 extruded tubing, also. 


_ rated at 40,000 psi yield strength 
_ witha standard mill finish. These 2" 


. 


sizes are excellent for heavy duty 


booms, VHF stacking frames, and 
light duty antenna masts. 


“AN WIRELESS 


RR] ! 
| ANWIRELESS SELF- 
x SUPPORTING TOWERS . 
i Sg : All Steel Construction 
S (50 KSI throughout) 
% ¢ Hot-Dip Galvanized 
y (to ASTM A-123) 
J 's Includes PE Seals (PA), 
ye « Drop Shipped to 
a Reduce Freight Cost 
ie « Shipped Knocked Down 
SJ to Reduce Freight Cost 


TOWER 


MODEL HEIGHT SECTIONS 


Orders: (800) 272-3467 


TOP 
SECTION 


188" and .250" solid 


antenna elements. Additionally, 
we also carry black U-V resistant 
plastic element insulators and 
stainless steel keepers in both 
A 88" and .250" sizes. 


6061-T6 Extruded Bar Stock 
We also stock 3/8" bar stock in 
4", 5" and 6" widths—perfect for 
constructing elemerit-to-boom 
and boom-to-mast clamps and 
miscellaneous brackets. 


-” 


The price chart at right shows all 
aluminum sizes that we currently 
stock. All are available in 6' and 12' 
lengths. The 2" O.D. extruded sizes 
are also available in 24' lengths. 
All 12' and 24' lengths are too 
lo 1g to ship UPS, and must ship 
via motor freight, please call for 
freight charges. All 6' lengths can 
be shipped UPS, please call for 
shipping charges. 


which is perfect for VHF/UHF 


WALL 


1.D. 


LBS.,/FT. COST/FT. 


6063-T832 DRAWN ALUMINUM TUBING 


er eae 
ae | 


[ ase" | 2507] souprop [0587 

Fao00" | 375" [| earsroce | 1800 | $7.50 
[—s.o00" | 375" | eanstoce [2210 S850) 
P6000" | 375" | sanstoce | 2650 | $9.75 


TT GE GEO 


The AN Wireless LD Series is a line 
of 8 light to medium duty self- 
supporting towers ranging from 20 
to 90 feet. Allowable wind surface 
area ranges from 20 to 44 square 
feet, at 70 MPH. Full engineering 
data up to 120 MPH wind speeds is 
available on many models. All mod- 
els are supplied with base section 
and assembly hardware. The chart 
below shows key specifications for 
most popular models. 


TOP BOTTOM 


BOTTOM 
DIAMETER SECTION DIAMETER 


The AN Wireless HD Series is a line 
of 9 heavy to extra heavy duty self- 
supporting towers ranging from 20 
to 100 feet. Allowable wind surface 
area ranges from 15 to 292 square 
feet, at 70 MPH. Full engineering 
data up to 120 MPH wind speeds is 
available on most models. All mod- 
els are supplied with base section 
and assembly hardware. The chart 
below shows key specifications for 
most popular models. 


hare weeded (70 MPH) 


614 pounds 


1,448 pounds 30.9 square feet 
1,692 pounds 
985 pounds 157.8 square feet 


Local: (972) 422-7306 


1,174 pounds 121.4 square feet 


WINDLOAD CAPACITY 


|_614pounds | 43.1 squarefeet__ | 6x6'x5'__| 


sales@texastowers.com 


Anti-Climb Panel Set........... $650 


Bearing Plate.......:..... esneseoeted 91.75 
Full Body Harness .......v+«00 $280 
Rotor Plate......cccsccocsresssescses $175 
Rock/ROOf MOunt........ccsseeeee $450 
Lifeline Safety Sleeve.......... $240 
Safety Lifeline ...........0.0+ $4.50/ft. 
Thrust Bearing (2-1/16").....$103 
Thrust Bearing (2-15/16")... $155 
2"x.25" 22' Mast (1026)....... $440 
2"x.25" 22' Mast (4130)....... $550 


2.875"x.25" 22' Mast (1026) ......$594 


BASE 
FOOTING 


DISCOUNT 
PRICE 


my 
— 

b30 
el 
ney 
ae 


AL-1500.........ccereseseeeee 92949 
AL-1200........00ecceees00000 92899 
ALAS 25 cscs sesvsvpeciderscees 2269 
Legal limit amplifiers, covering 


all HF ham bands (simple modi- 


fication required for 10/12m). 
All feature heavy duty Hypersil 
transformers, dual back-lit 
meters, adjustable ALC, time 
delay start, over current shut 
off, inrush current protection 
and more. 


cane 240 vAC @ 13 A (AL-1500; 15 A) 
10" H x 17" W x 18.5" D, 77 Ibs. 
single Eimac® 8877 
2500 W PEP, 1500 W CW 
..Single Eimac® 3CX1200A7 
1800 W PEP, 1500 W CW 
Pee two Taylor 3-500Z 
1800 W PEP, 1500 W CW 


tube (AL-1500)... 
RF output....... 
tube (AL-1200)... 


ALS-600 ....cecsccsccssscessosessveerees 91129 
Solid state, no tune HF amplifier cov- 
ering 1.5-22 MHz continuous (op- 
tional 10/12m mod). Supplied with 
an external linear power supply. 


FrEQUENCY FANGC.sessssssevssssssssseseso4nssssaneuns 1.5-22 MHz 
RF output...... ...600 Watts PEP, 500 W CW 
Inputacnscuceae s..90-140 or 200-250 vAC 
CUFTENT CONSUMPTION ....escssscssesecessserssenessnees 10 Amps 
Dimensions .......000. 5°Wx 12"D 
WEIgHton...c.ssssscssersnnseccers -- 55 pounds 
ALS-600S .ociaccssssesessesseseeesee $1239 


Identical to the ALS-600 shown 
above, except supplied with a light- 
weight switching power supply. 


FEQUENCY FANGC.sesssssessrevessessseerssmeeaseers 1-22 MHZ 


RF output........... 
Input voltage.......... 


CUTFTENT CONSUMPTION. ..sescsssesssssssesssesersseecese 12 Amps 
Dimensions .. 6" Hx 9.5"Wx 12"D 
WeigNt.........00« .. 35 pounds 


aS a 


Amepaveoe 


AL-572 sseccssscosessonscconseesnees $1369 
The Ameritron AL-572 is a near 
legal limit linear amplifier cover- 
ing all the HF ham bands (a simple 
user mod is required for 10/12m 


operation). The amplifier is de- . 


signed around four neutralized 
572B tubes, and features dynamic 
ALC™ (which doubles average 
SSB output), Step-Start Inrush 
Protection™, dual illuminated 
meters, heavy duty multiple volt- 
age power supply, a whisper quite 
internal cooling fan, and more. 


Bandai. -i-peseemees 1.8, 3.5, 7,10, 14, 18, 21 MHz 
RF output 1300 Watts PEP, 1000 W CW 


efficiency. Sepesctghdest DOOD, 
input... “90-1 40.0 or yr 200-250 vAC 
CUFTENT CONSUMPTION ........00ee00 16 A @ 120 VAC 
dimensions ; 5" HX 15.5" Wx 14.25"D 

40 pounds 


ALS-500M ........ccccesseesees 97599 
Mobile version of the ALS-600, 
supplied without power supply. 


FLEQUENCY FANGE.<srcaoscueosnerestesvobesseanonseend 1.5-22 MHz 
RF output 
Input voltage 
CUTFENt CONSUMPTION......cccsesseessesseereeneensens 84 Amps 
Dimensions... 

WEIGH ..cccsssscsssesssses 


SPS47 5 tec secccpevsrcdeosseriusvs SOS 
The Ameritron SPS-75 is a high- 
current switching power supply, 
perfect for use with the ALS-500M. 
Features a quiet internal cooling 
fan, reverse polarity/over-current/ 
temperature protection, and 
brown out input protection. 


output voltage 
output current. 


.75 Amps, continuous 
IMPUt VOITAGE ........-.-cqensessonessennvessensesnens 108-132 vAC 


current consumption... ..11 Amps 
ripple / regulation < 100 mv P- P/ 1.5% 
setesd 3.5" Hx 6.5" W x 10" D/ 8 pounds 


AL-80B .....scccscsessessersaseseere 91 299 
The Ameritron AL-80B is a 1000 
Watt linear amplifier covering; all 
HF ham bands (a simple user modi- 
fication allows 10/12m operation). 
It’s designed around a single 
Taylor 3-500Z tube, and features 
a heavy duty power supply, dual 
illuminated cross needle meters, 
adjustable ALC, inrush current pro- 
tection, dynamic ALC (increases 
average SSB power), multi-voltage 
transformer offering 14 primary 
voltages, and more. 


11.8, 3.5,7 10, 14, 18/20 M2 
1000 Watts PEP, 800 W CW 


Af esas snicioernsg OOO 
INPUT... ssc000 90-140 0 or 7 200-250 vAC 
current consumption... 12 A@ 120 VAC 
dimensions x 14"Wx 15.25"D 
WEIGH ,.-.ssvesssnntcersscscosehcceolpeieee eee 48 pounds 


SHA seccsckecstdeccenétccavebele wi DO 
NCSASV sincssevsscadseccdecostis ol OO 
ROS=TO icsvccocssvctcarsensecree ol FO 
Remote coax switches. All include 
tower mounted switch box, indoor 
controller, AC adapter, and accept 
PL-259 connectors. Insertion loss 
is less than .1 dB. 


RCS-4 specific 
frequency range. 
internal VSWR... 
power handling........2500 W average continuous 


required CONtrOl CADIE ....sssvesvssee- none (uses coax) 


RCS-8V specificati 
frequency range. 
internal VSWR. mon Ses 1 to 250 MHz 
power 0 MHz, 1 kW @ 150 MHz 
reqUired Control CAVE sccsescesenone 6 conductor 


RCS-10 specifications (8 p 
frequency range. 
internal VSWR. 
BOWES: crsamresssteugscrteteesbseniiomsbert 5 kW @ 30 MHz 

wee 4 Conductor 


AL-81TH ...... 
The AL-811 is a 600 watt ampli 
fier covering all HF ham bands 
(a simple user modification is 
required for 10/12 ce 
Built around the popular and ir 
expensive 811A tubes, it featu 
adjustable ALC, dual illuminated - 
meters, multiple line voltage _ 
transformer, and more. 
AL-611 
bands...... 
tubes. 
RF outp: 


input voltags ee hs 
SIZE sesesessseceeereessene8.3" HX 13.8" WX 1 a 


AL-811H 
DaMds..ssccsessreee 
RF output... 
ting’ pp 
size... 


oe. 120 VAC @ 10 ar 
18.3" HX 13.8" WX 15,5" D 


7] 


ATR~-30 voccsesesccoaseccontictiesnee ota 
The Ameritron ATR-30 is a 3000 
Watt antenna tuner. It easily 
handles full legal power on all 
modes and HF ham bands from ~ 
160-10m. The tuner features — 
a six position antenna switch 
(three coax lines, a balanced 
line, a random line, and bypass 
or external dummy load posi- 
tion), a two core Teflon wound 
current balun, heavy duty silver 
plated band switch, dual 4.5 kV 
variable capacitors, and more. 
Also features illuminated, peak 
reading SWR and wattmeter. 


DAN, COVEFAGE uce,cseesscsnesscncesccnescengecetbensen 1,8-30 MHz 
connectors... -SO-239s (accepts PL-259s) 
power rating. 
dimensions... 
weight 


, 
: 


+» 13.25" W x 5.25" H x 13.5" D 
19 pounds 


eA oe : 
j 


_and pros rely on 
_ the Antenna Book 
for current an- 
tenna theory and 
practical how-to 
Aa projects. 20th Edi- 
3 tion, soft. even; 944 pages, with 
P searchable book on CD-ROM. 


Antenna Compendium, Vv. . eres 
Antenna Compendium, V. 2 ..$14 
Antenna Compendium, V.3.$14 
Antenna Compendium, V. 5 ..$20 
Antenna Compendium, V. 6 ..$23 
Antenna Compendium, V.7...$25 
Proven, practical antenna desi 
. from the world 
of amateur radio. 
_ Thelatest volume 
includes even 
more articles on 
low-band anten- 
nasand operating 
: and great mobile antenna designs. 


“ARAL 


am Radio 
License Mant 


1 { 


“Ham Radio’s most 
popular license 
manual—all you 
need to learn to 
become an Ama- 
teur Radio Opera- 
tor. Organized in 
easy-to-understand “bite-sized” 
segments. Designed for self study, 
as well as classroom use. Soft 
cover, 283 pages. 


Ham Radio 
License Manual 


This is the book 
you need to pre- 
pare for the Ele- 
ment 3, General 
class written exam. 
Your key to world-. 
wide voice, digital and Morse code 
communications—earn high-pow- 
er voice and CW privileges on all HF 
bands! Soft cover, 396 pages. 


General Class 


NS 95 
| Radio amateurs . 


Orders: (800) 272-3467 


esuialy achiens 
includes anten- 
' nadesigns, oper- 


and an insider's 
scoop on low- 


There’s some- 
thing in the book for every active 
low-band operator, contester and 
DX chaser! Updated with new 
material on low-band antennas 
and high-gain transmitting arrays. 
Soft cover, 585 pages, with fully 
searchable CD-ROM containing 
additional software and content. 


Vertical Antenna Classics....$12 
Covers vertical antenna theory 
and modeling, HF, VHF and UHF, 
directional arrays, radials, and 
more. Soft cover, 120 pages. 


Thisis the book you 
need to prepare 
for the Element 4, 
Extra class written 
exam. Your key to 
wane full amateur radio 
privileges! Contains step-by-step 
examples showing the detailed 
math for each type of calculation 
onthe exam. Also contains detailed 
explanations for all questions on 
the exam. The entire FCC Extra class 
question pool is included, with an- 
swer key. Soft cover, 605 pages. 


Having a current copy of the FCC 
Rules means you'll be 
able to follow impor- 
tant, recent changes 
to the Amateur Radio 
Service. Includes the 
entire text of Part 
97, with easy to read 
explanations. 13th Edition, 
cover, 379 pages. 


soft 


ating guidelines, 


band DXing. 


Local: (972) 422-7306 


GENERAL / OPERATING 


APRS—Moving Hams on 
Radio and the Internet... $17.95 
Learn how to con- 
figure hardware 
and software to 
Ya make the best use 
r of your APRS sta- 
tion. Contains de- 
tailed discussions 
of APRS operation and technical 
support. Soft cover, 157 pages. 


WEN; 
Hf 


gital Ha nano: $19 


Covers modes like PSK31, RTTY, 
PACTOR, Q15X25, and more. 


Low Power Communications 10 


=p Explore kit build- 
Low Power 


Comuraniegs ing, chase DX, 
build anten- 


nas, brush-up 
on propagation 
theory, and take 
a band-by-band 
operating tour. Low power, low cost, 
big fun! Soft cover, 240 pages. 


TECHNICAL REFERENCE 


Generations 
of hams have 
counted on the 
ARRL Hand- 
book for Radio 
Communica- 
tions for its thor- 
ough coverage 
of theory, references and practical 
projects, 85th Edition, soft cover, 
over 1000 pages, includes fully 
searchable book on CD-ROM. 


Covers basic 
electronics, 
amplifiers, fil- 
ters, oscillators, 
mixers, DSP 
and more. In- 
cludes CD-ROM 
loaded with de- 3 
sign software and supplementary 
articles. Soft cover, 512 pages. 


EXPERIMENTAL METHODS 
» RF DESIGN 


sales@texastowers.com 


Operating Manual eens 95 
Covers rules, 
FM, EchoLink, 
IRLP, APRS, 
meteor scatter, | 
weak signal, 
DXing, con- 
testing, award 
hunting, emer- 
gency commu- 
nications, satellites, and more. 
Soft cover, 352 pages. 


Repeater Directory........ 
Pocket-sized directory with over 
20,000 VHF & UHF repeater fre- 
quency listings. 


r 


Integrates maps and repeater 
data to help you locate repeaters 
along your travel route. Supports 
GPS input, exports data for radio 
programming, and more. 


Covers operat- 
ing techniques, 
system analysis, 
propagation, 
microwave an- 
tennas, trans- 
mission lines, 
microwave 
BHicnduttors and tubes, con- 
struction techniques, test equip- 
ment and more. 


HANDBOOK 


Written for the 
growing num- 
ber of amateurs 
who are discov- 
ering that there 
is life on our fre- 
quencies above 
420 MHz. Infor- 
mation on design and fabrication 
techniques, propagation, antennas, 
feed lines, transmission media and 
more. Soft cover, 448 pages. 


UHF /MICROWAVE 


ASTRON 


ASTRON LINEAR 

DC POWER SUPPLIES 

Do you need to power a mo- 
- bile VHF/UHF rig, or even an 
_HF rig in your shack? If so, 
Astron offers a wide range of 
linear power supplies to run 
a wide range of equipment. 
All models provide regulated 
13.8 vDC output, and feature 
105-125 vAC input, less than 


5 mv peak-peak ripple (full 
load and low line), crowbar 
over voltage protection, 
and fold-back current lim- 
iting (short circuit protec- 


heat-sink, are internally 
adjustable from 11-15 vDC, 
and have separate amp and 
volt meters. These power sup- 
plies are very dark grey in color 
and are covered by Astron’s 
one year, parts and labor war- 
ranty. The chart below shows 
available models and rated 
output. Models with the “VS” 
prefix feature variable current 
and voltage controls directly 
on the front panel. 


ASTRON LINEAR DC POWER SUPPLIES 


ASTRON CURRENT 
MODEL ics CONT. 


| Rs-35m_| 35a | 25a 
| _vs-asm_| 35a | 250 
| Rs-som | soa | 37A_| 
pevssom | 1 


SIZE 
(H x W x D) 


WEIGHT 
(LBS.) 


DISCOUNT 
PRICE 
5° xX Tact" 
ST x Teens 
6"x 14"x 11" 


SACS a TE 
CE ETT A COW WN ETO eC 


BENCH 


Dual lever iambic paddles featur- 
ing adjustable contact spacing and 
tension, and heavy steel base. 


RJ-1, Black Base.......... +999 
RJ-2, Chrome Base......... $119 
Straight keys, featuring adjustable 
contact spacing, travel, and spring 
tension with heavy steel base. 


Low Pats Fiter 


YA-1 
The Bencher YA-1 is a high qual- 
ity low pass filter. Has very low 
insertion loss (<.2 dB), provides a 
minimum of 80 dB attenuation in 
television channels 2 and up and 
handles full legal power. Accepts 
PL-259 connectors. 


Orders: (800) 272-3467 


BUTTERNUT 


HF-9V ....scsessseeeee $449 
The Butternut HF-9V is a9 
band HF vertical antenna. 
It uses no traps and is 
totally self supporting. It’s 
a great choice for small 
city lots or portable op- 
| eration. 


CPK i... sctlscorceesseis 17.9) 
Counterpoise kit, 
eliminates the need 

for radial wires, sim- 

plifying roof or ground 
mounting. 


RMKIlL....... sessccene 9199 
Roof mounting kit, in- 
cludes tripod and tuned 
roof radial wires. 


TBR-160S. .......000 $169 
Add-on kit for 160m. 


band coverage......80, 40, 30, 20, 17, 15, 12, 10, 6m 
optional bands... ints a 160m 
power rating "1500 watts 
recommended mast diameter... aol 

vertical height ........cscsssesssessvesees 
wind load....... 
WEIGH sisserseseasscodavosnednssduapsspesbehenaniuaIeeD 


tion). All have a heavy duty | 


oe 


Local: (972) 422-7306 


; 
' hone 

ASTRON SWITCHING: 
DC POWER SUPPLIES 
All Astron switching DC power 
supplies are compact and light- 
weight, offering high efficiency 
switching technology specifi- 
cally filtered for use with com- 
munications equipment for all 
frequencies, including HF, All 
models feature heavy duty 
construction, EMF filtering, 


ASTRON 
MODEL 


CURRENT 


ICS CONT. 
| ss-12_ | 12a | 10a _| 


| ss-25 | 25a | 20A_ | 
| 
| _ss-30 | 30A_ | 25a | 
|_ss-30m_ | 308 | 254 _| 


HF-6V.....cccscsssersene $389 
The Butternut HF-6V is 
a six band HF vertical 
antenna. It uses no traps 
and is totally self sup- 
porting. It’s an excellent 
antenna for small city lots, 
as well as for portable 
operation. 


AV721 2 ecdeisbiiseeesst SS6A 
Add-on kit for 17/12m. 


PGissdscccscovevtatersiedcasda ee 
Add-on kit for 6m. 


ACP csecsessassttvcsscson METS 


RMKIL.........ceceeeeeee 9199 


STR htsescese shsesccee HUS9 
Tuned roof radial kit. 


TBR-160S...........$169 


DAN COVETAGE ..rsuccccresveeeneee 80, 40, 30, 20, 15, 10m 
optional bands... 
POWET FAting vrescssserssssssennereseee 

recommended mast diameter... 


Vertical HEIGHT .sscsrcsssvereerseveen 
MUNYNGH LOA corepertestoreasemsocasceteeents eseareeaes eee chron 1. 6 sq. ft. 
WEIGHt.....ssecopeecesnsnestsecenernogitusnatanentstiaetiviern 12) BOUINGST 


reiuilset@ta joe <20 mV 
tipple. All models have ano 


2.9" x7" x 9.4" 


BIO. X 77 Ko.67 
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or and offer back 
switchable input 
from 90-132 or 18 
at 50 or 60 Hz. Outpu 


80% efficient. The chart 
shows all available mi 
the “M” models offer sepe . 
back-lit amp and volt meters. ; 


ASTRON SWITCHING DC POWER SUPPLIES 


SIZE 
(Hx W XD) 


WEIGHT 
{LBS.) 


DISCOl JN T 
PRIC 


x 6" x oft 


HF-5B...sccsssovsssessesssnsssstens S440) 
The Butternut HF-5B “Butterfly” 
is a five band HF mini-beam. 
This lightweight antenna is small 
enough to turn with a TV rota-- — 
tor, so it's convenient and easy 
to install, and its small footprint 
makes it a neighbor friendly 
choice as well. The antenna 
works great for limited space ap- 
plications, with a turning radius 
of less than 7 feet. Bandwidth at 
2:1 SWR is 200 kHz on 20/17m, 
and the entire bands are covered 
on 15-10m. 


band COVEraGE seseesstseuneeneensrsenss 20, 17, 15, 12, 10m 


POWES TAtING Ait ccmrrlodengtereectons 1200 watts 
AlN swe sncatoe ..5 dB (3. dB on 20m). F 
DOOM lehgth a cncnteeseesiecmetectecreaees 6.9 feet 2 
Clements / lOMGESt....ssssscesseessassersenseensens 2/125 feet ! 
MaXxiMUM Mast CiaMeter ...ccvsvvvvssserreeessvssnneseeece ‘ats 

wind load wun 2.9 square feet. 

WEIGH iissscisiotoateckedloales Aattaartenpeotiaeeeenaierion 17 pounds 


5 - 


ase antenna. It 


dome with non- 
ting ABS section 
ctors, which elimi- 
corrosion and help 
J educe stray RF, ensur- 
| ing a very clean radiation 
pattern. The antenna is 
| shipped pre-tuned, so 
-| installation is simple 
CLA and quick. ; 


MODEL BANDS 


BANDS 
2m/70cm 
2m/70cm 

6m/2m/70cm 
2m/70cm_ | 
2m/70cm 
2m/70cm 
2m/220 MHz/70cm 
2m/220 MHz/70cm 
2m/70cm 
2m/70cm 
2m/70cm 
2m/70cm 
10m/6m/2m/70cm 
6m/2m/70cm 


B-10NMO 


* SBB-1 
SBB-2 
SBB-2NMO 
SBB-224 
SBB-224NMO 
SBB-5 
SBB-5NMO 
SBB-7 
SBB7-NMO 
UHV-4 


COMET COAK MOUNTS 


3D4M, Coax Assembly ....$27 
Gold plated UHF connectors with 
13.5' of low loss coax. 


CK-3M, Coax Assembly ...$36 
Has 9' of Jow loss coax with a 12" 
leader of tiny RG-188. 


CK-3M5, Coax Assembly ....$43 
Same as CK-3M, except 17. 


ucted of a two 
heavy duty fiber-. 


| cua-2sop | 35-s7MHz | 


Orders: (800) 272-3467: 


The Comet GP-9 is a 
_2m/70cm dual band ver- 
_tical base antenna. It is 
|. constructed of a three sec- 
tion heavy duty fiberglass 
_radome with nonconduct- 
ing ABS section connec- 
tions, which eliminate 
_ corrosion and help reduce 
_ stray RF, ensuring a clean 
radiation pattern. The an- 
tenna is shipped pre- 
- tuned, so installation 
_ is quick and easy. 


GAIN (DBI) HEIGHT CONNECTOR 


100 W 92 MPH 
119 MPH 
SO-239 200 W 110 MPH 


COMET MULTIBAND MOBILE ANTENNAS 


GP- Gi vcteectevcnceesec$1 59 
The Comet GP-6 is a 
2m/70cm dual band ver- 
tical base antenna. It 
is constructed of a two 
section heavy duty fi- 


berglass radome with © 


nonconducting ABS sec- 

tion connections which 

eliminate corrosion and 

help reduce stray RF, en- 

suring a very clean radia- 

tion pattern. The antenna 
is shipped pre-tuned, 
so installation is quick 
and easy. 


COMET SINGLE BAND AND MULTIBAND BASE ANTENNAS 


POWER 


GAIN (DBI) LENGTH FINISH BASE FOLD OVER PRICE 
be O15 8 Ds y12" | Black. -| 
| 5/215 | 6" Black_| $0-239 
| 2.15/38 | 18" | Black} PL-259 
| 25/38 ¢ [1s' | Black | 
pS PASIB 6D 1 3610.) 
Yes) |5 $79.95 | 
[aS [ee seh Pe Black sf NMO EUs esr $79.95 | 
0/0/2.15/55 | 54"__| Chrome | so-239 |_Yes__— $119.95 | 


COMET TRUNK BRACKETS 


RS-9, Trunk Mount..........$29 
Small, limited adjustment. 


RS-720, Trunk Mount .... $30 
Heavy duty, low profile, yet 
fully adjustable. 


RS-730, Trunk Mount.......$33 
Heavy Duty, fully adjustable, 
with ratchet lock. 


| 0/2.15/5.5 | _76"__| Chrome | s0-239 [Yes $169.95 | 


Local: (972) 422-7306 


COMET MOBILE MOUNTS 


CM-5M, 4.5" Mag........$24.95 
Mag mount with 16' of RG-58. 


CP-5M, Trunk Mount..$69.95 
Heavy Duty, fully adjustable. With 
16' of RG-58. 


GRB-5M, Trunk Mount... $68.95 
Heavy duty, low profile, fully ad- 
justable. With 16' of RG-58. 


SURVIVAL 
| -$0-239 =] 250WSSB/150W FM 67 MPH 


Rea 
150 W (23cm: 100 W) 110 MPH 
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GP-3 seneveccenecscnoeseeens $99 
The Comet GP-3 is a 
2m/70cm dual band ver- 
tical base antenna, It is 
constructed of a single 
- section heavy duty fiber- 
glass radome. No section 
joints means there’s no 
possibility for corrosion 
or stray RF, ensuring a 
very clean radiation pat- 
tern. Like all Comet an- 
tennas, the antenna is 
shipped pre-tuned, so 
assembly and installation 
is quick and easy. 


WEIGHT PRICE 


COMET DUPLEXERS 


2m / 70cm, (800/500 W) 


CF-416A U-U/U, with leads.......... $54.95 
CF-416C N-U/N, with leads.......... $54.95 
CF-41601 U-U/N, w/o leads............ $48.95 
CF-4160J U-U/U, w/o leads........... $53.95 
CF-4160K U-U/U, w/o leads........... $48.95 


1.3-250 / 400-1400 MHz, (400/200 W) 
CF-416W N-N/N, with leads.......... $69.95 


1.3-30 / 50-470 MHz, (600 W) 


CF-360B U-U/U, with leads........... $69.95 
1.3-90 / 125-470 MHz, (600 W) 
CF-530A U-U/U, with leads.......... $74.95 


CF-530C —_U-U/U, w/ mix lead......... $69.95 


1.3-57 / 75-550 MHz, (350/350 W) 
CF-706A U-U/U, with leads.......... $74.95 


COMET TRIPLEXERS 


2m/70cm/900-1200MHz,(800/500/200W) 
CFX-4310C N-U/U/N, w/o leads ....$79.95 


2m / 220 MHz / 70cm, (600 W) 
CFX-324A U-U/U/U, with leads....$88.95 
CFX-324B U-U/U/U, w/o leads.....$85.95 


HF-6m / 2m / 70cm, (800/800/500 W) 


CFX-514 U-U/U/U, with leads....$79.95 
CFX-514J U-F x 3, w/o leads......... $74.95 


-CUSHCRAET 


MOR Voavdicassasatvunahevbipstnuargiaeh Oe 
PAO: Gnscchaseondturanscehetaasnachaae 
The Cushcraft X7 is a triband 
HF Yagi antenna. It uses a high 
efficiency, computer optimized 


design for excellent gain and clean - 


radiation pattern. Cushcraft’s new 
trapless Tri-Feed driven elements 
offer improved VSWR bandwidth. 


The X7’s interleaved design offers. 


near monoband performance with 
3 active elements per band. The 
X740 kit.adds 40m coverage. 


WES 
nore We coe 
suvnosasevenvsnapssenseeonsvecvsarsnsesanere 


pees 10, 15, 20m 


ElOMEMS....-sssosececesvrsevresees 
Band coverage......... 


Maximum gain / F/B ratios... 13 dBi / 3048 
2:1 bandwidth (10/15/20m).. 1700/750/600 kHz 
sanseeneeunre2 KW PEP 


Power handiing..... 

Boom length / turing radius... 
Maximum Mast SiZC cessor 
Wind surface area... 
Weight.....ci.<:se.ccnacssestntaetisegi ieee 


CUSHCRRE] 


tebe nA ry sq. ft. 
60 pounds 


TSB 2 i. ccoscadcvestenceneccese mL oe 
The Cushcraft 13B2 is a wide 
band beam antenna for 2m 
operation. The rugged design, 
requiring no boom supports, 
allows easy mounting for 
either horizontal or vertical 
polarization. Its wide band- 
width offers efficient opera- 
tion throughout the entire 2m 
band. The antenna is great for 
CW, FM, Packet, and sideband 
operation. Cushcraft’s Ultra- 
Match balanced feed provides 
a 50 Ohm match and accepts a 
PL-259 connector. 


Elements. 
Frequency coverage.. 
Gain / F/B ratio ...scssen 
Power / typical VSWR - 
Boom length / turning Fadius..eccersnee 15'/ 81 1" 
Mast SIZE FANGE .....sessssserereenes . 15'/ 15-2" 
Wind surface area / weight ........ 8 sq. ft. / 7 Ibs. 


. 144-148 MHz 
158 dBd / 26 ve 


Orders: (800) 272-3467 


ABS. poinocctea nee SAS 
The Cushcraft A3S is a compact 
three element beam antenna for 
10, 15 and 20m operator 


Gain / F/B ratio 
2:1 bandwidth....... 

Power handling... 

Boom length / turning radius... 
Mast SiZ@ FAME cesesscsssesssvssasecsen 
Surface area / weight..... 


REN TES 


vi 


BAS ine. ccctieiaceeanaecet Oe e 
The Cushcraft A4S is a compact 
four element beam antenna for 
10, 15 and 20m Gerson, 


Elements. pet bade Y | 
Band coverage. 10, 15, 20m 
Gain / F/B ratio ei erry 


2:1 bandwidth....... 
Power handling... edentayee 
Boom length / turning radius... 


18'/ 18'5" 
Mast SiZ@ ANGE sessessonecsessesneseeeesenes pip eskdins Hole? 
Surface area / weight.........5.5 sq. ft. / 37 pounds 


A270-10S .....ccccccccescereee D119 
The Cushcraft A270-10S is an 
end mounted 2m/70cm dual 
band beam antenna. 


ELOMONtS csessesssssteseeeessnsssnsetserrareesseene 10 (5 per band 
Frequency coverage....... 144-148, 430-450 MHz 
Gain / F/B ratio s 10 dBd / 20 dB 


Power / typical VSWR... ..350 W PEP / < 1.2:1 
Boom length / turning radius... 
Accepted mast size range.... 
Wind surface area / Weight .........3 


Pi27O-GS s..ccccncosccesvecsccgeets SOO 
The Cushcraft A270-6S is a com- 
pact, end mounted, dual band 
beam antenna for 2m/70cm 
operation. 


Ele ment..i.1tajncoscissssqreemeeea ene 6 (3 per band) 
Frequency coverage....... 144-148, 430-450 MHz 
Gain / F/B ratio ....scscsssssesesssecsssseseueee 7.8 dBd / 20 dB 
Power / typical VSWR .....sss00 350 W PEP / < 1.2:1 
Boom length / turning radius...........2'10" / 2'10" 
Mast size .. 1,25-2 inches 
Wind surface ssseseeee od $Q, ft. / 2 Ibs. 


myvyye ft. /27 pounds ; 


Local: (972) 422-7306 


The Cushcraft MASB is a compact, 


three element beam antenna for 


10/12/15/1 7/20m operation thatis 


small enough to mount on a roof 


tripod and turn with a TV rotor. 
Though light, the antenna uses 
thick wall tubing, so it’s rugged, 
and is supplied with stainless steel 
hardware for long, trouble free life. 
It is easy to tune, offers low VSWR 
across all five bands, and uses'a 
single coax feed point. 


Elements ccsscessnneoen Soe ey 
Band coverage.. 10, 12, 15, 17, 20m 
Maximum gain. ww5.3, 2, 4.8, 2, 3.6 dBi 
IE FES OAKA Osatocscceants coeacheinstes cccsseaaesisecet 10, 0, 12, 0, 22 dB 
2:1 bandwidth.......665, >110, 255, >100, 90 kHz! 
Power Handling .receeessecsrssssseseerseerssesersssee 1200 W PEP 


Boom length / turning radiUs.musenns7'4" /8'10" 
Wind surface area. 


Weight....... 


RGOOO.........cccessenceeeee 9 309 
The R6000 is a multi- 
band vertical antenna for 
20m-6m operation. It has a 
built-in matching network 
and counterpoise system, 
so no additional ground or 
roof radial wires are needed. 
Bandwidth is 1300 kHz on 
6m, 1700 kHz on 10m, 100 
kHz on 12m, 450 kHz on 
15m, 100 kHz on 17m, and 
300 kHz on 20m. Light 
weight, quick and easy to 
assemble and tune. 


Band COVETAGE srsssseserssseeecseens 5 
Height / mast range... 
Gain / power rating... 
Radials / radial length... 
Wind surface area / weight...... 1.5 sq. ft. / 13 Ibs. 


RG iverscstessiscectsbeccdntsdaccsuce Ae 
The R8 is a multiband vertical an- 
tenna for 40m-6m operation, with 
built-in counterpoise. 


Band coverage......6, 10, 12, 15, 17, 20, 30,40m> 


Height / Mast FANGE....csvsssssseeceesesseeee 28'6 / 1.25-2" 
Gain / power rating... .3 dBi / 1500 W PEP 
Radials / radial 1EMQth ....ssssssvsssseccesssssesssvesssees 7/49" 


Wind surface area / weight...... 2.5 sq. ft. / 23 Ibs. 


MA5 B Se et ane oe $439 
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A50-6S cresesee 
A50-5S.....ser0s0s 
A50-3S sonpeevononnusnacens 


Yagis have been compute ( 
timized and range tested f 


_ performance, and feature a 4 
staless hardware. All have a 


Elements...... 
Forward gain.. 
3-dB E-plane beam 
Boom length.. 
TUrMing FACIUS ssssessssesee 
Wind surface area..... 
Weight. .vessnsoes aed 


AR-270B Soe $119" . 
The AR-270B is a com- 


' puter optimized 2m/70cm 
vertical base antenna. It’s 


broadbanded, providing | 


minimum SWR on both 
bands. The -antenna is 
rugged, uses sealed coils 
for durability, and is easy 
to assemble. 
Ohm feed and accepts a 
PL-259 connector. 


Frequency ranget......... 144-148 & 430-450 MHz 
Gah Pa sacsecdasthee places teleost tieacseceseece EIR 5.5 dBi / 7.5 dB 
Power / typical VSWR....... ; aol 
Vertical height / radial length ..........s0000» 7'8"/20" . 
Mat SiZ€ FAMNGE sssscsstcrsrrsessereoen ate 

Wind surface area / weight absleaads 5: <q. ft. 72 Ibs. 


AR-27 Qiiccscecccckercdescoccnected oh Un 
The AR-270 is a compact 
2m/70cm vertical antenna with 
all stainless steel hardware and 
sealed coil and match. 


Frequency rangesnnnan «144-148, 435-450 MHz 
eet ot 3.7/5.5 dBi 


Power / typical VSWR.. 
Height / radial length. 
Mast SIZE FANGE vecsesorseseeees 

Wind surface area / weight 


Ithas a 50 


resesensensens $149. 
"The Daiw CN-801HP is a cross-_ 
need| Wattmeter covering 
1.8-200 0 MH z. The cross-needle 
movement allows simultaneous 
monitoring of forward power, 
reflected power, and SWR— 
without calibrating. The meter 
is switchable for 20, 200, or 2000 
_ Watt full scale readings, and has a” 
~ built-in lamp which can be pow- 
ered from an external 13.8 vDC 
source (a DC cord is supplied). 


kos ee MHz 
power ee Nee iealtec, y-+20/200/2000 W 


accuracy sscssnptneneisensensnrsennene £10%, full scale 
SwR eR 


The Daiwa bye 101L is a cross- 


needle SWR/Wattmeter covering 
1.8-150, MHz. The cross-needle 
movement allows simultaneous 
monitoring of forward power, 
reflected power, and SWR— 
without calibrating. The meter 
is switchable for 15, 150 or 1500 
Watt full scale readings, and has a 
built-in lamp which can be pow- 
ered from an external 13.8 vDC 
source (a DC cord is supplied). 


FFEQUENCY FANGE oeessessesssssevsersonseneeerestene B= 150 MHZ 
POWEr ranges (fFOFWATA) ....vsssssv»ee 15/150/1500 W 
Power handling ccm 1.8-60 MHz: 1500 W 
pe A ee 60-150 MHz: 1000 W 
ACCULACY snaskins:-ctsloreeairestenerteee +10%, full scale 


SWR sensitivity / CONNECTOFS ...........: 4 W / SO-239 
dimensions....,... Hx5"Wx4"D 
WEIGHLE......sccrssssees 


CT OSE lc cecinpiecinss. $99 
CN-103N $119 
The Daiwa CN-103L is a cross- 
needle SWR/Wattmeter covering 
140-525 MHz. The cross-needle 
movement allows simultaneous 
monitoring of forward power, re- 
flected power, and SWR—without 
calibrating. A built-in lamp can be 


powered from an external 13.8. 


vDC source (DC cord supplied.) 
The CN-103N is identical, but with 


“N” type connectors. 

FEQUENCY TAMNGE eseeserosesvnceersseseeee se 140-525 MHz 
Power ranges (fFOrWAFA) ..sscccsesesseeresssese 20/200 W 
POWer HAaNALING «....cccssreresrsssssssereveneseenesenereen +s 200 W 
MUTE Y sestcteve ister vasciespivicrnsasioces tl 0%, full scale 
SWR SeMSItIVIty, ssarsecscpssseshontessetegelasestisatemtetioconsid 4W 
connectors (CN-103N).......... SO-239 ("N” female) 
dimensions 3" Hx 5"Wx4"D 


CS-20 TA wo cscs 20 
The Daiwa CS-201A is a high per- 
formance, heavy duty two position 
coax switch, good for use through 
600 MHz. It is a cavity type switch, 
with very low insertion loss and 
VSWR and very good isolation. The 
switch handles up to 1500 Watts 
and is designed so that the unused 
switch position is grounded. Sup- 
plied with hardware for mounting 
on any solid surface. 


frequency range... ee | 
power rating (DC- 30 MHZ)... ees 1500 W 
power rating (30-150 MHz)... 
power rating (150-600 MHz) 


insertion loss... 


isolation...... 

Tacly lst oi (s |p Tae eee Megane te SO-239 
dimensions 2.2"Hx2.8"Wx1"D 
a Oe ee Seo ee: Hare ES 1 pound 


SX-1000........ $249.95 
The Diamond $X-1000 is a dual 
sensor SWR/Wattmeter covering 
HF, 6m, 2m, 70cm and 1.2 GHz. 
The dual sensor design allows 
simultaneous connection of two 
radios (must be within the sen- 
sor’s frequency range). The me- 
ter is switchable between 5, 20 
and 200 Watt full scale, indicates 
peak or average power, and will 
read forward or reflected power, 
or VSWR. The meter is supplied 
with a DC cord to power the back 
light lamps. 


FreEQUENCY FANGE .scccsseees 1.8-160 MHz (sensor #1) 
430-1300 MHz( sensor #2) 


accuracy 

TAIIGES srsscsssssvssessess , 20, 
minimum SWR sensitivity........ 1 W (#1), 2 W (#2) 
COMMECEOMS .sassessesveneees $0-239 (#1), "N” female (#2) 


0-2 GB (#1), 15 dB (#2) 
x 6.1" Wx 5.3"D/2 Ibs. 


insertion loss.. 
size / weight.. 


Orders: (800) 272-3467 


SX-600 El cubuchenbinusiniios $ 189.95 
The Diamond SX-600 is a dual 
sensor SWR/Wattmeter cover- 


ing 1.8-160 MHz. The dual 
sensor design allows simultane- 
ous connection’ of two radios 
(must be within the sensor's 
frequency range). The meter is 
switchable between 5, 20 and 
200 Watts full scale, indicates 
peak or average power, and 
will read forward or reflected 
power, or VSWR. The meter 
is supplied with a DC cord to 
power the back light lamps. 


FrEQUENCY LANGE vevsssseeeee 1.8-160 MHz (sensor #1) 
.. 140-525 MHz( sensor #2) 


minimum SWR sensitivity........ 1 W (#1), 4 W (#2) 
SO-239 (accepts PL-259s) 
oocigestechage aap 3dB 
size / weight.......... 2.7" Hx 6.1" W x 5.3" D/ 2 Ibs. 


Local: (972) 422-7306 


SX-400 ......ccccereveeeevees $119.95 
The Diamond SX-400 is a back- 
lit SWR/Wattmeter covering 
140-525 MHz. The meter is 
switchable between 5, 20 
and 200 Watts full scale. It is 
switchable between peak and 
average power, will read forward 
or reflected power or VSWR, and 
is accurate to +20%. Compact 
enough to be used both as a 
station meter and for mobile 
use. The meter is supplied with 
a DC cord to provide power to 
the back light lamps. 


FFEQUENCY FANGE vevsssssssssosssnveeessanssnnanee 140-525 MHz 


ACCULACY «0.04 Neccovsregeey SOTO 
FATIGES  soreceveoonsvesensspsenvaoss NeGgiansS APRA SI 5/20/200 W 
minimum SWR sensitivity,,....... 1 W (#1), 4 W (#2) 
CONMNMECEOLS crccvsssnsesenerenene $0-239 (accepts PL-259s) 
BEAST RHO AGES Sepcscass scotapenteieos hpsieetat ie Eel aasdssce eaves 3dB 
Size Res 2.4" HX 6.1" Wx 4.1" D 
WWEIGEIK siccat pteridine eengi PNG aa potent 2 pounds 


sales@texastowers.com 


The Diamond SX-200 is a back- 
lit SWR/Wattmeter covering 
1.8-200 MHz. The meter is 
switchable between 5, 20 
and 200 Watts full scale. It 


is switchable between peak 


and average power, will read 
forward or reflected power or 
VSWR, and is accurate to +7.5%. 
Compact enough to be used 
both as a station meter and for 
mobile use. The meter is sup- 
plied with a DC cord to provide 
power to the back light lamps. 


FrEQUENCY FAMNGE sessssssecscserssssssscsersnnssesee 1,8-200 MHz 


SE CUIAEY. fidhs tspeascemeotossstocsseebs tadeioeea ican +5-7.5% 
ranges ... .. 5/20/200 W 
minimum n SWR sensitivity... .4 Watt 
CONMNMECEOSS ..cseresessssssesseees SO- 239 (accepts PL- 259s) 
insertion loss... a x 5 dB 
SIZE 3.2 ecequnts ee 24" Hx6.1"Wx 4.1" D 

i sue 2 pounds 


-DAMOHD 


ee 


X-510MA ...... $195.95 
_X-510NA.......$195.95 
The Diamond X-510 is 
a 2m/70cm dual band 
vertical base antenna. 
It is constructed of a 
three section heavy duty 
fiberglass radome with 
strong, waterproof sec- 
tion joints and stainless 
steel hardware. Like all 
Diamond antennas, it is 
shipped pre-tuned, so 
assembly and installa- 
tion is quick and easy. 


BANDS 


SG-7900A...........9124.95 
The Diamond SG-7900A is a 
high performance 2m/70cm 
dual band mobile antenna. 
It features a fold over base, 
and has a beautiful satin 
gray finish. It’s shipped 
factory pre-tuned so instal- 
lation is quick and easy. Not 
recommended for magnet 
mount installations. 


GAIN (DBI) 


| 


X-200A ovesscseveeeee 9 149,95 ; 


The Diamond X-200A is a 
2m/70cm-dual band ver- 


_ tical base antenna. It is 


constructed of a two sec- 
tion heavy duty fiberglass 
radome with strong, wa- 
terproof section joints and 


stainless steel hardware _ 
for long, trouble free ser- 


vice life. Like all Diamond 


antennas, it is shipped pre- 


tuned, so assembly and in- 


very easy. 


stallation is quick and | 


] X-50A/X-50NA..$109,.95 | V- 


The Diamond X-50A is 


glass radome. No section 
possibility for corrosion or 


pattern. Like all Diamond 
antennas, it is shipped 
pre-tuned, so assem- 
bly and installation is 
quick and very easy. 


DIAMOND SINGLE BAND AND MULTIBAND BASE ANTENNAS 


HEIGHT 


SG-7500 ......00000000 $79.95 
SG-7500NMO ......$79.95 
The Diamond SG-7500 is 
a shorter version of the 
SG-7900A. It also has a 
fold over base, and has the 
same hi-tech satin gray fin- 
ish. The SG-7500 requires 
an SO-239 type mount, 
the SG-7500NMO uses an 
NMO type. 


CONNECTOR 


POWER 


| 73MPH 


[amo | eaxni7_| sve we | 20W | SoMPA 


NR-770HA......0400645956,95 
NR-770HB.......+.0.-.959.95 
The Diamond NR-770HA is 
a medium sized 2m/70cm 
mobile antenna, with a 
fold over base. Requires 
an SO-239 type mount. 
The antenna has a nice 
heavy chrome finish. The 
NR-770HB is identical, but 
with a black finish. 


|| a 2m/70cm dual band 
| vertical base antenna. It 
|| is constructed of a single 

~ section heavy duty fiber- | tion heavy c 
~ radome with 
joints means there’s no | ) 
stainless steel hard\ 


stray RF, ensuring aclean. _—_|_long, trouble free 


tuned, so assem 


SURVIVAL 


PRICE 
22lbs. | $99.95 | 
8MPH 6l 


terproof section j 


life. Like all Diar 
tennas, it is shir 


installation is 


very easy. 


ee 


WEIGHT 


ee ie . af 
| 4 ibs. | $149.95 | 
an | $259.95. | i 


ad 
Pat: 


$G-2000HD sesseesse$89,95 4 
The Diamond SG-2000HD ~ 


is a high performance 2m — 
mobile antenna. Electri- © 


cally, it’s made up of two 
1/4 wave and one 3/8 
wave elements. It provides | 


5.2 dBi of gain, and will — 


handle 250 Watts. The 
antenna is 62" long, so it 


§ 
\ 


Ay 


is not recommended for 


installation on a magnet 
mount. The Diamond K400 — 


and K600 trunk mounts 
are both recommended. 
Equipped with a fold over 
type base, so it can be © 
quickly hinged over for 
access to tight parking 
garages. Like all Diamond 
antennas, it comes pre- 
tuned, so installation is 
quick and easy. 


FOLDOVER _ PRICE 


fa) 
2 
& Fo) 


6m/2m/70em hi) CE ee 
6m/2m/70cm RUA SIT 2S 5 | 60a 
10m/6m/2m/70cm 2.1/2.1/2.1/5.5 


CR-627BNMO 
HV-7A 
NR-2000NA 
NR-72BNMO 
NR-73BNMO 


54" 
14" 
34" 
NR-770HA 40" 
NR-770HB 40" 
38" 
38" 
19" - 
41" 
62" 


2m/70cm/23cm 3.1/6.3/9.7 39" 
20/53 34" Black 


 GAI 


NR-770HBNMO Yes 
SG-7000A 
SG-7500 $0-239 Yes 
SG-7500NMO |__ Satin | NMO_| Yes | 


SG-7900A 


_ BANDS (DBI) LENGTH ISH BASE. 


5a") 
BREN. 
i= Aled 
ES 
chon 
NR-770HNMO_|2m/70cm_ | 3/5538" | Chrome _| NMO | Yes 
Beate 
BEES 
Raa ake 
LASS 


5776 | 6" | satin 50.239 Yes 


Orders: (800) 272-3467 Local: (972) 422-7306 


sales@texastowers.com 


| it’s on the air. 
d Yagis for 20, 
rs are the core 


éoax attached 


together for great 
e. The antenna also 
on 17 and 12m, with- 
ecific elements on those 
—a tuner is required, as 
~ the antenna is not matched to 
q 50 Ohms on those bands. 


; Challenger DX..........$319 
The Gap Challenger DX is an 
eight band vertical antenna. 
It features automatic band 
switching and uses a unique 
trap-free design with an el- 
evated feed system to reduce 
ground losses and yielding 
a 52 Ohm nominal input 
impedance. The antenna re- 
quires a counterpoise made 
up of three insulated radial 
wires, each measuring 25 
feet in length which can be 
buried or exposed. The an- 
tenna can be either ground 
or roof mounted. With 
drop-in ground mounting 
hardware. 


Counterpoise Kit ....$32 
Guy Kit Seeereeresereseores $1 5 


summwnn2 pounds 


— C3XL 
aon 


ultiband open. 


bands covered... .80, 40, 20, 15, 12, 10, 6, 2m 

bandwidth... <2:1 except 10m: >1 MHz 

power rating... .« 1500 watts 

TECOMMENded Mast diaMete ......vvuvsssessecereereees n/a 

vertical height.. eae TEOS 
FERC OAGL siticdscrontsantcack pones casaye Sosbu edsoctalo sete 4.56 sq. ft. 


Orders: (800) 272-3467 


py 7 
eh ee 


eck 2 CONL is three 
oaaheai horizon- 


placed the tear of the aii 
1e three. element 15 meter 
aritenna_ in the center, and the 
four ele i ent 10 meter antenna 
in the front—covering the en- 


tire 1.71 AHz of the band. Three 


feed lines provide maximum 
versatility and enable simulta- 
neous operation on all three 
bands (when using bandpass 
filters) ‘which is perfect for 
contesting: The antenna comes 
with the “Magnum” mounting 
hardware and is conservatively 


_ tated at 100 mph. 


6 elem 
10m, 15m, and 20m operation, 
on a 12' boom. It’s perfect 
for the amatéur who wants 


monoband performance in 


C-3S ” if Mak deeneeatel buenkaasbe $809 
The rig 12 C-3S is a compact 


{| ; 
Eagle DX..............$349 
The Gap Eagle DX is a six 
band vertical antenna. It 
requires no band switch- 
ing and uses a unique 
trap-free design with an 
elevated feed system re- 
ducing ground losses and 
yielding a52 Ohm nomi- 
nal input impedance. 
The antenna utilizes a 
convenient, built-in, 
rigid 80" counterpoise, 
si0 no additional radials 
are required. Designed 
tio be roof or mast 
mounted on 
any standard 
1.25" mast. 


—— 


Guy Kit............0006.$25 
Quick Tilt .......000....575 


eeseeeees40, 20, 17, 15, 12, 10M 
2:1 except 10m: >500 kHz 


bands covere 
bandwidth... 
power rating 


vertical height 
WIN 108d ose. bso00 
weight®. us fi a 


$1429 


t triband beam for 


Local: (972) 422-7306 


t package with the 
smallest sual footprint. The 
antenna shares the same core 
_.design as the C-3 on 10, 12, 15, 
17, and 20m. The 10m director 
on the C-3 has been moved 
inside and changed to a reflec- 
tor. The trade off with the more 
compact design is that the 


‘hersmnatled 


bandwidth on 10 meters is less — 


and operation on 12m requires 
a good tuner. 


Ch Gicreereaetrencsscadeosctcess 91149 
The Force 12 C-4 is basically 
a C-3 with the addition of 40 
meters. The Force 12, EF-140S 
shortened dipole has been add- 
ed to the antenna on the same 
boom. The 40 meter dipole is 
37 feet long and provides about 
130 kHz coverage anywhere on 
the 40m band. The 40m dipole 
has a separate feed line so that 
the core antenna remains in- 
tact. Requires two baluns. The 
C-3 can be upgraded to a C-4 
with the C-4C conversion kit. 


Titan DX.........$379 

The Gap Titan DX is 

an eight band vertical 
antenna. It requires no 
band switching and 
uses a unique trap- 
free design with an 
elevated feed sys- 
tem which reduces 
ground losses and 
yields a52 Ohm nom- 
inal input impedance. 
The antenna has a 
convenient, built- 
in 80" counterpoise 
system, so no ad- 
ditional ground 
or roof radial sys- 
~ tem is required. 


Guy Kit ....$25 
| QuickTilt..........$79 


bands covered....... 80, 40, 30, 20, 17, 15, 12, 10m 
bandwidth... w<2!1 except 80m: 100 kHz 
POWEF rAatlhG ..s.cssseccscsrssnsteverensssamneneercteens 1500 watts 
recommended mast diameter... i 

Vertical HEIGHE ......sssecsssseersessseses 
wind load.. 
weight 


sales@texastowers.com 


c-4C 2 ca SAR .$289 


C-3 to C-4 conversion kit + also 


miverts 6 to C-45. : 
é Ars 

at 
Cc-4S RAMEE CEN ies 099 
The Force 12 C-4S is basically 
a C-3S with the addition of the 
Force 12, EF-140S shortened 
dipole for 40m. The 40 meter 
dipole has a separate feed line 
so the core antenna remains in- 
tact. Band coverage is 130 kHz. 
Requires two baluns. 


CAML: ws cscsccnsvssessevsstrrae G1 O20 
The Force 12 C-4XL is basically 
a C-3 enhanced with a two ele- 
ment 40 meter Yagi with 37' ele- 
ments. The front 40m element is 
the driver and is placed within 
the reflector section of the C-3, 
similar to the C-4 design. The 
boom has been extended to 
12' for placement of the reflec- 
tor behind the core C-3. Two 
feed lines are used so the core 
antenna remains unchanged. 
Requires two baluns. 


Voyager DX ....$429 
The Gap Voyager DX 
is a four band verti- 
cal antenna. it features 
automatic band switch- 
ing and uses a unique 
trap-free design with 
an elevated feed sys- 
tem to reduce ground 
losses and yields a 52 
Ohm nominal input im- 
pedance. The antenna 
requires a counterpoise 
consisting of three insu- 
| lated wires, 57 feet long. 
Supplied with a hinged 
} ground mount and guy 
brackets for attaching 
the optional guy kit. 


Counterpoise Kit...$64 


Guy Kit..................$40 
bands COVEFEM ...cccsssesssresseyssoversneeens 160, 80, 40, 20m 
bandwidth......... ept 160m: 90 kHz 
power rating ......\csousquapevrnnm cereale 1500 watts 


recommended mast diameter . 
vertical height... 

Wind load ......000 
weight 


~ LEK MART 


' ih H-3 Hazer weccceece $339 


Never climb your tow- 
er again! The Glen 
Martin Hazers are an- 
tenna transit systems 


towers. They function 
like simple elevators, 
raising and lowering 
the antennas mounted 
on it all the way to the 
ground. All models use 
the tower as a guide 
track and are con- 
structed of heavy duty 
aluminum or galva- 
nized steel for long life. 
Installation on an ex- 
isting tower will 


| H-4 Hazer eeecseene $41 9 j 


for Rohn 20G and 25G © 


require climbing, but if installed 
when the tower is originally 
erected no additional climb- 


ing is required. Several safety 


locking systems are utilized to 
ensure operator safety. 
Plus, climbing is <a 
eliminated for Pr | 
future service, Pan 
so overall safe- \ 
ty is vastly im- 
proved. All three 
Hazer models are 
supplied with 
the top pulley 
block assem- 
bly, a winch, 
winch cable, rotor | 

plate, thrust bearing plate and 


all the required hardware and 
mounting brackets. 


GLEN MARTIN HAZER SPECIFICATIONS 


MODEL CONSTRUCTION 


WINDLOAD 


LOAD PRICE 


=a galvanized steel 16 square feet 200 Ibs. | $399 


HUSTLER 


Hustler Mobile Resonators 

Hustler Resonators are the build- 
ing blocks of a compact HF mo- 
bile antenna system. Select the 
resonators for the bands you wish 
to operate, add a 50" mast, and 
install them on any suitable 3/3" 
x 24 thread mount assembly, and 
you're ready to operate! (Or use the 
22" MO-4 mast and the TLM trunk 
mount, both sold separately.) 


SSM-2, Ball Mount..........$29 
[Tt] Heavy duty stainless 
4 M® steel ball mount for 
. ef ‘Hustler Resonators (or 
eee any other 3/8" x 24 
thread antenna). 
Adjustable up to 
180 degrees for mounting versa- 
tility. Can be mounted externally. 
Supplied with all mounting hard- 
ware and cork pad. : 


HUSTLER MOBILE RESONATORS 


 2:1VSWR 


LENGTH POWER __ PRICE 


| 10m__| 150-250 kHz 
| 10m _ | 250-400 kHz 
| 12m _| 90-120 kHz 


| RM-15 | 15m | 100-150 kHz 


150-200 kHz 


120-150 kHz 


80-100 kHz 


4 


AND 
10m 
10m 
12m 
15m 
Om 
20m 
Om 
40m 
75m 
75m 
Om 
Om 


8 
8 


20m] 100-1s0K2 | 278 
40m | 40-50 KHz _| 

40m 50-80 KHz | 

75m [25-3002 | 405" | 
MEET 

som | 

sont 


35" 


50-60 kHz 
25-30 kHz 6 
50-60 kHz 


Orders: (800) 272-3467 


Local: (972) 422-7306 


RY-AZA.sooocssccosetericsshdiin $199 | 
RT. “BS 2.ersccseseserrecesooes eee $299 


RT-936..sserererseenenerenes : $47 9 
RT-1 B32...0resrerseeresseee $619 
RT-2632.....ccsscssescossseesere $999 
No tower space? No problem. 
These Glen Martin four-legged 
roof towers are rugged enough 
to support a wide range of Ham 
antennas—even a reasonably 


‘sized tribander or medium sized 


VHF/UHF array! Windload ca- 
pacity ranges from 6-1; square 
feet at 87 MPH. Constructed of 
high strength aluminum angle 


_and stainless hardware, they 


will provide many years of 


trouble free service. All models © 


~GS-065), a 


a top plate that 
will accept an — 
optional thrust 

bearing (we 
recommend 
the Yaesu — 


rotor plate 
(pre-drilled — |S 
for Hygain |} 
and Yaesu fh 
rotators), 
andfooting ~—_, 
brackets for sak 
easy installation. Depending 
antenna load, roof bracing m 
be required. * ieee 


meee 
PS one 


GLEN MARTIN ROOF TOWER SPECIFICATIONS 


RT-424 RT-832 


TOP LOAD - 
SHELF TO TOP 


BM-1, Bumper Mount.....$23 
Stainless steel bumper strap 
mount fits bumpers up to 18" 
height. Requires 5/16" clearance. 
Economy version of thie SSM-2. 
Chrome plated. 


TLM, Trunk Mount....,......$24 
Allows antenna mountinig without 
drilling holes. With 17” of coax 
and PL-259 con- 
nector. Designed i) = 
for use with the ai] 

MO-4 mast system 1] 
(described below). 


MO-1, 50" Mast ...+s..spee0ee $33 
Folds 15" above base. | 


MO-2, 50" Mast.......cceeeee 933 
Folds 27" above base. 


MO-3, 54" Mast.......-peec0ee $25 
Does not fold. White viny| coating. 


MO-4, 22” Mast........cc000..$21 
Includes 3 new (longer) Resonator 
whips. Suitable for trunk mounting 
with the Hustler TLM. ’ 


sales@texastowers.com 


RT-936 RT-1832 


, 


li 
- 
( 


A-BTV ..cccscsscsvsssseneenee $139 
5-BTV.....cecescssoscassssouna Sa 
6-BTV ...cccccssecsecesseseee 9189 
These Hustler HF verticals © 
all feature exceptional me- 
chanical construction, with 
all sections of 1-1/4" high- 
strength, corrosion-fesistant 
aluminum tubing, and one 
inch fiberglass trap forms. 
All handle 1500 Watts SSB, 
1000 Watts CW, weigh ap- 
proximately 17 pounds have 
a wind surface area of 1.5 
square feet, and will accept 
masts up to 1.75" in diam- 
eter. The design of all mod- 
els is very clean and all are 
especially easy to assemble 
and tune, making them ex- 
cellent for portable use and 
field day operation. 


A-BTV ica ee 10, 15, 20, 40m /21°5%) 
5-BTV. 15, 20, 40, 75/80m / 2511" 
6-BTV. 10, 15, 20, 30, 40, 75/80m. 


bandwidth, 10-20m. whole band @ }.6:1 VSWR 
bandwidth, 30M verse whole band @ 1 

bandwidth, 40m ........é0 whole band @ 2:1 VSWR 
bandwidth, 75/80M ...susnnmnensenwins WOO RAZ, 


1DX is an eleven 
| beam antenna 
ximum broad- 
ance operation 


band 7 » antenna features 
roved, corrosion resistant 
are andis supplied 
55 steel hardware 
for long life. Also sup- 
tygain BN4000B high 
ent balun. 


EB -eseeseee 1200/1 Coos 100/ 350 kHz 
renner 1 9/ 15/25/2727 dB 


telemen weed /37° 


EXP-1 4 peceeeedenesescveseoesoess $559 
IT Wo aterssecssjecececcocecene $159 
RN is EB iccsdacncdhecacscsencssdectes $79 
The Hygain Explorer-14 is a four 
} element, triband beam antenna 
- designed for broadband, high 
performance, high efficiency op- 
eration on the 10, 15 and 20m am- 
ateur bands (30 or 40m operation 
can be added with the QK-710). 
The antenna is supplied with all 
stainless steel hardware for long 
life. A Hygain BN86 or similar balun 
is required, but not supplied. 


sssssseseee 10/15/20 
2:1 bandwidth... 1700/450/350 kHz 
JAN nessanbascsesectatlndse leas ake 8.8/8/7.5 dBi 


| 

| 

| 

| \ band coverage 
F/B ratio... ..21/27/27 dB 
boom length / diameter..... ey Fa 2 
elements / longest ClEMENt.....vssesssssssseres 4/31'6" 
mast range / turning radius... 2-2.5" /17'3" 

power handling 1500 W PEP 

surface area / survival.... .5 sq. ft. / 100 MPH. 


MONI VE ect ssccs stat snstassseqossenovesonnsrcenssnczonsnsnde 45 pounds 


0,1 i 5,17 and 20mama-_ 


Orders: (800) 272-3467 


The yk TH-7DX is a seven 
element, triband beam antenna 
designed for broadband, high 
performance operation on the 10, 
15 and 20m amateur bands. The 
antenna features rugged die-cast 
aluminum boom to mast clamps 


and heavy gauge element to boom 


brackets, and is'supplied with 
all stainless steel hardware and 
clamps for long life. Also supplied 


is the Hygain BN86 balun. 

; } 
band coverage sms 
24 banenicte 
gain... sss ‘ 
FB FiO ne 1B/22/22 OB 
boom length / diameter .errnucnm 
‘elements / longest EleMent......sssscsscsssesssene 7/ 31" 
mast range / turning radius e.snsnn2—2.5" / 20" 
power handling... +. 1500 W PEP 
surface area / SUFVIVAL wane. 9-4 5Q, Ft./ 100 MPH 
DT io Lr[teeiciee Pataelaa nr RCE reer eA 75 pounds 


THe BIRS: s.cccesercrcrccecsessen $339 
The Hygain TH-3JRS is a compact 
three element, triband beam 
antenna designed for broad- 
band, high performance operation 
on the 10, 15 and 20m amateur 
bands. Its small size makes it an 
ideal choice for the operator with 
space limitations or for rooftop or 
lightweight tower installations. 
The antenna is supplied with stain- 
less steel hardware and clamps. A 
Hygain BN86 or similar balun is 
required, but not supplied. 


10/15/20m 
.. 1100/300/250 kHz 
ssssneeeelp to 8 ABi 
25 dB, average 


band coverage... 
2:1 bandwidth 


F/B ratio... 
boom length / diameter... 
elements / longest element. 
mast range / turning radius. 
power handling........ 
surface area / survival... 
weight 


Local: (972) 422-7306 


TH-5MK2 seevsvessonsensnsnsocnenes $689 


. The Hygain TH-5MK2 is a five 


element, triband beam antenna 
designed for broadband, high 
performance operation on the 10, 
15 and 20m amateur bands. Broad 
banding is accomplished through 
the use of two fully trapped driven 
elements. The antenna is supplied 
with all stainless steel hardware 
and clamps for long service life. 
Also supplied is the Hygain BN86 
voltage balun. 


band coverage ERMC Torr 
2:1 bandwidth ..csvssoscreeessseseeeess 1400/450/350 kHz 
Ce ee seteeereneenvnr 18/78 OBI 


| -Hc (1fa pe site one pee 1S fae Reece 19/22/19 dB 
boom length / diameter... 19! / 2" 
elements / longest element... 5 /31'6" 
mast range / turning radius ........1.9-2.5" / 18'5" 
Power MANAliNg ......cseascrsssrseeesenesnnrsnsee 1500 W PEP 
surface area / survival... .4 sq. ft. / 100 MPH 
Wiese cranscpapes insetni canst a sbesdes ecole 57 pounds 


T2X Tailtwister.........0000000- $589 


The Tailtwister T2X is a heavy 


duty antenna rotator with triple 
bearing races, and an electrically 
activated wedge brake to keep 
your antenna put, even in high 
winds. Features an illuminated 
control box, and is supplied with 
a weather-resistant motor con- 
nector and quick-connect control 
plug, as well as all mounting hard- 
ware for in-tower installation. 


wind load capacity. testcerioeebdne 2U'SERANES 
max. effective moment... ..3,400 ft.-Ibs. 
max. rotate time... ...60 seconds 


brake type.....sssees electric wedge 
rotate/brake torque... 1,000/9,000 ft.-Ibs. 
MASt FANGE,...:sesssesseee 1-7/8-2-1/16" (48-52 mm) 
Cable reQuireMENtarssssessssscsssrssesesenenseeens 8 conductor 
MOTOTF SIZE .......0000 .9" diam., 14" high 


motor weight 23 pounds 
APGPAT VO IREIDG coli.trscexcansteniensckseetesdsanclfesecasszisees, 120 vAC 
control box size. x8.5"Wx9"D 
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“tt $419 


TH-3MK4 . 
The Hygain TH-3MK4 is a three 
element, triband beam antenna 
designed for broadband, high 
performance operation on the 10, 
15 and 20m amateur bands. The 
antenna uses Hygain’s full power 
“Hy-Q" traps and rugged boom to 
mast bracket, and is supplied with all 
stainless steel hardware for long life. 
The Hygain BN86 or similar balun is 
required, but not provided. 


band coverage... yg ek 10/15/20m 
2:1 bandwidth . . 1000/250/250 kHz 
gains . 8 dBi, average 
F/B ratio........ 25 dB, average 
boom length / diameter... eS C15 ig 
elements / longest eleMentcreessncsesensee 3 / 27'S" 


mast range / turning radius..........1.9-2.5" / 15'4" 


POWEF NANALING ....-csssssssssssssssssesstaseecsssees 1500 W PEP 
surface area / survival... .4.6 sq. ft. / 95 MPH 
Do Lae eee Mees er ae See 35 pounds 


HAMA-IV ....c0escereessreeceesreereres 9509 
The Hygain HAM-IV is a medium 
duty antenna rotator with dual 
bearing races, and an electrically 
activated wedge brake to keep 
your antenna put, even in high 
winds. Features an illuminated 
control box, and is supplied with 
a weather-resistant. motor con- 
nector and quick-connect control 
plug, as well as all mounting hard- 
ware for in-tower installation. 


wind load capacity 15 sq, ft. 
max. effective moment ..» 2,800 ft.-Ibs. 
Max, rotate tle \..:rssseckdehsltunn eames 60.seconds 


brake type... ... electric wedge 
rotate/brake torque. 800/5,000 ft.-Ibs. 
mast range -. 1-7/8-2-1/16" (48-52 mm) 


cable requirem 
MOTOF SIZE .. 0000s 
motor weight... 
input voltage... 
control box size... 


8 conductor 
8" diam., 13-1/2" high 
.18 pounds 


7.007.800 


es 


See GREE TW ISU aoe sn oye 


ee . 4 a ew 


1C-7800.......000s00000069 10,999.99 
The Icom IC-7800 is a 
competition class trans- 
UDS ceiver, covering HF and 

6m. The radio has a 
huge, 7" color, active- matrix 
LCD-TFT display with real time 
bandscope display function, and 
features two fully independent 
receivers, allowing simultane- 
ous reception of signals on two 
different bands. The radio incor- 
porates four 32-bit floating point 
digital signal processors (two for 
the main receiver, one for the 


second receiver, and one for the 
bandscope display, providing 
digital IF filtering, digital notch 
filtering, digital noise blanker, 
general digital noise reduction, 
and more). A built-in RTTY/ 
PSK31 demodulator (reads RTTY 
and PSK31 signals on the radio’s 
display—without the need for 
a computer or other interface 
device)! Other features include 
a built-in high-speed automatic 
antenna tuner, dual time clock, 
101 memory channels, four an- 
tenna connectors, 200 Watts of 


7.007.700 


a 


sR ALI ey A A 


BEF J OO casccsencescupeusesere $6999.95 
F The Icom IC-7700 is a 

competition class trans- 

ceiver covering HF and 

6m. The radio has a large, 
7" active-matrix color LCD-TFT 
display (800x480 pixels) with 
built-in real-time multi-function 
bandscope display function. The 
radio features two 32-bit floating 
point digital signal processors (one 
for the transmitter and receiver, 
and another for he spectrum 
scope), +40 dB ultra-high third 
order intercept point, automatic 
tracking pre-selector, 200 Watts 


ag ( 
16 bideliis. 
IV 4 


of RF output power (100% duty 
cycle), built-in low-noise switching 
power supply unit with switchable 
input voltage, ultra-high stabil- 
ity TCXO (with 10 MHz frequency 
standard input/output), IF notch 
filter with adjustable shape, dual 
front-panel mounted USB ports, 
multi-function noise blanker, auto 
notch, advanced noise reduction, 
built-in RTTY/PSK31 demodulator 
(displays RTTY and PSK31 signals 
on the radio's display—without 
the need for a computer or other 
interface device, —transmitted 
and received messages can be 


272-324 lo I. 


RF output power (100% 


voice synthesizer (pro- 
vide audible frequency 
announcement), com- 
puter updatable firm- 
ware, and much, much 
more. 


CW-specific features include 
CW Autotune (helps zero in 
on a intended signal within 
+500 Hz), DSP-controlled CW 
keying waveform shaping con- 
trol, built-in multi-function CW 
memory keyer, adjustable CW 
pitch (300-900 Hz), CW Reverse 
mode, dual CW key jacks, full 
break-in (QSK) and semi break in 
functions, and more. 


SSB-specific features include a 
built-in Digital Voice Recorder, 
(partitionable 90 seconds of stor- 
age), digital RF speech compres- 


stored on a USB storage 
device, which plugs right 
into the front panel), twin 
peak audio filter and tuning 
indicator for RTTY, built- 
in high-speed automatic 
antenna tuner, voice syn- 
thesizer (provides audible 
frequency announcement), 
built-in RS-232C interface 
for control via personal 
computer (requires third- 
party software, not included), and 
much, much more. 


CW-Specific features include built- 
in CW memory keyer, audio peak 
filter, adjustable CW pitch control 
(300-900 Hz), CW-Sharp IF filter 
(offers 200 Hz bandwidth), CW- 
Soft IF filter (performs much like 
a mechanical filter-—but without 
the ringing), CW Reverse mode, 
and more. 


SSB-Specific features include 
built-in Digital Voice Recorder, 
SSB-Sharp IF filter (provides the 
narrowest possible SSB band- 


duty cycle), audio receive | 
' equalizer, dual. analog 
i _S-meters, screen saver 
mode, built-in ultra-high. 
stability TCXO, {built-in 


memory card. 


sor, digital micropbdt 
(allows user tosetb 


and low-pass limits ar 


The radio is supple 
- mounting handles, 2 


cord, and a 64 den 


IC-PWT scssosoorseverneses bees 
Solid state, no-tune 1 kW linear arampl- 
fier with built-in auto tune : 


SM-20 cssccsssssssee . a 
Matching deluxe, profess onalenne 4 
desktop microphone. 
SP-20 vccrrnscwtor we $249 
Deluxe matching Deadly speakerwith = 
audio filters. ‘3 


width without clipping the audio 


response), SSB-Soft IF filter (steep 
filter skirts with the highs and lows 
rolled off—increases signal-to- 
noise ratio of the intende signal), 
and more. 


¥ 


The radio is supplied with an AC 
power cord. 


Welght .....-worscaenanuianpe tea een 50, ae 


~ [C-7700 ACCESSORIES 


IC-PW1. ..ccososscsossorossvseroorersovecsre svete SORS 
Solid state, no-tune 1 kW linear ampli- 
fier with built-in auto tuner. 


SIZ) &cosscovsssosecasiverstusbioptg toeseansse LOD 
Matching deluxe, professional-style 
desktop microphone. 


Deluxe matching external speaker with 
audio filters. 


IC-756PROII..........0.000.$2889.95 
The Icom IC-756PROIll is an all 


mode HF (including 60m 

band coverage) and 6m 
transceiver. It has a big, 5" 

color LCD-TFT display, and 
features. a high-speed automatic 
antenna tuner, 32-bit floating point 
digital signal processor, selectable 


4 bandpass filter shape, dual clock, 


built-in high stability crystal oscil- 
lator, built-in RTTY demodulator 


P5-125 Power Supply 
cluded at No Extra Charge 
with IC-TAUPED Purchase! 


In- 


1C-74GPRO .....e0eerereveeeereee $1649 
The Icom IC-746PRO is an 

HF, 6m and 2m all mode 

UpS transceiver. The radio 
has a blue dot matrix 

LCD display with band scope dis- 
play function, and features 32-bit 
digital signal processing, built-in 
automatic antenna tuner, CTCSS 
tone encode/decode, CW memory 
keyer, 102 memory channels, noise 
blanker, 2 step preamp, full break- 
in, built-in RTTY demodulator and 
decoder (reads RTTY signals on the 
LCD display), TX audio monitor, tri- 
ple band stacking registers, digital 
twin pass band tuning, VOX, and 


Orders: (800) 272-3467 


(reads RTTY signals on the radio's 
display— without the need for 
a computer or other interface 
device!), built-in RTTY keyer, dual 
in-band receive, 101 memory chan- 
nels, twin automatic notch filters, 
manual notch filter (offers 70dB of 
attenuation), real time spectrum 
scope display with mini-scope 
function, SWR meter, triple band 
stacking registers, digital twin pass- 
band tuning, and much more. 


CW-specific features include a 
built-in multi-function CW memory 
keyer, bug keyer, adjustable CW 


more! The radio is supplied with a 
hand mic with up/down controls 
and a fused DC power cord. 


RX FANG! ss eaccsecesenens 30 kHz-60 MHz, 108-174 MHz 


sensitivity. rassilasticlieseadsee clpses cong at METER NE 
selectivity. 15, 6, 2.4 kHz; 500, 350 Hz 
DEP SM Sib eda vccdoans cscs Stdogv ts ectnrn nsaonast 4 (3 in FM) 
RF output....... 100 watts, all bands 
INPUT VOITAGE .....sssessornennseercerssssessees 13.8 vDC +- 15% 


1C-746PRO ACCESSORIES 


CRS BB asi secssseesosacsccebsbersprocccsbinoy $75 
High stability TCXO (+.5 PPM). 


CT-17.... paaiogerbnetbersonenere to LSP 
CI-V converter for computer control. 


OPC-025D, DC Cable .......srrsererseee 929 
Fused DC power cord. 


BSIEZO oseasecsssenenionnteptervaboneressvesocien G249 
Deluxe desktop microphone. 


SP-2S srideestiraicerscseesssnscteersseorsssononss VED 
Deluxe external speaker with filters. 


ITT 2 oor scessensecorssocrsevsoscoovescoscortses SOD 
Internal voice synthesizer module. 


Local: (972) 422-7306 


pitch (300-900 Hz), DSP 
waveform control, CW- 
Sharp IF filter (offers 200 
Hz bandwidth), CW-Soft 
IF filter (performs much 


but without the ringing), 
CW reverse, dual key 
jacks, full break-in (QSK) 
operation, and more. 


SSB-specific features in- 
clude adjustable SSB transmit 
bandwidth, built-in Digital Voice 


- Recorder, SSB-Sharp IF filter (pro- 


vides the narrowest possible SSB 
bandwidth without clipping the 
audio response), SSB-Soft IF filter 
(steep filter skirts with the highs 
and lows rolled off—increases 
signal-to-noise ratio of the in- 
tended signal), digital RF speech 
compressor, microphone equal- 
izer, RF speech compressor, VOX, 
and more, 


The radio is supplied with a hand 
mic with up/down frequency con- 
trols, and a fused DC power cord. 


IC-PW1 ....ccccscssvesecsserseveee 94629 
The Icom IC-PW1 is a 


solid state, no tune 1000 

Watt amplifier covering 

all amateur HF bands, 
plus 6m. The amplifier provides 
a stable, clean and low distortion 
signal and offers full duty cycle 
and full break-in operation. Its 
great for DX'‘peditions and contest 
operation—or for anyone else 
who doesn't want to waste time 
fooling around with constant am- 
plifier tuning and retuning. 


Wide ALC range: 

Internal circuitry allows the ALC 
to be adjusted over a wide range. 
This means that the amplifier can 
be used with almost any HF/6m 
transceiver—not just Icom rigs. 


like a mechanical filter—. 


sales@texastowers.com 


RX range....Aueeeee 
frequency stabili 


per ie 


sensitivity... 

selectivity... 115, 6, 2.4 kHz; 500 Hz 
RF output... if ts, all bands 
input voltage...... 13.8 vDC 
Current CONSUMPTION... 23 amps, Max. 
pT aera 7 ae Rie 13.4"°Wx 4.4" Hx 11.2"D 
welght...........cicslign ane eee OUTS. 


IC-756PROI OPTIONS 


CTSAT ssossshsonrst tn ssscostastentertigetspnay 139 
RS-232C level converter. Allows 
remote control via personal com- 
puter. Required third-party soft- 
ware (not included). 


OP CORED oon ccsasessanniopnate sence 929 
Spare fused DC power cord. (One is 
provided with the radio.) 


PSA 25 sats sats ccocmtnseinitebebenernines $329 
Matching external switching DC power 


supply. 
SM-20, Deluxe Desk Mic..........$249 


SPH23 .csssvedosssbnsishesnenoanen posveosesesss 189 
Matching external speaker. 


UT-102, Voice Synthesizer......... $65 
Provides audible frequency read-out. 


Compact Size: 
The IC-PW1 has a removable con- 
trol panel which allows the bulk of 
the amplifier to be moved out of 
the way. The controller measures 
only 6.8" Hx 9.1" W x 2.8" D and 
includes built-in, illuminated SWR 
and power meters. 


Other features include a built-in 
high power automatic antenna 
tuner with four position coax 
switch, two position radio input 
switch, automatic input over 
voltage selector, current/voltage/ 
temperature/SWR/power protec- 
tion circuits, four cooling fans, 
and more. Supplied with a coax 
jumper cable, control separation 
cable, accessory plugs and AC 
power cord. 


DAN COVEFAGE -seesorerssetesonsessueesnnevenserns 160-15m, 6m 
RF output......... . 1000 watts 


Guty CYCIE..c.cjssstceseuartedieedbonean eat eashienioete 100% 
SPUFIOUS FACIAtION (6M) ...cccccerseeerers <-60, (<-70) dB 
tuner range (6M) wc... 16.7-150(20-125) Ohms 
INPUt VOITAGE ......csdssstscoteccessssisssensctbe 110 or 220 vAC 
current consumption (220 VAC) .,...... 20 A(15 A) 
SELES seh Shi ycbestcunl ists vee 13.8" W x 10.6" H x 14.9" D 

55 pounds 


REBATES 


INCLUDES ALL COUPONS 


RMK-1000 Included at 
No €xtra Charae with 
1C-1000 Purchase! 


I1C-7000 .........c00fs000008 1399.95 
ThelcomIC-7000isacom- 
pact HF/6m/2m/70cm all 

US mode transceiver. The 
radio has a 2.5" color 
TFT-LCD display (choose 
between three background colors 
and two font styles), with band- 
scope function, and features twin 

IF-level digital signal processing 


COM 


' Oe 


INCLUDES ALL COUPONS & REBATES 


EMK-106 Included at 
No €xira Charge with 
IC-TOLMKIUIG Purchase! 


IC-706MK2G .,.........0000008 $919 
F The ICOM 
706MK2G is a compact 
HF/6m/2m/70cm all 
mode transceiver. The 
radio has a backlit green dot- 
matrix LCD display with simple 
bandscope function (plots 


wn 
PTTL tt 


SPL. ave ZFC 


Orders: (800) 272-3467 


units (which offer AGC loop con- 
trol, all mode digital IF filtering, 
automatic notch filter, manual 
2-point notch filter, digital twin 
passband tuning, noise blanker, 
and noise reduction), CTCSS tone 
encode and decode, dial lock, 503 
memory channels, high stabil- 
ity TCXO (+.5 PPM), built-in RTTY 
demodulator (reads RTTY signals 
on the radio's display—without 
the need for a computer or other 
interface device!), built-in voice 
synthesizer (provides audible 
announcement of frequency, op- 
erating mode and signal strength), 


and displays signal strength 
14 steps above and 14 steps 
below the display frequency), 
adjustable AGC time constant, 
automatic repeater shift, CTCSS 
tone encode and decode with 
tone scan function, optional 
Cl-V computer interface (re- 
quires third-party software, not 
included), built-in digital sig- 
nal processing module (which 
offers digital IF filtering, digital 
noise reduction, and automatic 
notch filter), narrow FM mode, 
107 alpha-numeric memory 


Local: (972) 422- 7306 


multi-function S-meter and 
_ SWR display, multiple scan- 


stacking registers, VOX, 
and much more. 


adjustable CW 
pitch control, CW 
Reverse mode, 
full break-in (QSK) operation, and 
more, 


| 


SSB-specific features include 
built-in SSB voice keyer (4 memory 
channels each provide up to 90 
seconds of TX audio), built-in Digi- 
tal Voice Recorder (stores up to 25 
minutes of incoming audio in 99 
memory channels that each hold 
up to 120 seconds), adjustable 
SSB transmit bandwidth, digital RF 
speech compressor, and more. 


The radio is supplied with a backlit 
remote control hand microphone 
with up and down frequency con- 


channels, noise blanker, 
optional high-stabili- 
ty crystal oscillator, 
noise blanker, receiv- 
er protection circuit, 
RF gain control, con- 
tinuously adjustable 
RF output power, RIT, 
digital multi-function 
S/RF meter with SWR 
function, and much more. 


CW-specific features include 
a built-in CW keyer, adjust- 
able CW pitch control, CW 
Reverse mode, full break-in 
(QSK) operation, up to three 
selectable CW bandpass filters, 
and more. 


SSB-specific features include 
AF speech compressor, adjust- 
able SSB carrier point, up to 
three selectable SSB bandpass 
filters, and more. 


The radio is supplied with a 
hand microphone with up and 
down frequency controls, and 


ning modes, triple band — 


CW-specific features in- 
clude a built-in CW. 
memory keyer, — 
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External mobile automatic antenna 
tuner covers 3.5-50 MHz with 23' wire, 
or 7-50 MHz with 9! while 


AT-180 Auto Tuner sestrtneeeeene $369 
Matching external automatic an- 
tenna tuner, covering HF-6m. Unbal- 
anced coaxial input, handles up to” 
3:1 VSWR. 


HM-154T, DTMF Mic....ssvsssseseseees $05 


MB-62, Radio Bracket -....sssssen $25 
MB-105, Face Bracket ..crccssssvssens $20 


MB-65, Radio Bracket........0ssss0 $39 
Adjustable bracket for MB-105. 


MB-106, Carry Handle ...........000 $20 


RX FAME sesserscceeesenssenseeerseers B= QOL 


SOTISIEIVATY/Scarerstetsecpctostocssss tober nnosaetoee < 15 BY, typical 
SELECTIVITY ..ecssosessnnen secosssaree ABE 
frequency stability... seesset 1 PPM 
RF OUtDUL -..cseenesne 100 W, "2m: 50 W, 70cm?20W) 
input voltage .. See 13.8 vDC, 20 A 
dimensions... 2.3" Hx 6 

WEIGIIE Nie sc nccebrdocecteoosoescocmeesser coer 5.5 pounds 

‘8 
1C-706MKIG OPTIONS: 

AH-4, Mobile Tuner.........000000000 9259 


External mobile automatic antenna 
tuner covers 3.5-50 MHz with 23' wire, 
or 7-50 MHz with 9' whip. 


AT-180, Auto Tune ........s00se00s $369 
External auto tuner, covers HF-6m. 
Coax input, handles 3:1 VSWR. 


CR-282, TCXO Module.............. $139 
FL-100, 500 Hz Filter....sccccceseese $109 
FL-101, 250 Hz Filter.........ss00+8 $109 
FL-223, 1.9 kHz Filter.........00000+ $89 
FL-232, 300 Hz Filter....... iosey tas $109 
HM-154T, DTMF Mic..........c000000 $65 
MB-65, Radio Bracket............0+. $39 
OPC-025D, DC Cable...........0s000 $29 
UT-102, Voice Synthesizer......... $65 


AH-4, Mobile Tuner ....eccssssssssseee $259 


AS a A Nn re ae 


~ 


; transceiver with general 

UPS) coverage receive. The ra- 
&* dio has an amber LCD 
display, has a front panel mounted 
speaker, and features CW keyer, di- 
~ rect keypad frequency entry, digital 
signal processing (offers bandpass 


filters, noise reduction and auto 


notch), SWR meter, and more. Sup- 
plied with an up/down hand mic, 


and a fused DC power cord. 

RX coverage 300 kH2-30 MHz 
Ya Sees 4 16 BY, typical 
frequency ‘stability. A, Se | 


IC-2820H .......s0ereeeeerereeeee $629.95 


The Icom IC-2820H is a 
2m/70cm dual band FM 
transceiver with optional 
D-STAR + GPS operation. 
The radio has a large easy-to-read 
LCD dot-matrix display and features 
a removable front control panel, 
bandscope function, CTCSS tone 
encode/decode, 9600 bps data jack, 
16 DIMF memories (24-digit), DTMF 
paging/squelch, DTMF remote 
control mode, 522 memory chan- 
nels, multiple scan modes, weather 
alert modes, and more. The optional 
UT-123 offers D-STAR (digital voice) 
operation and has a built-in GPS 
receiver. The radio is supplied with 


a DTMF hand microphone with up 


and down frequency controls anda 
fused DC power cord. 


Orders: (800) 272-3467 


1-78 OPTIONS | 


External mobile automatic se 


tuner covers 3.5-50 MHz with 23' wire, 
or 7-50 MHz with 9' whip. “ |~ 


AT-180 Auto Tuner aa $369 


CT-17, Level Cotiberter tk 14i85 
Allows personal computer control. 
Requires third party software. 


FL-52A, 500 Hz Filter snsnsnsee $199 
FL-53A, 250 Hz Filter ....:scscssn1e $199 
FL-222, 1.8 KHz Filter .sscsesceee$219 
FL-257, 3.3 kHz Filter..........00...$189 
MB-5, Mobile Bracket............... $54 
MB-23, Carry Handle .........0000. $15 
OPC-025D, DC Cable.........s+0004. $29 
SM-20, Deluxe Desk Mic..........$209 
SP-20, Deluxe Speaker............$249 
UT-102, Voice Synthesizer......... $65 


RX coverage (main)......1 18-549.99, 810-999 MHz 


STASI an scesenecsens socethetésipnonsinnjeosmvnes <.18 pV 
RF output (2m/70cm)..... 
INPUT VOITAGE ........000s0veeee 
current consumption... 
dimensions .. 1.6" Hx 6" Wx7.4"D 
WGI ..s.scias dec sulsceedto nel resp saese yea ties 3.3 pounds 


IC-2820H ACCESSORIES 


CS-2820, SoftWALE ........ecrereeeseee $35 
Windows™ compatible programming 
software. Requires either the OPC-478 
or OPC-1529R. 


MB-65, Mounting Bracket......... $39 
For mounting the front control panel. 


OPC-478, Programming Cable.. $45 
RS-232C programming cable (DB-9). 


OPC-1529R, Data Cable............. $25 
Allows data communications in DV 
mode as well as PC programing. 


OPC-1132, 3m Power Cord........ $28 


OPC-1663, 3.4m Sep. Cable....... TBA 
SP-10, Mobile Speaker ............« $69 
UT-123, Digital/GPS Unit......... $309 


Local: (972) 422-7306 


IG OTOH aia. cccacateseoee 1399 
The Icom IC-910H is 
an all mode 2m/70cm 
transceiver. It has a 
large, dual frequency 
LCD display, and features 100 
Watt output (75 Watts on 70cm), 
9600 bps data mode, dual data 
input jacks, dual RX, CTCSS tone 
encode, CW keyer, satellite mode, 
sweep display function, multiple 
scan modes, and more. Supplied 
with a hand microphone with up 
and down frequency controls and 
a fused DC power cord. 


RX coverage 136-174, 430-450 MHz 


sensitivity.. e171 EV 
selectivity. 2.8 kHz 
frequency <3 PPM 
RF output........ «2M: 100 W, 70cm: 75W 


INPUT VONAGE! .!....ssecssessssevsssesersssecersenee 13.8 vDC, 23 A 
dimensions... ae 3.7" HX 9.5" W x 9.4" D 
PVE EIT tase scores; masctarerecctceegsechis odecastoase 10 pounds 


IC-208H....ooy.pc00..0.000. $289.95 
The Icom IC-208H is a 

ma} compact 2m/70cm dual 
ups band. FM transceiver. It 
has.a green LCD display 
(switchable to amber) and fea- 
tures a 9600 bps data port, ex- 
tended RX with AM/narrow AM/ 
FM/wide FM modes, detachable 
front control panel, CTCSS and 
DTCS tone encode/decode/scan, 
16 DTMF autodial memory chan- 
nels, 500 memory channels, mul- 
tiple scan modes, weather alert 
mode, and more. Supplied with a 
mounting bracket with hardware, 
an illuminated up/down DTMF 
hand mic with programmable 
control buttons, 3.5m (11-1/2') 
separation cable, and a fused DC 
power cord. 


sales@texastowers.com 


1C-910H OPTIONS 
AG-25, 2m Preamp. 


Mast-mounted 2m preamp. 


AG-35, 70cm Preamp cesscsrsssese $169 
Mast-mounted 70cm’ preamp. 


CR-293, TCXO Module sien $319 
CT-17, Level Converter Litesdsheree 9 139 


$159 


Allows personal computer control. 


FL-132, Main 500 Hz Filter ......$119 
FL-133, Sub 500 Hz Filter ........$119 
MB-5, Mobile Bracket ..........0000. $54 
MB-23, Carry Handle ......ssecsse006 $15 
OPC-025D, DC Cable........0s00000 $29 


SM-20, Deluxe Desk Mic.......... $209 
UT-102, Voice Modulle...........0+.. $65 
UT-106, DSP Module.............0- $139 


The Icom UT-106 DSP module offers 
bandpass filters, noise reduction and 
auto notch. One can be installed for 
each band. 


UX-910, 23cm Module............. $569 
Internal 23cm band module. 


t 


RX coverage... 118-174, 230-550, 810-999 MHz 
OY SS SEER Se See <.18 pV 
RF output (2m/70cm).. 
INPUT VOIAGES .....ecesseeees 
current consumption. 
dimensions 1.6" H x 5.6" W x 7.3"D 
PVE LGT AE .assesareisesscooossescnnshheneisteateecbpeaaaitnahen eh, POUNGS 


1C-208H ACCESSORIES 


CS-208, SOftWANE sesciccsscceccccceccece $32 
Windows™ compatible programming 
software. Requires OPC-478(U). 


MB-17A, Mobile Bracket ........... $38 
MB-58, Front Bracket..........c0000 $39 
MB-65, Adjustable Base............. $39 


Adjustable base for MB-58. 


OPC-478, Programming Cable.. $45 
Serial programming cable (DB-9). 


OPC-478UC, USB Cable ............. $59 
USB Programming cable. 

OPC-601R, 7m Sep. Cable.......... $65 
OPC-1132, 3m Power Cord........ $28 
SP-10, Mobile Speaker .............. $69 


IC-V8000 eeceesevessecceosooses $21 9 


The Icom IC-V8000 is a 
rugged 2m FM mobile 
UDS transceiver with 75 Watts 

‘of RF output power! It 
has a switchable amber or green 
alphanumeric (6-character) LCD 
display, and features a die-cast alu- 
minum chassis, weather alert scan 
mode, DTCS encode/decode/scan, 
CTCSS tone encode/decode/scan, 
extended receive, optional DIMF 
paging and squelch, 200 memory 
channels, 10 DTMF autodial mem- 
ory channels (24-digit), multiple 
scanning modes, and more. The 
radio is supplied with a fused DC 
power cord, mobile mounting 
bracket with hardware and a back- 


COM 


BLJ= 1  cececenccodnavcecdcaantccteet + $979.95 
The Icom ID- 1isa 1.2 
F GHz mobile transceiver 


designed specifically 

for D-Star digital voice 

+ data operation. It has 
a separate front control panel 
with backlit LCD display, and 
features 950-bps data commu- 
nication in DV mode, CTCSS 
tone encode and decode, pocket 
beep function , DSQL digital call 
sign squelch, CSQL digital code 
squelch, 10Base-T Ethernet jack, 
100 memory channels, multiple 
scanning modes, and more. The 
radio is supplied with front con- 
trol panel with mounting bracket, 


Orders: (800) 272-3467 


lit DTMF hand microphone with up 


_ and down frequency controls and 


programas cone buttons 


dimensions... seen ae 
Ural fe inn Un en ee 382 pounds 


IC-V8000 ACCESSORIES 


CS-V8000, Software... Pas EP 
Windows™ compatible programming 
software. Requires OPC-478 or OPC- 
478UC programming cable. 


OPC-474, Cloning Cable............ $18 


, Allows cloning of memory programing 


from one radio to another. 


OPC-478, Programming Cable.. $45 
Serial programming cable (DB-9). 


OPC-478UC, USB Prog. Cable.......$59 
USB Programming cable. 


OPC-1132, 3m Power Cord........ $28 
SP-10, Mobile Speaker........ aR 
UT-108, DTMF Decoder ...........+. $39 


hand microphone with up and 

‘down frequency controls, 

Ethernet cable coupler, USB 

extension cable, micro- 

phone extension cable, 
SP-22 external speaker, 
controller software CD- 
ROM, and a fused DC 
power cord. 


RX COVGVAGE  iscansooncvseesinstenaeaneia 1240-1300 MHz 
SENSITIVITY ..errederrrnees soe <1 8 LV 
RF output (2m/70cM);.,cchssouencmetetginee 10W 


input voltage......... 
current consumpti 
dimensions.. 
III cccoupoaysveeseuivedaoscenpendabonsetiiepatee erie 2.6 pounds 


D-STAR 


What the heck is D-STAR? 
D-STAR is a new ham radio system 
which offers digital voice and data 
communications. It connects re- 
peater sites over microwave links 
and the Internet, forming a wide 
area ham radio network. For more 
information on D-STAR, please see 
the TechNote on page 21. 


Local: (972) 422-7306 


ral 


=2200H ..cscoscseoseeeeeeee $149.95 
The Icom I€-2200H is 
a 2m FM mobile trans- 
U S ‘ceiver. It has aswitchable 


amber or green alphanu- 


meric LCD display, and features 
AM RX, CTCSS tone encode/de- 
code/scan, DTCS paging/squelch, 
24 DTMF autodial memories, 
extended RX, 207 memories, mul- 
tiple scanning modes, weather 
channel with alert, and more. 
The optional UT-118 digital unit 
provides digitally modulated and 
demodulated clear voice and data 
communications at 4.8 kbps. Sup- 
plied with a fused DC power cord, 
mobile bracket with hardware 
and a backlit DTMF hand mic with 


OPC-474, Chaat Cable: sete 
Allows cloning of memory | 
from-one radio to anothe : 


OPC-478, Programming, 
Serial programming cable ie 


OPC-478UC, Programming Cable. 
USB Programming cable. a 


OPC-1132,3m Power Cord ann'$28 
SP-10, Mobile speaker, Sa 4 
UT-108, DTMF Decoder svn $39 
UT-118, Digital Module wanee$199 ” 


+ 


INCLUDES ALL COUPONS 


(ze) 


ID-800H ......ccsssesessessenseee 9569.95 
F The Icom ID-800H is a 
2m/70cm dual-band D- 
Star ready mobile XCVR. 
It has a separate front 
control panel with backlit LCD 
display, and features digital voice + 
950 bps data capability, wide-band 
RX (118-173, 230-550, & 810-999 
MHz), CTCSS tone encode/decode, 
9600 bps data jack, DTCS encode/ 
decode, 16 
DTMF memo- 
ries (24-digit), 
500 memory 
channels, multiple scan modes, 
weather channel alert mode, and 
more. With an external GPS receiver 
attached, position coordinates can 
be exchanged. Supplied with the 


D-STAR 


sales@texastowers.com 


front control panel, control cord, | 


radio mounting bracket with hard- 


ware, a DTMF hand microphone 
with up and down frequency con- - 


trols, and a fused DC power cord. 


RX coverage... 118-174, 730-550, 610-991 


SONSIRIVITY ....cdiscapsseeseseceasnnccsossins evenpsebes tn 
RF output (2m/7! 
input voltage..... 
current consum 
dimensions... 
weight 


ID-SOOH ACCESSORIES | 


CS-D800, Software...... $45 


MB-58, Front Bracket ..scccccseseeeseeess $39 


MB-65, Adjustable Base «.:e.sasses $39 
Adjustable base for MB-58. 


OPC-478, Programming Cable.....$45 
Serial programming cable (DB-9). 


OPC-478UC, Programming Cable $59 
USB Programming cable. 
OPC-601R, 7m Sep. Cable -- $65 


OPC-1132, 3m Power Cord... $28 


oees 

is D-STAR?. 
‘is an acronym, short 
mart Tech- 
ogtant Radio”. 
oice and data 
1 specifically 
eur radio. In 


rotocol, D- - STAR. can also 
provide network connectivity, 
enabling D- STAR capable 


* radios to be cohmected to the 
{ 


= Internet or other networks, 
allowing communications with 
other amateur radios around 


COM 


IC-91A ......4.......9339.95 
IC-91AD.....,......$434.95 
The Icom IC-91A 

is a compact 
2m/70cm dual- 

band handheld 
transceiver. It has a 
back-lit keypad and dot 
matrix LCD display, and 
features bandscope dis- 
play mode, CTCSS tone 
mM encode/decode/ 
scan, dual watch, 
extended re- 
ceive (covers 495 
kHz-999 MHz), 
over 1300 mem- 
ory channels, 10 
DTMF memory 
channels, mul- 
tiple scanning 
modes, and more. The IC-91AD 
adds D-STAR DV mode (digi- 
tal voice+data). The radio is 
‘supplied with a rechargeable 
Lithium-lon battery pack, wall 
charger, belt clip, wrist strap and 
rubber duck antenna. 


“of research by the Japan: 


f 


eee Coes ea 
-countr and around the 
>- STAR is the result 


Amateur Radio League to 


‘ 7 amateur radio. 
heat ei ; 


| Digital and Voice, Huh? 


Yes! D-STAR transfers both 
voice and data via digital 


“encoding over the 2m, Tocm, 


a dition to the over- -the-air 


Orders: (800) 272-3467 


and 23cm amateur radio 
bands. Voice is encoded as 
a 300 bits/s data stream 
using proprietary AMBE en- 
coding, with 1200 bit/s FEC 
(forward error correction), 
leaving 1200 bit/s for data 
encoding. On air bit rates 
are 4800 bit/s over the 2m, 
10cm and 23cm bands. Ad- 
ditionally, digital-only data 
can be sent at 128 kbit/s on 
the 23cm band. 


RX COVETAGE vesssesssrernnneeves 495 kHz-999.99 MHz 
GITISI GAY LO leresacssascscascasaictsevinnccadtonieocat -16 pV, typical 
RF output / COMMECTOF ......ccccessensensnee a 5 W / SMA-F 


supplied battery. 
dimensions 


7.4V / 1300 mAh, Li-lon 
4.1" Hx 2.3" Wx 1.3"D 
A REE 11 ounces 


1C-91A/D ACCESSORIES 


BC-139, Desktop Charger.......... $89 
Desktop rapid charger completely 
charges BP-217 in 2.5 hours. 


BP-216, Alkaline Case..........s.00 $35 
Holds two AA cells. 


BP-217, Li-lon Battery .........0000 $85 
Rated 7.4 v, 1300 mAh. 


CP-19R, Cigarette Lighter Cord....$39 
HM-75A, Remote Speaker Mic.. $79 


HM-131, Speaker Mic ..........00+00. $39 
HS-85, VOX/PTT Headset........... $85 
LC-163, Vinyl Case........sccosssesees $39 


RS-91, Programming Kit............ $49 - 


Remote control software, with pro- 
graming cable. Also manually or auto- 
matically sends position data when a 
GPS receiver is connected. . 


igate digital technolo 


Local: (972) 422-7306 


VE 
a 

How Does it Sound? 

As long as the signal strength 


is above a minimum thresh-_ 


old, the quality of the data 
received is actually better 
than an analog signal of the 
same strength. Since encoded 
voice |S data in a D-STAR 
system, voice communication 
will always be noiseless and 
perfectly readable as long 


_ as the signal exceeds the 


threshold. 


However, one of the most 
important aspects of D-STAR 
technology is its ability to 
send large quantities of data 
to emergency responders 
in the event of a disaster. 
Served agencies can instantly 
relate to sending “Email” or 
“word files.” The data sent 


can be high-volume, where 


IC-T9OA 
The Icom IC-T90A 
is a 6m/2m/70cm 
tri-band handheld 
transceiver. The ra- 
dio has a backlit LCD dis- 
play and DTMF keypad, is 
built to JIS-4 specification, 
and features extended re- 
+ ceive (covers 495 kHz-999 
MHz) in AM/FM/FM wide 
modes, CTCSS 
tone encode/de- 
code, DTCS tone 
encode/decode, 
| 555 memory chan- 
» nels with Dynamic 
"Memory Scan bank 
’ scanning, multiple 

scanning modes, 
weather alert mode, and more. 
The radio is supplied with a re- 
chargeable Lithium-lon battery 
pack, wall charger, swivel belt 
clip, wrist strap, and a rubber 
duck antenna. 


sales@texastowers.com 


traditional amateur radio 
modes are capable of getting 
a message through—albeit 
slowly. D-STAR can place 
documents into the hands of 
those that need them most— 
fast image, text and document 
data exchanges. — 


How Do You Hook It All Up? 
Radios providing data service 
use an RS-232 or USB con- 
nection for low speed data 
(1200 bit/s) and Ethernet 
for high speed (126 kbit/s) 
connections, which allows 
easy interfacing with your 
computer equipment. 


Sounds Really Interesting! 

So, what are you waiting for? 
Jump into D-STAR today and 
enjoy the fun, as well as the 
public service opportunities. 


7,4 / 1300 mAh 
"Hx 2.5"Wx 1.2"D 
9 ounces 


1-T90A ACCESSORIES 


BC-139, Desktop Charger.......... $89 
Desktop rapid charger completely 
charges BP-217 in 2.5 hours. 


dimensions.. 
WEIGHT..,....0000 


BP-216, AA Battery Case ........... 


BP-217, Li-lon Battery .............. 
Rated 7.4 v, 1300 mAh. 


CP-19R, Cigarette Lighter Cord....$39 


CS-T90A, Software......cecccccsseesee $32 
Allows convenient memory channel 
programming via computer. 


OPC-478, Programming Cable.. $45 
HM-46, Speaker Mic..............0000 $43 
HM-75A, Remote Speaker Mic.. $79 


HM-131, Speaker Mic .........cc0000 $39 
HS-85, VOX/PTT Headset........... $85 
LC-152A, Vinyl Case ........sccsceeeee $24 


“Ic 


IC-T7H Sport ...... $174.95 _ 

The Icom IC-T7H 

Sport is a compact 

2m/70cm dual- 

band FM handheld 
transceiver. It has a back-lit 
LCD display, meets MIL-STD 
810, and features automat- 
ic repeater shift, automatic 
power off, automatic pow- 
er save mode, nine DTMF 
autodial memory chan- 
nels (16-digit), CTCSS tone 

encode/decode/scan, 100 

memory channels, 
multiple scan- 
ning modes, and 
more. The radio is 
supplied with an 
alkaline battery 
holder, rubber 
duck, belt clip, 
and wrist strap. 
Please note: the 
IC-T7H Sport 
does not include 
a rechargeable 

’ battery pack or wall charger. 


COM 


IC-V85.....0.000seeeee Call for Price 
F The Icom IC-V85 

is a compact 2m 

handheld FM 

transceiver of- 
fering a full 7 Watts of 
output power. The ra- 
dio is weather resistant 
(IPX4 rating), has a backlit 
LCD and DTMF keypad, 
and features automatic 
repeater shift, CTCSS 
tone encode/de- 
code/scan, DTCS 
encode/de- 
code, 16 DTMF 
memory chan- 
nels (24-digit), 
107 memory 
channels in 10 
memory banks, 
weather alert 
mode, multiple 
scanning modes, and more. The 
radio is supplied with a recharge- 
able Lithium-lon battery pack, 
wall charger, wrist strap, belt clip, 
and a rubber duck antenna. 


_, Windows™ 


Orders: (800) 272-3467 


sensitivity....... 
ae aici co n 


1¢-T7H ACCESSORIES 


Desktop rapid charger. 
BP-170, 4-AA Battery Case........ $32 


BP-1 73, Ni-Cad Battery Pack... $109 
Rated 9.6 vDC @ 650 mAh. 


CP-12L, Cigarette Lighter Cord.....$32 
H4, Programming Kit......... $49 
programming software 
with OPC-478 programming cable. 
HM-46, Speaker Mic.......s.ccsee0ee $43 
HM-75A, Remote Speaker Mic.. $79 
HM-131, Speaker Mic ....sss0s00000 $39 
HS-85, VOX/PTT Headset........... $85 


LC-137, Vinyl Case....cccsscsssseseeeee $35 


RX COVELAGE caeseesseesssersnsernserne 136 MHz-174 MHz 
SENSITIVITY... ssenne «16 HV, typical 
antenna conne 


supplied battery 


1€-W85 ACCESSORIES 


AD-100, Charge Adapter........... $25 


BC-119N-51, Desktop Charget.......$79 
Rapid charger, completely charges BP- 
227 in 2.5 hours. Requires AD-100. 


BP-226, AA Battery Case... $39 


BP-227, Li-lon Battery ....scccesees $84 
Rated 7.4 v, 1700 mAh. 


CP-19R, Cigarette Lighter Cord....$39 


CS-V85, Software........ sdsvovtevivs «+ $36 
Convenient Windows™ memory chan- 
nel programing software. 


HM-75A, Remote Speaker Mic... $79 
HS-85, VOX/PTT Headset...crssees $85 
LC-167, Vinyl Case...ccsccorescercsscose $44 
OPC-478, Programming Cable... $45 


OPC-478UC, USB Prog. Cable.... $59 


Local: (972) 422-7306 


The Icom !C-P7A 
is a compact. 
2m/70cm dual- 
band handheld’ 
transceiver. It hasa backlit 
LCD display and features 
automatic repeater shift, 


receive (495 
kHz-999 MHz) in 
AM/FM/FM Wide 
modes, CTCSS 
tone encode/de- 
code/scan, DTCS 
tone encode/de- 
code, over 1200 
memory chan- 
nels, multiple scanning modes, 
weather alert mode, and more. The 
radio is supplied with a recharge- 
able Lithium-lon battery, wall 
charger, wrist strap, and a rubber 
duck antenna. 


The Icom IC-V82 
is a rugged 2m 
FM handheld 
transceiver of- 
fering a full 7 Watts of 
output power. It has a 
backlit LCD display and 
features automatic re- 
peater shift, CTCSS tone 
encode/decode and 
scan, DTCS tone en- 
code, extended 
receive, 200 mem- 
ory channels in 10 
memory banks, 
NOAA weather 
channel receive 
and alert modes, 
multiple scanning 
modes, optional 
UT-118 D-STAR 
module, and more. The radio is 
supplied with a rechargeable 
Ni-Cad battery pack, plug-in wall 
charger, belt clip, wrist strap, and 


IC-P7A,..cccscccsevees $229.95 


automatic power off, 
automatic power 
save, extended . 


‘HM-46, Speake Mic nnannne $43 
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BC184, Desktop C 
Desktop rapid cha oe 
he BE 443 if 


BP- 13, Li-on£ tt ‘conshaeata 
Rated 3.7 vDC, 18 0 ri BY 


Windows™ programming so 
allows. convenient memory | channel 
programming via computer. in i 
OPC- “7480r OPC-47BUC,_ he 


OPC-478, Programming buagee , 
OPC-478UC, UsB I Prog. Cable... $59 


HM-1 28, Earpi: Minna $23 ‘ 7 ‘ q 
HM-131, Speaker Mic ee 


Zs 
ee 


a rubber duck antenna. 

RX COVEFage nse on uy : 
sensitivity... sicvsinscoronceletesl OT AME i 
RF output / <onndefo ie 

supplied Ni-Cad..|, sesneee 7.2 V / 600 mAh 


GIMENSIONS .cressseeegegern 


IC-V82 ACCESSORIES 
BC-144N-51,Desktop Charger... $49 | 
BP-208N, AA Battery Casein $19 


. BP-209N, Ni+Cad Battery.......$39 
Rated 7.2 v, 1100 mAh. a 


BP-21 ON, Ni-MH Battery...csevsse $49 
Rated 7.2 v, 1650 mAh. 


CS-V8B2, SOftWAFE ...sssscssssesssseseees $36 
Windows™ programming software. 


HM-75A, Remote Speaker Mic... $79 
HS-85, VOX/PTT Headset......... $85 
HM-128L, Earpiece Mic... $25 
OPC-478, Programming Cable... $45 
OPC-478UC, USB Prog. Cable.... $59 
UT-118, Digital Unit..........ss000 $199 


Sy a 


decode, 51 DTMF autodial 


~ scanning modes, 


_ battery holder, 


‘ICON 


as a back-lit 
olay and DTMF - 
and features au-- 
“tomatic repeater shift, 
‘tone encode and 


memory channels — 
_ (24 digit), DTMF 
paging, 100 

memory chan- | 
nels, multiple 


_ high speed scan, 
and more. The 
radio is supplied 
with an alkaline 


belt clip, wrist 
strap, and a rub- 
ber duck antenna. Please note: 
the IC-V8 Sport does not in- 
clude a rechargeable battery 
pack or wall charger. 


RS .. 


INCLUDES ALL COUPONS & REBATES 


IC-R2500 .....c.csesesee000006 9879.95 
The Icom IC-R2500 is a wide- 
band scanning receiver covering 
10 kHz-3300 MHz. It has a wide 
backlit LCD display showing main 
and sub bands with independent 
band controls, and features dual 
watch, diversity receive capability 
(50-1300 MHz), 1000 alphanu- 
meric memory channels, optional 
digital signal processing module, 
optional D-Star receive, weather 
alert mode, selectable IF width, 
IF shift, and more. Supplied with 
AC adapter, front control panel 
with 11' separation cable, and a 
telescoping whip antenna. 


Orders: (800) 272-3467 


nenevenseasessseasersesavensevennneee! 


aneneeredenuseseneecnsenenteanenanseeennensenansnanaeeneee: 


16-8 ACCESSORIES 


BC-1 1, Desktop Charger... $49 
BP-208 y AA Battery Case nnn $19 


BP-.  Ne-Cad Battery $39 
Rated 7.2,\v, 1100 mAh. ~ 


BP-210N, Ni-MH Battery nove $49 
Rated 7.2 wl 1650 mAh. 


CS-V8, $35 
Windows™ programming software. 


cae Speaker Mic... $79 
HM-12BL, Earpiece Mic mines $25 


"HM-158U, Speaker Mic.sscsoreeese $45 


HS-85, VOXIPTT Headset nnn $85 
OPC-478, Programming Cable... $45 
OPC-478UC, USB Prog. Cable... $59 
UT-118, Digital Unit $199 


: 


1C-PCR2500.......0eessesse0«.$709.95 
The IC-PCR2500 is a PC-controlled 
version of the IC-R2500, without the 
LCD display. All functions of the IC- 
R2500 are available via the included 
Windows™ compatible software. 
Supplied with AC adapter, USB 
cable, software CD and telescoping 
whip alba 


IC-R1500 ....ceccscoscesseseeeee9 79.95 
The Icom IC-R1500 is a single 
receive version of the IC-R2500. 
Its front\control panel has a single 
frequency display and controls. 


IC-PCR1500 .....-cseseseeeee $479.95 
The IC-PCR1500 is a PC-controlled 
version of the IC-R1500, without the 
LCD display. All functions of the IC- 
R1500 Ne available via the included 
Windows™ compatible software. 


ye 
1 


RX coverage Me Ee, 10 kHz-3300 MHz 
ME TYSIEIVIRY I islscedtihaccssctsydsnccseadlors ovtess <.5 pV, typical 
selectivity), ssi 230,50, 15, 6, 2.8 KHz 
modes......4 .. AM, CW, FM, FM-W, SSB 


WEIGHT... \ Fi 


Local: (972) 422-7306 


Bre 


IC-R5-06......0csseereveee $164.95 
The Icom IC-R5-06 
is a compact wide 
band handheld re- 
ceiver, covering 150 
kHz-1310 MHz in AM/FM/ 
FM-W modes. The radio has 
a backlit LCD display and 
features built-in attenua- 
tor, CTCSS and DTCS tone 
squelch, 1250 memory 
channels, and more. 
Supplied with two re- 
chargeable AA Ni-Cad 
cells, wall charger, belt 
clip, wrist strap and a 
rubber duck antenna. 


1€-R5 ACCESSORIES 


CP-18A, Cigarette Lighter Cord ...$29 


CS-R5, Software - $39 
Windows™ programming software. 


LC-146A, Vinyl Case 
OPC-478, Programming Cable... $45 
OPC-478UC, USB Prog. Cable.... $59 


- $24 


IC-R/PCR ACCESSORIES 


CP-12L, Cigarette Lighter Cord ....$32 
TBA 


MB-84, Remote Bracket............. 


MB-65, Mounting Base.............. $39 
Provides a convenient mounting base 
for the MB-84 control bracket. 


OPC-254L, DC Cable .......cccssceceoe $14 
OPC-1156, Extension Cable ...... $26 
Front panel extension cable, 16: 

SP-10, Mobile Speaker .............. $69 
UT-106, DSP Module...........0-0« $139 


Offers automatic noise reduction 


,which automatically attenuates beat 


tones, tuning signals, etc.—even if they 
are moving. All mode noise reduction 
is also offered, which separates signals 
from noise, digitally removing much of 
the unwanted noise. 


UT-108, DTMF Decoder .. 
UT-118, D-Star Module............ "$199 
Either the UT-108 or the UT-118 may 
be installed, but not both. 


UT-122, P25 Digital Module....$199 
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' $514 
The Icom IC-R20 
is a wide band re-. FREE 
ceiver covering 150 (UBS) 
kHz-3.3 GHzin AM/ 
CW/FM/FM-W/SSB modes. It 
hasa backlit LCD display and 
features bandscope display, 
dual RX, 1250 memory 
channels, multiple 
scan modes, 4-hour 
digital recorder, and 
more. Supplied with 
Lithium-lon battery 
pack, wall charger, 
wrist strap, belt clip, 
and a telescoping 
whip antenna. 


IC-R20A ACCESSORIES 


BC-156, Desk Charger - $80 


CS-R20, Programming Kit......... $49 
Windows™ programming software. 
Comes with USB programing cable. 


IC-R20 


LC-158A, Vinyl Case .....eecccsssesees $29 


IC-R75 ....000000 ssecessagetsdeess GO39 
The Icom IC-R75 is an all mode 
HF/6m desktop receiver. The radio 
has an amber LCD display, has a 
front panel mounted speaker, and 
meets MIL-STD requirements for 
shock and vibration (MIL 810 C, D, 
E). The receiver features selectable 
automatic gain control, automatic 
notch filter, direct keypad fre- 
quency entry, internal UT-106 DSP 
module, IF shift,,99 memories, 
built-in S-meter, twin passband 
tuning, and more, Supplied with 
AD-55 AC adapter. 


RX COVELAGE eessecsvavcesssnessarsussenttieecs 300 kHz-60 MHz 
BL) ee a ee <.16 pV 
selectivity. 12, 6, 2.1 kHz 


AM, S-AM, CW, FM, LSB, USB 
prneees 13.8 vDC @ 1.1 Amps 
3.7" Hx 9.5"W x 9"D 


MOES noessscerneee 
input voltage 
dimensions.... 


TK EQUPMEAT 


SO=T s scsscsichcersnsenguinebieneeiabessin SOD 
The SO-1 is a single arm standoff 
bracket designed to quickly solve 
your extra antenna mounting prob- 
lems. It will support antennas like 
the Cushcraft ARX-2B Ringo Ranger 
or other similar single or dual band 
antennas, scanner antennas, and 
even smal] TV antennas. Construct- 
_ed of hot-dipped zinc plated steel, 
and is supplied with two stainless 
hose clamps for mounting to your 
tower (additional clamps can be 
used for more strength.) 


SO-2... $129 
The SO-2 is a 39" tower standoff 
bracket. It will support vertical 
antennas designed to use 1-1/2" 


f EQUIPMENT 


The IIX Equipment RM-16 is 
a rotatable 
antenna 
side mount, 
which is 
compat- 
ible with all 
popular tower 
sections. Allows 300 
degree antenna ro- 
tation. Built-in rotor 
plate accepts popular Hygain 
and Yaesu rotators, Constructed 
of heavy duty galvanized angle 
iron. Requires customer-supplied 
2" 0.D. antenna mast. 


POO oOCCTCoeososovedovesesesoesoeeS 


ot 


el 


(A a T2 


The IIX Equipment RM2 is a 
pole/building mount version of 
the RM16, 
shown 
above. Will 
mount to 
the side of a 
. utility pole, 
building, or chimney. 


Orders: (800) 272-3467 


U-bolt clamps. Arms easily adjust 
for any tower width. Constructed 
of pales 1 ae iron. 


SO-3 i cssescedlecsessoncnsibeorsstessgeiey S249 
The IIX SO-3 is a heavy duty 
30" stand off 
bracket de- 
signed for use 
- on towers with legs 
up to 4" in diameter. 
Constructed of 
1-1/2" galva- 
nized angle iron. Ac- 
commodates 2" and 2-1/2" masts. 


SOF csaschcoonibaspqzevetereseepetistaes SAO 
~The SO-4 is a 40" 
adjustable 
standoff bracket 
designed for use 
with tapered- 
leg (up to 30 de- 
grees) towers. 


$0526 ciccccsccocevesvotuacorconacceesseses SOD 
The SO5-6 is a universal sidearm 
bracket for Rohn 25G, 45G and 


GP-21X Gin Pole Kit ......... . $309 
The I1X 
Equipment 
GP-21X is 
a versatile 
gin pole 
clamp kit. 
It consists 
of two 
clamps and 
a pulley as- 
sembly. Re- 
quires a 2" 
O.D. 10-12 
foot long pole to be cupplicd 
by customer or order the GP- 
UPS two-piece UPS shippable 
aluminum gin pole below. Works’ 
with Rohn BX/HBX/HDBX towers 
and 20G/25G/45G/55G towers 
and can even be used mounted 
on the antenna mast to aid in 
antenna installation. 


GP-21X Clamps Onlly......... $269 
Clamp only, without pulley as- 
sembly. Works with Rohn P2545 
or similar 2" O.D. gin pole. 


_ mast 6 inches away 


_ standoff. eo! 


Ls. The llX Equip- 
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55G towers, It will 
firmly hold a2 inch 


from the side of the 
tower ina fixed.di- — 
rection. Includes 
two 2" U-bolts to 
holda2" mast. 


S05-26... setnsneeneenennsnnbntee $T1 9 
Similar to the S05-6, oon stand- 
offlengthis26inches. 

SO=T3 iRerevcssrersosesobnespacetit bese S29 
The SO-13 is a | antenna. 


It will hold 
three large 
vertical an- 
tennas. Mounts 
directly to Rohn 
25G,45G or 55G. Constructed of 


galvanized 1-1/2" angle iron. Stand- 


off length on 25G is 40". 


SO-1 pi Cooocecocseccceooscosoooeosocoseces $249 
Two antenna version of the SO-13, 
described above. 


GP-81 Gin Pole Kit.. eeecee a $279 


ment GP-81 
consists of a 
single heavy- 
duty tower 
clamp and 
pulley as- 
sembly. Requires a 2" O.[). 10- 12 
foot long pole to be supplied by 
customer or order the) GP-UPS 
two-piece UPS shippable alumi- 
num gin pole below. Works with 
Rohn 20G/25G/45G/55G and 
similar towers, with leg cliameter 
from 1-1.5" outside diameter. 


GP-81 Clamp Only........4«. $229 
Clamp only, without pulley as- 
sembly. Works with Rohn P2545 
or similar 2" O.D. gin pole; 


GP-UPS Gin Pole..t...s000-sc000 $199 
The IIX Equipment GP-UPS is a 
two-piece, UPS shippable gin pole. 
It's constructed of rugged 1/8" wall 
extruded 6061-T6 aluminum tub- 
ing for strength and light weight. 


masts up to 3 + 


~ two verticals six. 


The PO-1 ley Aa a 
_easy raising and lower- ; 


ay 
“Sse The BA-2 is a ‘thrust ‘ 


Ry for Rohn 25AG2, 
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diameter.Holds — 


ing of low band wire ¥ 
antennas. 


BA-2.. seeereenaceenenns vee! ; 
bearing adapter 


25AG3 and Uni- 
versal Tower 
sleeve top sec- 
tions. Pre-drilled to 
accept Rohn TB-3 
and Yaesu GS-065 yee 
thrust bearings (not supplied). 


HT 1-18 <..cccosccsecoscesccoaseansieen at haa mm 
The IIX Equipment HT1-18 isa 
heavy duty mobileantennamount, 
designed to fit any standard 2" or 
1-1/4" receiver hitch. It accepts _ 
standard 1-1/4" television masting 
(available at Radio Shack and many 
home improvement centers), and 
folds down to ease mast and an- 
tenna installation. Stands off 18" 
from the hitch—ideal for most 
cars, SUVs and vans. 


HE 9-24 scdinscacvasts senscveccceasas GLAD 
Similar to the HT1-18 described 
above, but with an increased 24" 
stand off. Designed specifically to 
clear the fold-down tail gate on 
pickup trucks. 


~ system 100 MOBILE MOUNTS 


ee 


_ The 1IX Equipment System 100 
_ mobile mounts will find ap- 


~ plication in many demanding 
government and commercial 


a applications, as well as for 


‘ 


: 
J 
: 
if 


i 


| eTsTREAM 


~JTPS45...... 
Similar to the JTPS28M shown 


serious amateur mobile instal- 
lations. The addition of extra 


crossbars, 90 degree adapters, ° 


and floor braces will allow 
unusual multiple equipment 
installations in a large variety 
of vehicles. All System 100 


-components interchange to 


simplify large installations and 
the heavy steel mount con- 
struction requires no mainte- 
nance during the service life of 


MII «os. scccsocossssossosesee S419 


The Jetstream JTPS28M is a com- 
pact switching DC power supply 
(up to 28 Amps) with back-lit amp 
and voltmeters. Output voltage 
is adjustable from 9-15 vDC. 
Specifically designed and filtered 
to eliminate RF noise and fully 
over-voltage and over-current 
protected. Features front panel 
mounted binding posts and ciga- 
rette lighter socket as well as rear 
panel mounted quick-disconnect 
connections. The power supply 
has a quiet internal cooling fan. 
Input is selectable for 115 or 230V 
line voltage. 

A HEE) 


above, provides up to 45 amps. 


Orders: (800) 272-3467 


the vehicle. Performance under 
severe commercial usage is 
guaranteed, 


MM100-1 ESE Danse ezessPSASeRASA $79 
Single radio mount, 7" width. 


‘ ie 
MM1 Ged Sirscatecsceccssiscess $1 59 
Two radio mount, 7 width. 


MM1 00-1 MES ctisitnoseucihegess aa 1 69 
Two radio mount, 10" width. 


SYSTEM 100 ACCESSORIES 


4 MM100-20S, 20" Mast..... $39 


MM1 00-255, 25° Mast eeeee $49 


MM10030S, Base ............$59 
Fits all S Mounts. 


MM101-07, 7" Crossbar...... $39 
MM101-10, 10" Crossbar.... $49 
Both crossbars have an integrated 
microphone holder. 


MM1 01 -20, Brace seeeeeeceece $29 
Floor brace, 20". 


~ PROFESSION 


STS ZO cipeiteatvssscheccoseascescescras S99 
The Jetstream JTPS28 is a compact 
switching DC power supply (up to 
28 Amps). Specifically designed 
and filtered to eliminate RF noise 
and is fully over-voltage/current 
protected. Features front panel 
mounted binding posts and ciga- 
rette lighter socket as well as rear 
panel mounted quick-disconnect 
connections. The power supply 
has a quiet internal cooling fan. Se- 
lectable 115/230V input voltage. 


DTS TA itessacsssnysocscocveonvvesss $59 
The Jetstream JTPS14M is a com- 
pact switching DC power supply 
(up to 14 Amps) with back-lit amp 
and volt meters. Output voltage 
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SYSTEM 400 MOBILE MOUNTS 
The IIX Equipment System 400 
mobile mounts are ideal for large 
communication applications in- 
cluding police, fire, public utilities, 
government, military, commercial 
vehicles, marine, as well as serious 
amateur radio installations. Perfect 
for use in RVs, full size vans, mini 
vans, or any other vehicle with 
suitable clearance. Two shelves 
are supplied with each mount 
which will support four radios. 
Constructed of heavy duty steel 
finished in satin black. Supplied 
with all required hardware for 
vehicle mounting. 


is adjustable from 9-15 vDC. Spe- 
cifically designed and filtered to 
eliminate RF noise and fully over- 
voltage/current protected. Fea- 
tures front panel mounted binding 
posts and cigarette lighter socket 
as well as rear panel mounted 
quick-disconnect connections. 
The power supply has a quiet 
internal cooling fan. Selectable 
115/230V input voltage. 


HF DIPOLE KITS | 


All kits include JT[CE1G center insu- 
lator, 100' of nylon rope, #14 AWG 
stranded copper antenna wire and 
two end insulators. 


VEDGDPevcsarseabascerstssece $38.95 
Includes 30' of antenna wire. Cut 
to length for 6m, 10m, 12m, 15m 
or 17m operation. 


JTD20K, 20m (40’)...... $39.95 
JTD40K, 40m (75')...... $41.95 


JTD80K, 80m (140'),...$47.95 
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MM400-9 ePeerereevepeseesereee $389 
Four radio mount, 9" width. 


MM400-13......0seceeseeeees$409 
Four radio mount, 13" width. 


MM1 00-1 OS ievis reseetitecse $1 69 
Two radio mount, 10" width. 


SYSTEM 400 ACCESSORIES 


PMS5, Power Connector....... TBA 
The lIX Equipment PMS is a vehicle power 
adapter kit for their System 400 mobile 
mounts. Will connect up to five radios in 
mount directly to battery. Includes 10 feet of 
10 gauge power cable. 


VHF/UHF BASE ANTENNAS 


JTB1, 2m/70cM......000000622 $79.95 
Three section fiberglass radome. 


FreqUeNnCy FANGC ress 144-148 & 440-450 MHz 
Gain... Sets -csoletned ... 8.3 dBi / 11.7 dBi 
Power. handling 7 connector. wanes 200 W / SO-239 
Height / mast range 
Wind Wind SUrViVAL ....sscscssssssessersenssseseseenenense 


JTB2B, 2m/70cm .......... -- $69.95 
One section fiberglass radome. 


FreQUeNCy FANGe verse 144-148 & 440-450 MHz 
SIAN casewsvasssactintessccedh cscophs tural cha lbaticet 6 dBi / 8 dBi 
Power handling / connector........200 W / SO-239 
Height / mast range 
Wind Wind SUrViVAl .....sssessssssesecssssecerseneeenneees 


JTB3, 2M/70 CM.......00000000 $59.95 
One section fiberglass radome. 


FreQUuency FANGE. sss... 144-148 & 440-450 MHz 
Cr) Pe ee SR ee ee 4.5 dBi / 7.2 dBi 
Power handling / connector........ 200 W /SO-239 
Height / mast range 
Wind wind survival 


JTB4, 6m/2m/70cm........ $99.00 
One section fiberglass radome. 
50: 


-54, 144-148, 440-450 MHz 
2.15 dBi / 6.2 / 8.4 dBi 
200 W / SO-239 
.8'4" / 1,5-2" 
++ 90 MPH 


Height / mast range. 
Wind wind survival ........ 


KEMUOOD 


is an HF/6m/2m/70cm 
all mode transceiv- 
er with a built-in 
1200/9600 bps TNC. The ra- 
dio includes Kenwood’s Sky 
Command II+ system, has an 
amber LCD display and fea- 
tures an automatic antenna 
tuner, CTCSS tone encode/ 
decode, CW memory keyer, 
dual receive, dual Digital Signal 
Processing, 300 memory chan- 
nels, multiple scanning modes, 
built-in high stability TCXO )+.5 
PPM), built-in RS-232C jack for 


RENWOUD 


The Kenwood TS-480HX 
is a 200 W HF/6m all 
ups mode transceiver. The 

radio has.a separate con- 
trol panel with backlit controls and 
LCD display that includes its own 
speaker. Features include built-in 
RS-232C personal computer inter- 
face (ARCP-480 control software is 
a free download from Kenwood’s 
web site), CTCSS tone encode/ 
decode/scan, dual-precision 16-bit 
digital signal processing (provides 
automatic noise reduction, TX/RX 


Orders: (800) 272-3467 


external control 


puter, and more. 
The radio is sup- 
plied with a hand 
microphone with 


quency controls, 


_ and a fused DC power cord. 


SeNSitivity......... 
SELECTIVITY sorseeessseeee 
frequency stability... 
RF output (70CM).....svvve0» 
input voltage 13.8) 
dimensions... ~38" a x 10.6" WwW x 12.5"D 
weight. oe BVO EN. eee : 


SkyCommand II+ 

Kenwood’s SkyCommand II+ is 
a remote transceiver control 
system that allows control of 
the TS-2000 or TS-2000X from 
a remote location, using the 
Kenwood TD-D7AG handheld 
or TM-D710A mobile trans- 
ceiver. Completely legal for 
use within the USA, as of De- 
cember 15, 2006. 


equalizer, and slope tune AF fil- 
ters), CW auto tune, three message 
electronic CW memory 
keyer, dedi- 
cated data 
jack (6-pin 
mini DIN), 
dual cool- 
ing fans, 100 
memory channels, 
multiple scanning modes, dual 
TX passband settings, 100-level 
transmit speech processor, and 
more. The radio will accept up to 
two optional crystal IF filters, and is 
supplied with a hand microphone 
with up and down frequency con- 
trols, 4m control panel separation 
cable, table-top control panel 
mounting bracket, and two fused 
DC power cords. 


RX COVELFAGE sescssonrsesesseessssecencnneee 5-30, 50-54 MHz 
SONUS LEAVY oe caren sccithcconssainedecneeale < .2 pV, typical 


SELECTIVITY ...nnreee we 12, 5, 2.4 KHZ 
Frequency Stability ........csssssesccssssseeesssnseessensnes +5 PPM 
RF output (6m)..... ..200 W (100 W) 
INPUT VOITAGE......2....csesercssecsansesrsnserones 13.8 VDC, 41A 
GITMENSIONS veccssssssessessssssecesnne 2.8" Hx 7"W x 10.9" D 
WEL GIG ee rertgesnthseasscpieasierglen dete eeecbmamrntys 8.2 pounds 


via personal com-: 


_up and down fre- - 
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TS-2000X vecsescscscsseseeseee $2039 


The Kenwood TS-2000X is an 


transceiver with a built- 

in 1200/9600 bps TNC. 
It is identical to the 
-TS-2000 described at 
left, except with the addition of 
all mode 23cm. All mode fre- 
quency coverage is 1240-1300 
MHz. Transmit output power on 
the 23cm band is 10 Watts. 


RX COVEAGE nme 3-30, 50-60,142-152, 420-450 MHZ 

118-174, 220-512, 1240-1300 MHz 
Sensitivity .:..i.-ccuinmneeuee sasnee & 2 HV? 
selectivity........ 12, 8, 6, 2.2 kHz 


frequency stability. ssseceneuct-5 PPM 
RF output secu casks 4 00 W (50 W) 
input silane BEET 13.8 vDC, 20.5 A. 
dimensions... 3.8" Hx 10.6" Wx 12.5"D. 
WEIGH .ssscscorsnnsesneeoneorintoreeesstonaniaattlen toe POUNGS] 


TS-480SAT ..........cceeseceeee $939 
Lower power (100 Watts 
on HF and 6m)version 
of the TS-480HX, fea- 
turing a built-in high- 

speed automatic antenna tuner 
with band setting memory (tun- 
er covers HF and 6m). As a result 
of the reduced power output, 
current consumptions drops 
to 21.5 Amps. The radio only 
requires a single DC power cord, 
which is supplied. 


RX COVEPAGE ..nssescsvsascarssesnnsesenecuse 5-30, 50-54 MHz 
sensitivity. w+ < .2 UV, typical 
selectivity....... . 12, 5, 2.4 kHz 
FrEQUENCY StADILitY ....ssserccssssseersssssveessssnsrereeren +5 PPM 


RF output (6m)........ 
input voltage..... 
dimensions.... 


oa 13.8 VDC, 21.5A 
2.82 H x 7" Wx 10.9" D 
sills Rte suediesbatbead 8.2 pounds 


HF/6m/2m/70cm/23cm all mode 


- DTMF hand mnieregene with | 
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Digital recording module 
60 seconds bs record ti n 


down frequency controls, 


down frequency controls. 


RC-2000, Controller $349 
Mobile controller, supplied with mobile 
speaker, mounting bracket, DC power _ 
cord, microphone extension colle sng +4 
separation cable, : 


Matching external speaker. ; 


VS-S, Voice Syrehestaesiac anna 


TS-480HK/SAT ACCESSORIES 


MB-480 
Sturdy radio ou bracket. 


MC-60A wau'$159 * 
Deluxe desktop microphone with up 
and down frequency controls. Requires 
MJ-88 adapter. 


4 


MJ-88 .... 
Microphone adapter. 8-Pin modular 
(radio) to 8-Pin round (mic). 


PG-AZ on ccerciecsccnacosersennangessaannelinsni sen 
Separation kit, 4m length. Includes 
control panel separation cable, micro- 
phone extension cable, and speaker 
extension cable. | 


SOS ainccccacaccecenqcscagences $129 
High stability frequency oscillator. 
Increases stability to .5 PPM. 


SP-23 ..rccecsnegnsnacencnncecsnes - $99 
Matching external speaker. 
VGS-1, Voice Module eres 969 


YF-107C, 500 HZ CW Filter......$135 
YF-107CN, 250 Hz CW Filter....$135 
YF-107SN, 1.8 kHz SSB Filter...$135 


2% 
ee 
‘ al 
= Ad f; 
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sme |neKenwoodTM-D710A 
ue| is a 2m/70cm dual band 
mobile transceiver with 
DP abuilt-in 1200/9600 bps 


| TNC for Packet, APRS® and Sky 


Command I+ operation. It has 


a separate control head with 
‘switchable color (green or am- 


ber) dot matrix LCD display, and 
features extended RX, AM RX, 
dual RX, dual in-band RX, CTCSS 
tone and DCS encode/decode/ 
scan, 1000 alphanumeric memory 


channels, 10 DTMF memories, 


band scope display, cross band re- 
peat, fixed band repeat, multiple 


KENUOOD 


$159 
The Kenwood TM-271AK 


TM-271AK 


a 


J Spepe 


Ups bile transceiver, built to 
US MIL-STD 810 C/D/E/F. 
The radio has a green LCD dis- 
play and features a front-mounted 
speaker, automatic repeater shift, 
200 memory channels, extended 
receive, multiple scanning modes, 
CTCSS & DCS tone encode/decode, 
weather alert mode, and more. The 
radio-is supplied with a DC power 
cord, backlit DTMF hand mic with up 
and down frequency controls, anda 
mounting bracket with hardware. 


RX coverage 136-174 MHz 


sensitivity. <18 pV 
RF output ssseeeee 60 W 
INPUT VOITAGE voscssscssvnnnececssssseessseessnnsers 13. 8 VOC, 13A 
dimensions... we 1.7" HX 6.3" Wx 5.4"D 
WE PAE as sastosscsosnnssssetetenersoececnnrnenventsesoestsveses 2.6 pounds 


is a compact 2m FM mo- . 


Orders: (800) 272-3467 


scan modes, and more. Supplied 
with a mounting bracket with ~ 
hardware, separation cable, back- 
lit up/down DTMF hand mic, and 
a ane paneer cores 


sub RX coverage. 136-175, 300-524, 800-1300 MHz 
sensitivity...... 
output power (2m/70cm) netioateainedqan SOT 35. Wi 


input voltage... . 
AIMENSIONS orrnnennen iba sss 2” HX 6" WX 6"D 
WEIGH secsecreersesenrsee 


TM-D710A ACCESSORIES 


MC-60A, Desk Mic $159 
Requires MJ-88 adapter. 


MU-88, Mic Adapter scteccessseeeee $39 
PG-2N, DC Power Cord............... $25 


PG-5FW, 4m Separation Kit....... $79 
Kit includes radio separation cable, micro- 


phone extension cable, speaker extension 
cable, and a fused DC power cable. 


PG-5GW, Programming Cable... $45 
SP-50B, Mobile Speaker $69 
VGS-1, Voice Module $69 


The Kenwood 
TH-F6A is a 
144/220/440 MHz 
triband handheld 
XCVR, built to MIL-STD 810. 
The radio has a large backlit 
dot matrix LCD display, and 
features dual receive, dual 
in-band receive, wide band 
receive (AM/CW/FM/FM-W/ 
FM-N/LSB/USB modes), 
435 memory channels, 
CTCSS and DCS tone 
encode/decode, 
backlit DTMF key- 
pad, multiple scan- 
ning modes, and 
more. The radio is 
supplied with a re- 
chargeable Li-lon 
battery pack, wall charger, belt 
clip, and a rubber duck antenna. 


RX COVELAGE vecesssssssssensensesnsedersee 100 kHz-1300 MHz 
SEM USTEI IOV arrears ttarqesssecantoas ancssvacsactosstonson veyecoess <.18 UV 
RF OUtPUt / COMMECTOP ..rcrseccssseeersonserses 5 W/SMA-F 


supplied battery............ 7.4 vDC Li-lon, 1550 mAh 
dimensions... 3.4" HX 2.2"W x 1.9"D 
TINE rare tekst fh cecdecteconsaatercancenesessigedene 9 ounces 
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TM-V71A $399 
The Kenwood TM-V71A 
is a 2m/70cm dual band 
mobile transceiver. The ra- 
dio has a color switchable 
(green or amber) LCD display with 
the unique capability of mounting 
the speaker on the top or the bot- 
tom of the radio (simply flip the 
body of the rig over). Other fea- 
tures include cross-band repeat, 
CTCSS tone encode & decode, 
dual receive, dual in-band receive 
(VHF/VHF or UHF/UHF), built-in 
EchoLink sound card interface, 
ten dedicated EchoLink memory 
channels, 1000 PC programmable 
memory channels, weather alert 
mode, multiple scanning modes, 
and more. The radio is supplied 


KENWOOD HT ACCESSORIES 


EMC-3, Earpiece Mic ..............000 $29 
HMC-3, VOX/PTT Headset....... «$59 
PG-2W, DC Power Cord...........00.$25 
PG-3J, Auto Lighter Cord........... $49 
SMC-32, Speaker Mic.......c...ccs0ee $59 
SMC-33, Speaker Mic..........--0+« $69 


SMC-34, Speaker Mic................. $39 
With programmable remote buttons 
and volume control. 


TH-F6A: 

BT-13, Alkaline Case .............008 $29 
PB-42L, Li-lon Battery Pack....... $85 
PG-4Y, 9-Pin Prog. Cable............ $39 
SC-51, Soft Case ....cccccsccccesecees $19 
TH-D7AG: 

BC-19, Rapid Desk Charger....... $69 
BT-11, Alkaline Case ...........se0 $19 
PB-39, Ni-Cad Battery Pack....... $69 
PG-4W, Programming Kit.......... $65 
SC-47B, Soft Case............cecseseeeee $19 
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with a hand micnornae with up 
and down frequency controls and 
a fused DC power cord. 3 ‘ re, 


output pparer oreo ancobr tite sssosoveeee 90 Watts 
input voltage..... 

ih pees. Seat ea 3 1.6" Hx 5.5"Wx7.7"D 
WEIGH ecccesere wet 2 


TM-V71A ACCESSORIES 


MC-60A, Desk Mic $159 
Deluxe desktop mic with up/down 
frequency controls. Requires MJ-88. 


MJ-88, Mic Adapter... $39 
PG-2N, DC Power Cord..ccsccsssoooee $25 


DFK-3D, Cable......... $49 
Radio separation cable, 3 meters. 


PG-SFW, Mic/Speaker Ext......... $79 
PG-5GW, Programming Cable... $45 
PG-SHW, PC Interface Kit .......... $69 
SP-50B, Mobile Speaker «sss... $69 
VGS-1, Voice Module ....esssessssssue $69 


TH-D7AG ......cccccccssscceeseee $339 
The Kenwood TH-D7AG 
is a 2m/70cm 
dual band 
handheld XCVR 
with a built-in 
1200/9600 bps 
TNC for Packet, APRS® and 
Sky Command Il+ opera- 
tion. It has a back-lit key- 
pad and LCD display and 
is built to MIL-radio fea- 
tures dual RX, dual in- 
band RX, voice+data 
receive on VHF, 200 
memory channels, 
CTCSS tone encode/ 
decode, and more. 
Supplied with a re- 
chargeable battery 
pack, wall charger, 
belt clip, wrist strap, 
and a rubber duck antenna. 


RX COVETAGE cercerseesseeenseerns 118-174, 400-470 MHz 
sensitivity... oe se Ree cca 18 pv 
RF output Ic connectors REN aE es EM 5 W/SMA-F 
supplied battery ..:.......9.6 VDC Ni-Cad, 600 mAh 
CIMENSIONS w.secsseeee 


mins 4.4" Hx 2.2"Wx 1.3"D 
WORN sash iscteatinersinans «12 ounces 


LARC) 


9106, 6M secssecseseseeeesee $31.95 
9110, TOM. cscesseerseesee $31.95 
9112, 12M ssoreseeesseeeere $31.95 
9115, 15M ssssvereseseseee $31.95 
9117, 17M ssseserersereiee $31.95 
~ 9120, 2OM..-ssseeserseeeee $31.95 
9130, 30M sssrecsesseeeeee $31.95 
9140, 40M ssvssvrseeseseene $31.95 


; 91 75, 75M ssccusisecstdoses $33.95 , 


Lakeview HamSticks are rug- 
ged, monoband mobile anten- 
nas. These two-piece antennas 
consist of a hollow fiberglass 
base section approximately 
1/2" in diameter with a load- 
ing coil wound directly on 
the fiberglass and covered 


with PVC shrink tubing. The 


black oxide coated brass base 
has standard 3/8" x 24 male 
threads. The top section is a 


tapered black stainless steel’ 


whip that telescopes into the 
base section for frequency 
adjustment, and is secured by 


LARSEH 


KG-2/70CXPL...........$119 
KG-REINSTALL........$9.95 
The Larsen KG-2/70CXPL is 
a 1/2 wave, on-glass VHF/ 
UHF dual band mobile an- 
tenna. The antenna is black, 
with a low profile design 
and comes factory tuned 
for quick and easy instal- 
lation. It provides 2.4 dB 
gain when mounted near 
a ground plane. Supplied 
with 14 feet of RG-58/U 
coax with UG-175 reducer 
and PL-259 connector. The 
KG-REINSTALL kit is required 
to reinstall the antenna— 
consists of two adhesive 
pads (one for the antenna 
and another for the pickup 
coil), glass cleaner, adhe- 

sion promoter and two 

Allen wrenches. 


144-148 & 440-460 an 
HEIGHT .....ccscsssseeees 


Power handling. 
BUDICAl VSWR. anncuscachencstarsascteeinubission 


1.5:1 or less 


Orders: (800) 272-3467 


two set screws. All models measure 
approximately 7 feet in length, os 


- handle S00. Heit 


MOUMNE...essssssssssetessseeesenegersmensnens 3/8" X24 male thread 


LAKEVIEW HAMSTICKS 
MODEL BAND BANDWIDTH 


| 91101 
rE Ea 
es 


IM-1, Inductamatch ...$29.95 
An inexpensive and easy way to 
match HamSticks. Easier to use and 
less expensive than capacitance 
matches. Designed to be base 
mounted. Usually not required for 
10m or for 6m. 


NM OK... .ccsccossccssssosessoesees 919,95 
The Larsen NMOK is a 3/4" NMO 
type hole mount. Supplied 
with 17 feet of 

coax, areducer, 


and a PL-259 4 
connector. 
NMOMM .....ccccccccosssseoscees $36.95 


The Larsen NMOM\M is a rectan- 
gular magnet mount with Teflon 
liner to protect 

paint. Measures 

3-1/2" x 3", rated 

for 90 pounds 

of pull. Sup- 

plied with 12' of RG-58/U coax, 
with a crimped PL-259, 


NMOMMR ......ccesscseseereeee $34.95 
The Larsen NMOMMR is a round 
magnet mount with Teflon liner 
to protect paint. Measures 3-1/2" 
in diameter, rated for 90 pounds 


of pull. Supplied 
with 12' of RG- 
58/U coax with 


a crimped PL-259 connector. 


Local: (972) 422-7306 


376 vissiclisiccdedededuoss viee$79.95 
B77 viconsdensrieaeessessose..099995 


Heavy duty mag mounts ‘ 


are great for use with 
HF mobile antennas. The 376 © 

is rated at 825 
pounds; the 
377 is rated at 
1000 pounds. 
Both have 3/8" x 24 thread 
mounts, and come with 15 
feet of coax with a PL- a8 
installed. 

BTS yccpccosssssencathogsetncsss SIME O 
Triple magnet mount designed 
to hold the HamStick anten- 
nas, but will work with oth- 
ers as well. Incorporates a 
3/8" x 24 mount, so it’s 
compatible with 
most mobile 
HF antenna 
systems. Rated 
for over 400 pounds of 

pull strength and comes with 


15 feet of coax with a PL-259 
connector installed. 


NMO2/70CO......erecee00 $42.95 
TheLarsen NMO2/70CO 
is a 2m/70cm dual 
band coil for NMO 
mounts. Black in color, 
it measures 3" high, 
and handles 100 Watts. 
Use with W2/70 whip. 


NMO150BCO.........00006. $25.25 
The Larsen NMO150B- 
CO is a 2m coil for NUO 
mounts. Black in color, 
it measures 2-1/2" high, 
and handles 200 
Watts. Use with 
W490(B) whip. 


The Larsen NMOQC is a 
quarter wave whip for NUO 
mounts. It’s used without a 
coil, and can be tuned to 
cover 136-512 MHz by 
cutting the stainless steel 
whip per the included cut- 
ting chart. Measures 21" 
at maximum length. 


or for sg 


sales@texastowers.com 


balconies, thi res 


qneationys 


mirror or luggage. rack mou 
constructed of 3/16" alur 


connector, so it “will’a re 
coax assembly with a standard 2 
PL-259 connector. fee y 


9007, 2m Colinear $32.95 “a 
The Lakeview 9007 is: a ‘2m co- 
linear mobile antenna. The an- : 
tenna measures approximately 
7 feet long, is rated for 1000 
Watts, and offers 4.5 dB gain. 
Construction is identical to the 
HamSticks. Quick OSes 
not recommended. 


POK viccscescsssscsecersessesens $2929 
The Larsen POK is an SO- Bie i. 
3/4" hole mount. 

Supplied with 
17' of RG-58- 
A/U coax, UG- 
175 reducer 
and PL-259 connector. 


PQ vecccsccodeccecdesenapssoteute nanan 
The Larsen PQ is a quarter wave 
whip for PO type mounts. Maxi- 
mum length is 21", cut to length 
to cover 136-512 MHz. 


TMB34......ccccseveere esconestn SOLOEE 
Right angle bracket for use with 
NMOK and POK hole mounts. 
WTS) vascvaccvsrassesacsucth $19.95 
Colinear whip for 70cm, 15.4". 
W2/70 . sicccvavsstestactaces $24.95 
Dual band 2m/70cm whip, 34". 
W490 .......cceee0 arscanse $11.95 
W490B (black)............$14.95 


Stainless 49" whip, 5/8 wave on 
2m, 1/4 wave on 6m. 


AT-1000F 


Piatareinscasesnereseese 9559 


The LDG AT-1000PRO i isahigh pow- 


er “automatic antenna tuner with 


‘a huge tuning range of 6—1000 
~ Ohms. It works with any radio and 


any antenna with an unbalanced 
feed. The optional RBA balun allows 

ning of balanced line antennas as 

well. The tuner’s big cross needle 
anes reads forward and reflected 
power, as well as SWR, all at the 
same time. All required interface 


cables are now included! 


PAWEL RIDE sSersthoctecrestaseccseeesnsenie “switched L network 
Power handling (CW)... 750 Watts 
Power handling (@igital). : 
Power handling (61m)... 
Impedance tuning. iss SEN 
Tuning time................ .2-30 seconds, 10 sec. avi 
Voltage requirement... Bs ae ys fot 6 
ANtEMMA COMMECEONS -osssosersersrceseessssserensee ~-SO-239 
Shier LED 3,5" Hx 9.5" Wx 13” D, 5.2 pounds 


LOG ELECTRONICS 


BMI scstdsccoscecesoseasoncpese$139 
The LDG Z-100 is a low cost, 
100 Watt automatic antenna 
tuner. It features 200 tuning 
memory channels for almost 
instant tuning, and latching re- 
lays to reduce power consump- 
tion. Works with any radio and 
any unbalanced antenna (the 
optional RBA balun allows tun- 
ing of balanced line antennas). 
All required interface cables 
are now included! 


Frequency coverage..... sane 18-54 MHZ 
Circuit type... switched L network 
Power handling (6m) eee see 125 W (50 W) 
Tuning range, 1.8-30 MHz ..6-800 Ohms 
Tuning range, 50-54 MHz. 16-150 Ohms 


TUNING TIME ..eccvessovesssneeene .1-5 seconds, 3 sec. avg. 
Voltage requirement 11-14. vDC, 250 mA 
Antenna connectors 


pads FN xs s*Wx53"D 
eae .. 1 pound 


Orders: (800) 272-3467 


AT-200PRO sersesssscsssesene $229 
The LDG AT-200PRO is a 200 
Watt automatic antenna tuner. 
It features a two position coax 
switch, dual LED bar graph to 
display power and SWR, and 
latching relays to reduce power 
consumption. Works with any ra- 
dio and any unbalanced antenna 


.(the optional RBA balun allows 


tuning balanced line antennas). 
All required interface cables are 
now included! 


FeQUENCY FANGCaeesserinseservee 

Circuit tyPe were: _ Fee s sabe L network 
Power handling, +.8-30 

Power handling, 50-54 MHz sistance 100 Watts 
Tuning range, 1.8-30 1 6— 

Tuning range, 50-54 MHz Hoe Yor 1 50 Ohms 
Tuning time... S38 
Input voltage : aon 
Antenna connectors... 
Dimensions ..... 


ZETA PING coevespatponepnesvecceds 9 109 
The LDG Z-11PRO is a compact, 
125 Watt automatic antenna 
tuner for portable operation. It 
can be powered from an internal 
battery, and uses latching relays 
to reduce power consumption. 
Works with any radio and any 
unbalanced antenna (the op- 
tional RBA balun allows tuning 
of balanced line antennas). All 
required interface cables are 
now included! 


eihaeh b 1.8-54 MHz 
..switched L network 
Power handling (6m)..... -1-125 W (100 W) 
Tuning range, 1.8-30 MHz.. ..6-1000 Ohms 
Tuning range, 50-54 MH Zev 16-150 Ohms 
TUNING BIME ..csecssesssnserssves -1-6 seconds, 3 sec. avg. 
Voltage requirement.. s+ 8-16 VDC, 300 mA 


Frequency coverage... 
Circuit tyP@.....eccsse 


ANLENNAY| CONNECTOSS.....ssesssssersersneeseresnesereeonee S$O0-239 
Dimensions ......... 15" HxX5"°Wx7"D 
Ay fe] fe lupe ok Sate AE NDR BEES 2 1.5 pounds 


‘match balanced 


Local: (972) 422-7306 


\ 


AT-100PRO........0sesseeve0e08 $199 
The LDG AT-100PRO is a 125 Watt 
automatic antenna tuner. It fea- 
tures a two position coax switch, 
dual LED bar graph to display 


- power and SWR, and latching 


relays to reduce power con- 
sumption. Works with any radio 
and any unbalanced antennas 
(the optional RBA balun allows 
tuning balanced line antennas). 
All required interface cables are 
now included! 


Frequency faNGeeeessescssenneerreereneenel B—54 MHz 


CICUR tTypeL no. switched “L” network 
Power handling, 1.8-30 MHZ.crvcunennnl25 Watts | 
Power handling, 50-54 MHz 125 Watts 
Tuning range, 1.8-30 MHz...........6—1000 Ohms: 
Tuning range, 50-54 MHZ...........000 16-150 Ohms 


TUNING iM sascssseemssnseeuseeuneenmannes =O SCCONAS 
Input voltage.......... 11—16 vDC, 500 mA 
Antenna connectors.. aaa. 502239) 


H x 5.5" W x 7.5"D 


DTS *Giscssccnstythesvernsssinrneee S99 
DTS-6R, Remote..............$49 
The LDG DTS-6 is a 6-position 
remote coax switch. Radio sense 
mode automatically grounds all 
antenna inputs when radio is 
turned off. A bright LED indicates 
antenna selection. Handles up to 
1500 Watts.on HF-—6m. Connectors 
are SO-239 type. 


DT SAA iki stsdvinividchorniiesetesn 79 
DTS-4R, Remote.............$39 
Similar to the DTS-6, described 
above, except with four positions. 


RBA1=17 vc .ccccdiscsccovseseseesees 930 
RBASS1eiesds vitsenepatecsessees 30 
Rugged external 
baluns. Allow 
LDG tuners to 


line antennas. 


* Voltage requirement... 


sales@texastowers.com 


AT-897....c0cccosssoee $179 
AT-7000 .....0ese0nee0es $159 
These LDG automatic antenna 
tuners are designed for the Yaesu 
FT-897D and Icom IC-7000. Both 
have a wide tuning 

range of 6—800 

Ohms and are pow- 

ered directly from 

the radio. Latching 

relays reduce power 
consumption. All re- 

quired interface ca- 

bles are supplied for 

quick installation. 


FreQUENCY COVETAGE viseeerssssessessnnrenenreeee 1.8-54 MHz 
Circuit type i 
Power handling (61M) scsssssecsssse «1-125 W (100 W) 
Tuning range, 1.8—30 MHZ.........r0vc 6-800 Ohms 
Tuning range, 50-54 MHZ..........0.s« 16-150 Ohms 
Tuning time .1-7 seconds, 4 sec. avg. 
see 8-16 VDC, 300 mA 


Antenna connectors 
Size (AT-897) ...ssssse 1.5"Hx3.3"Wx115"D, 2 bs. 
Size (AT-7000) ......1.3" H x 6.5" W x 6.5" D, 1.5 Ibs. 


FT METER occsvcsccssnsctsetevsses 949 
The LDG FT-Meter is a low-cost 
solution to all your FT-857(D) and 
FT-897(D) metering-needs, that 
plugs right into the little-known 
meter jack on the bottom of either 
of these two radios. It provides a 
crisp, highly readable 2.5" meter 
face with calibrated scales for 
signal strength and discriminator 
reading on receive, and power out- 
put, SWR, modulation, ALC action 
and supply voltage on transmit. 
Each function is selectable from 
the radio's menu. Easily visible 
from anywhere on your desk or 
dash, the FT-Meter is illuminated 
by any external 12 vDC source. 


RX functions........ s-meter, discriminator, voltage 
TX functions..... ALC, mod., power, SWR, voltage 


Cable length assswdicesnonee nian meee ae 2.5 feet 
Backlight voltage. 12 vDC, 100 mA 
Dimensions....... 3" Hx 3.5"W x 2"D 
WEIGHE...cescsssssees «8 OUNCES 


6M3SS ateseseeowresesceccnonsecoess $99 


The M2 6M3SS is a light but rug- 


ged, computer optimized, 6m 
beam antenna offering low wind 
load and great performance for its 
size. Quick and easy to assemble, 
it’s great for portable operation. 
The antenna features all stainless 
steel hardware (except U-bolts), 
and M2’s weatherproof, gel-filled 
and O-ring sealed T-match for long 
mechanical and electrical life. 


ANTENNA 
MODEL 


FREQUENCY 
COVERAGE 


ELEMENTS 


6M5X Se eeeeeeceresseseoreeeseeoes $259 


The M2 6M5X is a medium sized,. 


computer optimized, 6m beam 
antenna offering great perfor- 


mance and low wind load for its 


size. Quick and easy to assemble, 
it's great for portable operation. 
The antenna features all stainless 
steel hardware (except U-bolts), 
and M2's weatherproof, gel-filled 


-and O-ring sealed T-match for long 


mechanical and electrical life. 


6M7J HV doncccnccescaadeevecsoes $3 1 9 
The M2 6M7JHV is a medium sized, 


computer optimized, 6m beam _ 
antenna offering excellent gain 
and very clean pattern, making 


it ideal for long haul terrestrial 
and EME communications. The 
antenna features all stainless steel 
hardware (except U-bolts), and 
M2's weatherproof, gel-filled and 


O-ring sealed T-match for long 


mechanical and electrical life. 


M2 6M MONOBAND BEAM ANTENNAS 


GAIN F-B 
(DBD) RATIO 


BEAM- TYP. 
WIDTH VSWR 


POWER 
HANDLING 


foes [omenssmet + [ee [ve few {oa [wom [coon {or [ar | om aan Tous To * 


COAX 
CONN. 


BOOM 
LENGTH 


TURN 
RADIUS 


A EE ST 


I TE 
Temawic | so-soawne | 11 | 1197 | 548] nse | 12 J 1300" | owrfemate | ae [aT pn 2 
Penny | wss-soswne [1 |e | mee | ze | 121 | sow [wienae] 09 | ses | room | wrar | sey | sites | 


‘and very clean pattern, 


mechanical and electrical life. ; 


WIND 
SURVIVAL 


6M9KHW ovedsvsaamneen 
The M2 6M9KHW is a 
computer optimized, 6m bea 
antenna offering excelle 


it ideal for long haul terrestri 
and EME communications 
antenna features all stainless 
hardware (except U- -bolts), 2 
M2’s weatherproof, gelfilled and 
O-ring sealed T-match for long 


WIND 
AREA 


Pivown | sosan | ssc | sea | 


ic, hg |) 


MISSSBEM \ .coscecatadvecsniness $149 
The M2 2M9SSBFM is a short- 
boom, computer optimized 
beam antenna for 2m operation. 
It can be tuned for the SSB or FM 
portion of the band. Features all 
stainless steel hardware (except 
U-bolts), and M2’s unique, weath- 
erproof, gel-filled and O-ring 
sealed driven element module, 
offering years of trouble free ser- 
vice in all weather conditions. 


Orders: (800) 272-3467 


BMD Zit issecescssiesace Savepakaoens .- $209 
The M2 2M12 is a computer opti- 
mized beam antenna for 2m op- 
eration. The antenna is designed 
for maximum gain and clean 
pattern, making the antenna a 
great choice for stacking. Features 
all stainless hardware (except 
U-bolts), and M2’s weatherproof, 
gel-filled and O-ring sealed driven 
element module, offering years of 
trouble free service. 


ZMSWL .......cscccesscssssesesevees S249 
The M2 2M5WL is a long-boom, 
computer optimized beam an- 
tenna for 2m operation. Designed 
with the serious weak signal op- 
erator in mind, it provides excel- 
lent gain with minimum weight 
and wind load, yet will survive 100 
MPH winds. Features all stainless 
hardware (except U-bolts), and 
M2's weatherproof driven ele- 
ment module for long life. 


M2 2M MONOBAND BEAM ANTENNAS 


F-B BEAM- TYP. POWER 
VSWR HANDLING 


BADRIC: AIOTH 


COAX 
CONN. 


BOOM TURNING 
LENGTH RADIUS 


WIND 
SURVIVAL 


2ZM18XXX .....cccecscrrrrsseees 9299 
The M2 2M18XXxX is a long-boom, 
computer dptimized beam anten- 
na for 2m operation. The antenna 
has been widely used for EME and 
other weak signal applications in 
24 or more antenna arrays. Fea- 
tures all stainless hardware (except 
U-bolts), and M2’s weatherproof, 
gel-filled and O-ring sealed driven 
element module, offering years of 
trouble free service. 


WIND 
AREA 


WEIGHT 
(LBS.) 


UNIT 
PRICE 


Se A 


Per] 
Pe [ews | iar | oom [ovenae [x [os | romm | art | anes | se 
EE BBE Re 


Local: (972) 422-7306 


sales@texastowers.com 


it MU a Ge eEirsstesccvecsctvcevee $159 
~The N 1 440-18 is a 70cm beam 
antenna, computer optimized 
- for excellent pattern and good 
_ gain across its entire bandwidth. 
It can be mounted vertically or 
~ horizontally, and can be stacked for 
_ additional gain. Excellent for ATV, 
OSCAR, FM, and tropo DX. Supplied 
-withall stainless steel hardware (ex- 
4 cept for U-bolts) and M2’s weather- 
_ proof, gel-filled and O-ring sealed 
_ driven element module. 


¥. ia 
+ a 


FREQUENCY 
COVERAGE 


3 


Be AMCP IAS oi ccc.cssccrccvcsserssee $209 
The M2 2MCP14 is a medium 
performance, circularly polar- 
ized 2m antenna, designed for 
satellite operation, but also 
works well for ATV, FM and tropo 
DX. Supplied with all stainless 
hardware (except U-bolts), and 
M2's weather-proof, gel-filled 
and O-ring sealed driven ele- 
ment module. 


ELE- GAIN 
MENTS (DBD) 


ANTENNA 
MODEL 


FREQUENCY 
COVERAGE 


2 : 
0 ¢ 


440-21 ATV weee$179 


_ The M2 440-21 ATV is the ultimate 


ATV antenna, computer and range 
optimized to assure high gain and 
excellent pattern across its band- 
width. Lightweight, yet sturdy 
design includes all stainless hard- 
ware (except U-bolts), triple sealed 
balun connectors and gel-filled 
and O-ring sealed match. The an- 
tenna can be mounted vertically or 
horizontally—perfect for OSCAR, 
FM, and tropo DX. 


432-9WL ; sseee $219 
The M2 432-9WL is a long-boom, 
70cm beam antenna, optimized 
for stacking. But, even when used 
individually, its radiation pat- 
tern and gain are excellent. The 
antenna’s simple and sturdy me- 
chanical design, all stainless steel 
hardware (except U-bolts), and 
M2’s weather-proof, gel-filled 
and O-ring sealed driven element 
module offer reliability through 
weather and time. 


M2 70CM MONOBAND BEAM ANTENNAS 


BEAM- 
WIDTH 


TYP. 


RATIO VSWR 


436CP30 ..cccccccsssesveeseseeee S299 
The M2 436CP30 is a medium 
sized, yet high performance cir- 
cularly polarized 70cm antenna 
with a remarkably clean pattern. 
Designed for satellite, but works 
well for ATV, FM, and tropo 
DX. Supplied with all stainless 
hardware (except U-bolts), and 
M2’s gel-filled and O-ring sealed 
driven element module. 


POWER 
HANDLING 


COAX 
CONN, 


BOOM 
LENGTH 


TURN 
RADIUS 


WIND 
SURV. 


432-13 WLA ..cceees 

The M2 432-13WLA isalong 
70cm beam antenna, designed 
specifically for stacking. Used in a 
4-Yagi array, the antennas would 
provide 23 dBd of gain. Designed 
for outstanding performance 
and long term electrical and 
mechanical integrity—features 
all stainless hardware (except 
U-bolts), and M2’s weather- 
proof, gel-filled and O-ring 
‘sealed, driven element module. 


WIND 
AREA 


WEIGHT 
(LBS.) 


UNIT 
PRICE 


| SOMPH | 33sqft. | 2(UPS) | $169 _| 


__ | 100 


Partemate {ire [som | tower | sesan | sus | 6159 _| 


_S (UPS) _ 


| *N'female | 21’ | 106" | 100MPH | 16sqft_| s(uPs) | $219 _| 
“N'female | 308". | 15'4" | 100MPH | 25sq.ft | 10(UPS) | g299 | 


x 
OR-2800PX .cccocesceseeseveess $1329 
The M2 OR-2800PX is a powerful 
and reliable heavy duty antenna 
rotator capable of handling mul- 
tiple HF antennas or large VHF/ 


M2 VHF/UHF CIRCULARLY POLARIZED BEAM ANTENNAS 


F-B BEAM- TYP. POWER 
RATIO WIDTH VSWR HANDLING CONN. LENGTH RADIUS SURV. 


| 2mepra | 143t4amHz | 14 [102 | 2008 | s2rcir | 131} isoow | “nvr | ioe | 64" | roomed | 1.1sa.ft.| 6(uPs) | $209 | 
P 2mcp22 | iaataamyz [22 | 123c] 2508 | 3ecie | 13] 1s00w | “nF | 187" | 10 | 1ooMmPH] 25sq.ft,| 13(UPS) | sane | 
x 3 


COAX BOOM TURN WIND WIND WEIGHT UNIT 


AREA (LBS.). PRICE 


yacciaemne [20 | 133 | 200e | eso [ian soo | -we | ave | 122 [roommu| rosa] ours | 5250 | 
Poses [ ez [12a | iscow | wir] seer | 17 [toomen [3.3sa te [170s | $308) 
Psat [ eze [12s | rsoow | we | aor | 2¢ | roompn| 42sa | 23000s)| 5009 
parazene [30 | 152 | 2145 | e267 | 120 | 1s00w [one | 2am | 1210 | voommn | aasa.n. | 12 UPS) goss] 


Paszaaomnz [30 [raze | 22ae | arene | 143] coow | wr] 99 | «10 [room] rear. | 51u0s | 299 | 
ax | 16a | 258 [are [rar | ro00w [vir | vero | 116" [roomn| asa. (ues) | s5ae) 


Orders: (800) 272-3467 


Local: (972) 422-7306 
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UHF arrays. It features a preci- 
sion worm-gear drive (which 
can’t be reversed by mast 
torque), non-slip ductile iron 
mast clamps, prop-pitch style 
torque plate, large drive plate 
for masts up to 3 inches in di- 
ameter, and heat treated steel 
gear train. The controller fea- 
tures manual controls, plus 
heading preset, 10 program- 
mable presets, programmable 
ramped start and stop, 1/2 degree 
target accuracy, and an RS-232 
port for complete computer con- 
trol and integration with popular 
tracking programs. 


brake torque wericscsssscteeessseeseesensuset 7,000 inch Ibs. 
maximum vertical load.. 
cable requirement...... 
mast sizes accepted... 
readout resolution 
readout accuracy.. 
rotation range... 
rotation speed... 
rotation torque. 
starting torque. 
voltage input... 
control weight.. 
motor weight... 
wind load capac 


70-90 seconds 
«2500 inch Ibs. 
. 3500 inch Ibs. 
110 or 220 VAC 
10 pounds 


99B2 seccorserossesovsssnensosarisce’SO29 
The MFJ 9982 is a high power 
HF antenna tuner. Using an 
air core roller inductor and air 
core variable capacitors, the 
tuner handles 2500 Watts con- 


tinuous carrier, on all HF bands. ° 


The tuner has a wide matching 
range, and features a 6-position 
antenna switch, 4-core balun, 
built-in 1500 Watt dummy load, 


illuminated peak/average cross 


needle SWR/Wattmeter (simul- 
taneously reads forward power, 
reflected power, and SWR with- 
out calibrating), 3-digit turns 
counter, and more. 


band COVEraGgE seeseecsetsnseeenseeneesnne saseene 1.8-30 MHZ 
connectors 39s (accepts PL-259s) 
dimensions 15.8" Wx 7" Hx 15.8" D 
power ratin ... 2500 W, continuous 
WEIGH. ...csuisacconaeie ee elena wwe 5 pounds 


OD iissdiscseses assdecavipaonectene> 19 
The MFJ 969 is a 300 Watt an- 


tenna tuner covering the 160-6 
meter bands. It features an air 
core roller inductor with self- 
wiping contacts, mechanical 
roller inductor counter, built-in 
heavy duty 4:1 balun, eight posi- 
tion antenna switch, built-in 50 
Ohm dummy load, illuminated 
cross-needie SWR meter which 
simultaneously indicates for- 
ward and reflected power as well 
as SWR—all without the need 
for a time consuming calibra- 
tion procedure. The tuner will 
match virtually any antenna or 
mobile whip. 


DAN COVELAGE ....ssseccccersessseserssnserenesnsvss 1.8-60 MHz 
.- 5O-239s (accepts PL-259s) 
9.5" W x 3.5" Hx 10.5"D 


power rating .. 
weight 


Orders: (800) 272-3467 


989D vapenecapesccssoiigossebsvese ooo ‘ 


The MFJ 989C is a high power 
HF antenna tuner. Using an 
air core roller inductor and 


two transmitting capacitors © 


to minimize SWR, the tuner 
features an illuminated cross 
needle meter, three digit roller 
inductor counter, and more. 
The meter simultaneously 
reads forward power, reflected 


power and SWR—all without a> 


calibration procedure. Inter- 
nally, a 300 Watt dummy load, 
current balun, and 6 position 
coax switch are integrated for 
increased versatility. 


band COVEraGgE -isssssssesnenensenneennnens 18-30 MHZ! 
0-239s (accepts PL-259s) 
10.8" Wx 4.3" Hx 15"D_ 

5 3000 watts PEP 


DAD Eire ccssedssssccsedsstsececess DO 
The MFJ 949 is a 300 Watt T- 
circuit antenna tuner, covering 
the 160-10m bands. It features 
a built-in heavy duty 4:1 balun, 
peak and average reading cross 
needle SWR meter which si- 
multaneously reads forward 
and reflected power as well 
as SWR—without a calibration 
procedure in either 300 Watt 
or 30 Watt full scale settings, 
built-in 300 Ohm dummy load, 
eight position coax switch, and 
more. The tuner will match 
almost any antenna or mobile 
whip fed with balanced line or 
coaxial cable. 


DAN COVELFAGE oresccssseccssseecsseessnusccssnesesnney 1,8-30 MHz 
connectors...... ...SO-239s (accepts PL-259s) 
GIMENSIONS veesssssseseecsssssseesssnnvessens 10"W x 3"Hx7"D 
POW FACING covecias usissiczsossadiesdresoncecsbesscarepeesensoss 

weight 


Local: (972) 422-7306 


DEG pepsccicrsscrscsiecabjreserter Gal ® 
The MFJ 986 is a high power HF 
antenna tuner. It uses a wide 
spaced, silver plated roller 
inductor and a single differen- 
tial transmitting capacitor so 
minimum SWR can be tuned 
by using only two controls. The 
tuner features an illuminated 
cross needle SWR meter (which 
simultaneously reads forward 
power, reflected power, and 
SWR without a calibration 
procedure), three digit induc- 
tor counter, built-in current 
balun, internal six position 
coax switch, and more. 


10.8"Wx45"Hx15"D) 
-3000 watts PEP 


QAR We ccsivchscessevsaagnestapbosteree ke 
The MFJ 948 is a 300 Watt T- 
circuit antenna tuner covering 
1.8-30 MHz. It is identical to 
the 949E, except without the 
internal dummy load. Features 
a peak and average reading 
cross-needle meter which si- 
multaneously reads forward and 
reflected power as well as SWR 
without the need for a time con- 
suming calibration procedure, 
a built-in eight position coax 
switch, heavy duty 4:1 balun, 
and more. The tuner will match 
almost any antenna or mobile 
whip fed with balanced line or 
coaxial cable. 


Band COVEFAGE vessssossssrnnnneceratenectesssadeerees 1,8-30 MHz 
CONNECTOFS....0-+ ..90-239s (accepts PL-259s) 
dimensions...... 10.3" W x 3.3" Hx 7.5" D 
DOWGR TAT G acsadicocasrresssecpcctiosesivestaons sasvsested 


sales@texastowers.com 


air cooled roller inductor and 
two transmitting capacitor 
to minimize the SWR of any 
antenna. The tuner features an 
illuminated cross- needle SWR 
meter (which simultaneously 


reads forward power, reflected — 


power and SWR without a cali- 


bration procedure), a built-in 


4:1 balun, and a six position 


coax switch for increased versa- — 


tility. The MFJ 962D is ideal for 


_ use with the Ameritron AL-811 


and AL-811H amplifiers. = 
band coverage..... iaith 

connectors.. -SO-239s (acc PL-259s 

dimensions. ‘ 

power rating ...e 1500 watts PEP 
WEIGHT .crseeessonse 


QATE vicciccctncssccnetnpeauneeeee mae 
The MFJ 941E is a 300 Watt HF 
antenna tuner covering 1.8-30 
MHz. It features a 12 position 
air wound switched inductor, 
illuminated cross-needle me- 
ter which simultaneously in- 
dicates forward and reflected 
power as well. as SWR in either 
300 Watt or 30 Watt scale— 
without a time consuming 
calibration procedure, a built- 
in eight position coax switch, 
and a built-in 4:1 balun. The 
tuner accepts balanced line, 
coaxial cable and single wire 
antenna inputs and will tune 
most any antenna. 


band coverage... Bibs 1. 1,8-30 MHz 
"s0- 239s (accepts PL-259s) 


dimensions...... we 10.6" W x 2.8" H x7" D. 
POWET: FACING sossossersessnnatonnoestensentttnsseneenpeetesnsbonives 300 W 
WIQNt. ...ncocmssasncotsdrocaaal Linea 


962D er 
The MFJ 962D is a high power — 2 
HF antenna tuner. It uses an i 


300 watt HF antenna tuner 
‘designed for mobile opera- 
tion, covering 1.8-60 MHz. 
- This T-circuit tuner features an 
- illuminated (requires 12 vDC 
_ source, power cord provided) 
| cross-needle SWR meter which 
simultaneously reads forward 
power, reflected power and 
~ SWR—all without a calibration 
| procedure. The tuner will match 
virtually any transmitter to any 
mobile whip, as well as almost 
any fixed station antenna, such 
asa dipole, long wire, or vertical 
antenna fed by balanced line or 

cobxial cable. 


band Coverage vemsssetsseussneinsenennsen 1.8-60 MHZ 

— COMMECLONS 4:-sts.4e101-0 SO-239s (accepts PL-259s) 

© DIMENSIONS ..ssesnscssntnesesuserene 8" WX 2" HX 6" D- 
2 OS) Se, SE 300 W 
WEIGH sa ssesssterstterenrsnaonnsoenionatevseestencnenee 2 pounds. 


AF) 945E is a compact 


bo38 


«0 $229 


.The MFJ 993B is the world’s first 


dual power auto tuner, covering 
1.8-30 MHz. It handles 300 Watts 
with a huge tuning range of 
6-1600 Ohms, or 6-3200 Ohms 
in the 150 Watt setting! Features 
an illuminated cross-needle 
meter (which simultaneously 
indicates forward and reflected 
power, and SWR—without cali- 
brating), 20,600 tuning memory 


channels for faster tuner setting 


recall, 2-position antenna switch, 
built-in 4:1 current balun, and 
more. A two-line LCD display 
indicates forward or reflected 
power, SWR, L/C settings and 
other information. 


band COVETAGE ....ccccsesssnssensssseensnserssenee 1.8730 MHZ 
COMMECEOLS ..serseveserevsseere SO-239s (accepts PL-259s) 
AIMENSIONS sessessseeessensenserre see 2.8" HX 10"W x 9" D 


eaibbeigeees 300 W, maximum 
Kish sheistibanciacnie, 3:9 DOURGS 


POWET FAatiNg ....-00» 
Weight .......ceneseanoid 


259B...$259 
The MFJ 259B 
is an HF/VHF 
i antenna ana- 
lyzer. This 
handy test 
instrument 


an antenna 
feed point, 
and gener- 


ates alow level RF signal indicated 


by the built-in frequency counter. 
Features a tuning control which 
allows sweeping the output fre- 
quency to find minimum SWR 
and specific feed point resistance 
simultaneously. It covers 1.8-170 
MHz, and uses 8 AA batteries; mea- 
sures 4" W x 6.8" H x 2.5" D. 


1 31 2D Secor esereereesereeeeoee $1 5.95 
AC Adapter for indoor use. 


Gisac cr teuns tonenscens seen 24.95 
Dip Coils for the MF) 259. 


29C, Carry Case.......... $24.95 
Carry pouch with window. 


connects to 


; 269 in.$339 
The MFJ 269 
isan HF/VHF/ 

-UHF antenna 
analyzer. ‘It 
includes’ ‘all 
the features 
of the popu- 
lar MFJ 259B, 
and much 
more. In- 
cludes built-in Ni-Cad and Ni-MH 
battery charging circuit and MF)’s 
new 12-bit A/D converter. The 
MFJ 269 can be used to measure 
antenna SWR, feed line loss, feed 
line velocity factor, distance to 
short or open, SWR, return loss, 
reflection coefficient, and more! 

Accepts “N” male connector, 
supplied with “N” male to UHF 

female adapter. Covers 1.8-170 

and 415-470 MHz, and uses 10 
AA batteries; measures 4" W x 

6.87.4: X25" D: 


pile» bee er A teiudebecdeas USD 
AC Adapter for indoor use. 


BPMN issetcccacgvacepiccucccecescess -- $69 
The MFJ 250 is a 50 Ohm oil 
filled dummy load. It is rated 
for 2000 watts PEP for 10 min- 
utes. SWR is rated 1.2:1 at 30 
MHz, increasing to 2:1 at 400 
MHz. With removable vent cap, 
S$O-239 input connector, and 
carry handle. Supplied with 
PCB-free transformer oil. 


The MFJ 264 is a 50 Ohm air 
| cooled dummy load. SWR rated 
1.1:1 at 30 MHz, usable up to 
650 MHz. Rated to handle 100 
watts continuously, or up to 
1000 watts for 10 seconds. 
Measures 3"H x 3"Wx 9"D, with 
$0-239 input connector. 


Orders: (800) 272-3467 


The MFJ 1704 is a fe loss, 
cavity type 50 Ohm coaxial 
switch. It has a single input 
and four separate outputs, all 
SO0-239. All unused positions 
stay grounded for added pro- 
tection. A replaceable surge 
absorber protects against static 
discharge. It handles a full 2500 
W PEP with extremely low SWR. 
Isolation is better than 60 cB at 
30 MHz; 50 dB at 500 MHz with 
very low insertion loss. 


The MFJ 1702C is a two position 
coax switch similar to the 1704 
shown above. Now includes 
lightning surge protection. 


Local: (972) 422-7306 


RO OG eirircssnscunashstscpicuasthvehacs $89 
The MFJ 1700C 
isa six-position 
antenna/trans- 
ceiver switch. 
Allows you 
to instantly 
select one of 
six antennas 
and one of six 
transceivers. 
Handles 2 kW PEP, covers 1.8-30 
MHz. Built-in surge arrestor helps 
protect your gear. All connectors 
are SO-239, and unused positions 
are automatically grounded. Mea- 
sures 6.5" H x 4.8" W x 3" D. 


The MFJ 1701 is a six position coax 
switch. Covers 1.8-30 MHz and 
handles 2 kW, PEP. Unused posi- 
tions are automatically grounded. 
All connectors are SO-239 type and 
are connected from the bottom 
of the switch, so it can be conve- 
niently wall mounted. Measures 3" 
H x 10" W x 1.5"D. 


sales@texastowers.com 


3 eat 
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MAG ciuiccctcareens sereeeseeers 959.95 
The MFJ 1116 is a fused and DC 
bypassed DC multi-connect. Pro- 
vides 8 pairs of heavy duty binding 
posts that will handle a total of 
amps. Built-in 0-25V voltmeter, 
fuse holder and illuminated power 
switch. Measures 12.5" W x 2.8" H 
x 2.5" D. With connected 6' heavy 
duty 8 gauge color-coded power 
cable, with ring terminals. 


Similar to the 1116, described 
above, except without the voltme- 
ter, fuse holder or power switch. 


-$84.95 
Not pictured. Similar to 1116, but 
with two sets-of posts rated for 35 
amps, total, plus 6 additional sets 
rated for a total of 15A. 


B24 icccrccccssosectunsgovacegents GED 
The MFJ 4245 is a compact, 
variable voltage switching DC 
power supply, providing up to 45 
Amps. Specifically designed and 
filtered to eliminate RF noise. Full 
over-voltage and over-current 
protection keeps your con- 
nected equipment safe. Features 
separate backlit amp and volt 

_ meters, front panel voltage con- 
trol. Front panel mounted bind- 
ing posts and cigarette lighter 
socket are provided, as well as 
a pair of quick disconnects on 
the rear panel. 


OUTPUT VOITAGE .nnsececccsecssssenssnsessnsseensteneanesoer 9-15 vDC 
output current. ..40 A continuous, 45 AICS 
INPUT VOITAGE ...-..scssereescarsnsees 85-135, 170-260 vAC 
ripple/regulation....< 35 mV p-p / 1.5% full load 
SIZE i sccesteat 4.8" Hx 7.5"W x 9" D, 5.5 pounds 


BOT SIV acssssscasatecrsotined badieaae sveve 999 
The MF) 1275 is a computer sound 
card interface for operating all 
digital modes, like PSK-31, Packet, 
APRS, AMTOR, RTTY, SSTV, CW, high 
speed CW meteor scatter and many 
others. It also features CW and SSB 
memory keyer modes. Provides 
fully automatic operation with 
audio and push-to-talk control. 
Matches sound card audio, elimi- 
nates ground loops and provides 
microphone override. Internal 
jumpers program wiring for any ra- 
dio with a round 8-pin mic plug (the 
M model is for rigs with modular 
mic plugs). Bypass switch lets you 
quickly return to normal computer 
operation. Supplied with RS-232 
and audio cables, power supply, 
anda CD witha collection of popu- 
lar digital mode shareware. 


ei 


o> 


ee Re 2D 


4035MV Peo oeeseeresoraroseseaoeseese $1 39 
The MFJ 4035MV is a variable 


voltage power supply, providing | 


up to 35 amps of current. A super 
heavy duty transformer allows the 
power supply to run at 30 amps 
continuously. Fully regulated with 
over-voltage and over-current 
protection to protect your gear. 
Equipped with separate amp and 
volt meters. The front panel has a 
pair of heavy duty binding posts, 
two pairs of quick-disconnect ter- 
minals, a cigarette lighter jack, fuse 
holder, illuminated power switch 
and variable voltage control. 


OULPUt VOITAGE) ..ssssssscrsssvscnsenreecsesansnsbeseyereens 1-14 vDC 


output current. 
IMPUb VONAGE os. ncsscoscoussasscassetbgoteabsanninet tok 
ripple/regulation.......< 30 mV-p-p / 1% full load 


SIZE sac tirecctemnels 4.8" Hx 8" W x 11.8" D, 20 pounds 


407D, CW Keyer .p.esscccosssseeeeee $79 
1312D, AC Adapter.......... $15.95 
The MFJ 407D is a CW keyer, featur- 
ing the world-famous Curtis chip 
allows even novices to send perfect 
CW. Offers front panel controls for 
volume, speed, weight and tone, 
as well as a tune button. Keys tube 
and solid state rigs. Built-in speaker 
for sidetone. Can be powered with 
an internal 9V battery, or optional 
1312D AC adapter. Measures 1.8"H 
x 5.8" W x 4.8" D. 


401D, Compact Keyer ..... $69 
Compact version of the MF) 407D 
described = 
above. With- 
out tune but- | 
ton. Tone and weight controls are 
via internal pots which can be 
adjusted with a small screwdriver. 
Measures 1.8" H x 4" W x 3.3" D. 


BD DB iy cacvassassbsiactedsserstgahn 1 OF 
The MFJ 4125 is a compact, 
switching DC power supply, 
providing up to 25 amps of 13.8 
vDC power. Perfect for power- 
ing any of the popular 100 watt 
HF transceivers. Specifically 
designed and filtered to elimi- 
nate RF noise. Full over-voltage 
and over-current protected. A 
whisper quiet internal fan keeps 
the power supply cool. Features 
front panel mounted binding 
posts for high-current loads and 
rear panel mounted push-on ter- 
minals for low-current loads. 


output voltage... 1 ceucabnieorlooe ae Ee 
output current.. 25 A continuous, 20 AICS 
INPUt VOITAGE .......eeerseseerseee0e 85-135, 170-260 VAC 


tipple/regulation...< 35 mV p-p/.51% full load 
SIZE ...csssrnereee 2.5" HX 5.5" WX 5.8" D, 3.5 pounds 


422D, Keyer/Paddle......$179 
1312D, AC Adapter ....$15.95 
The MFJ 422D is a CW keyer/ 
paddle combination, built on the 
popular Bencher BY-1 iambic CW 
paddle. The keyer portion is inter- 
nally identical to the MFJ 401D, 
described below. Can be powered 
by an internal 9V battery, or with 
the optional 1312D AC Adapter. 


ad 


564, lambic Paddle.... 


$69.95 
564B, lambic Paddle..$69.95 
The 564 is an iambic CW paddle, 
with heavy chrome-plated base 
and red Lucite™ paddles. The 564B 
has a black crinkle-finished base 
and clear Lucite™ paddles. 


eke) te 


The MFJ 4312 is a linear 13.8 
vDC power supply. Tradition- 


al design uses‘a heavy duty 


transformer to provide up t 


12 amps of current, perfect 
for powering a mobile 2m or 


2m/70cm dual-band trans- 


ceiver. The power supply is — 
fully over-voltage and over-— 
current protected, to keep — 
your connected equipment — 
safe. Equipped with front panel 
mounted binding posts and > 
cigarette lighter socket foreasy _ 


DC power connections. s 


OUtPUt VOItAGE secsccsntsesnseren snd 
output current...........10 A continuous., 12 AICS 
INPUt VOItAGE ..reseesescerersenens joaeetcten Naat eee 10 vAC. 
ripple/regulation.......< 30 mV p-p/ 1% full load 
she SS 4.8" Hx 8"Wx 10.3"D, 13.5p 


418, Code TUtOF ......s0000000009 89 
26B, Soft Case.....cceeeseeee 99,95 
The MFJ 418 is a pocket-sized 
Morse code tutor. Beginner's 
mode uses ARRL format to learn 
small groups of characters. New 
character groups are gradually 
added until all are learned. Prac- 
tice copying sent code and then 
instantly check your copy on the 
LCD display. MFJ’s Word Recogni- 
tion Mode helps you recognize 
hundreds of common words in- 
stead of hearing them as individ- 
ual letters. Includes volume and 
pitch controls. Speed is instantly 
adjustable (3-60 WPM). Powered 
by an internal 9V battery (not in- 
cluded). Measures 2.3" H x 3.8" W 
x 1" D, weighs only 5 ounces. 


ast ~" cant 
Kas stowers.c D 


‘ar ne ' 


43 1 2 oop vecksavennt seh enn eae. 7 


lial wane $129.95 
The MFJ 870 is a high-power 
_ SWR/watt meter, covering 1.6- 
. 60 MHz. It has a large 3-1/4" x 
1-1/4" illuminated meter, and 
_ is switchable between 30, 300 
and 3000 Watts, full scale, peak 
_ oraverage. Reads forward or re- 
_ flected power or VSWR. Housed 
in an all-metal cabinet with an 
injection molded front panel, 
_ it will look at home next to any 
transceiver. Supplied with a DC 
_ cord to provide power to the 


‘ Back Hight lamps. 
Heacnauey TANGE ssenersnesnnreeneeenses 16-60 MHZ 
© ACCUFACY sasssrsnsrenernrnnnneneneneneneneseen +10% (AVG) 
minimum SWR tens cet ewes av taresesee 3 watts 


a pen itrs RCRD 6 Be ED 
© iMSETtIOM 1OSS.resrcsesnsseenee 


BOD pedis cwstictlececacaicciniss $59 
Cross-needle SWR/watt meter, 
covering 1.8-60 MHz. IIlumi- 
nated movement reads forward 
power, reflected power and SWR 
simultaneously—without the 
need for calibration. Measures 
2.3" Hx 4.5" W x 3" D. 


te PISA Se Ba 
Similar to the MFJ 860, shown 
above, except covers 2m/220 
MHz/70cm, with a single sensor. 
Measures 2.5" H x 5.8" W x 2.3" D. 


BGA icicsdrissnreatineisacysece $99 
Similar to the MFJ 860, shown 
above, except covers 1.8-60- 
/144/440 MHz. One sensor for 
1.8-60 MHz and another for 
144/440 MHz. Measures 2.5" H x 
73 Xoo os 


soeeeeeces 


$69 


VOS Goss cbbierentveionnteinin $24.95 
The MFJ 105C - 
isthe world’s” 
most popu- 
lar ham 
radio wall - 
clock. True 
24-hour 
quartz move- 
ment. Huge 12" black face with 
white numerals for high visibility, 
with attractive gold hands. 


POT Biccgnrerrecheksceenss $12.95 
The MFJ 107B is a 
24-hour digital UTC 
clock. Large 5/8" 
LCD numerals with 

brushed aluminum frame. Mea- 

sures 2" Hx 2.5"Wx 1"D. 


Dual time version of the MFJ 


clock can be 
set for local 

time, the other for UTC. Measures 
2"Hx4.5"Wx 1"D. 


DAB iscivaphcaduasonsesabadeeeenee eee 
The MFJ 118 is a jumbo-sized 
digital clock. It has huge 1.3" 
high-contrast LCD digits, mak- 
ing it easy to read. Also has date 
and day of week display. Can be 
used in 12-hour or 24-hour mode. 
Measures 2.5" H x 5.8" W x .5"D. 


125, DX’ers Clock.......$34.95 
The MFJ 125 is 
a 12" analog 
24-hour 
wall clock 
featur- 

ing three 

smaller in- 
dependent di- 
als for 12-hour time, day of week 
and date. No more confusion 
while logging DX! 


1798....$279 
The MFJ 1798 
is a ten band 
half wave vertical an- 
tenna. Like the 1796, 
it’s a ground inde- 
pendent half wave, so 
no radials or ground 
plane are needed. 
The antenna is very 
efficient because it’s 
end loaded with the 
feed point at the top, 
so the entire antenna 
radiates power. The 
1798 offers alow angle 
of radiation, uses no 
traps, achieves 
a close 50 Ohm 
match across 
the bands, and 
requires no 


switching. 
bands......... 80/75, 40, 30, 20, 17, 15, 12, 10, 6, 2m 
bandwidth (2:1 SWR)....ccssssssssssseees varies by band 
oo ae ee ees .20 ft. 
power rating... "1500: watts PEP 
WOIQHE.<.sacissssshtacespspeboenergnny eae ..18 pounds 


Orders: (800) 272-3467 


The MFJ 1796 is 
a six band half 
wave vertical anten- 
na. Since it’s a ground 
independent half wave, 
no radials or ground 
plane are needed. It’s 
ideal for limited space 
situations like con- 
dominiums, apart- 
ments, and portable 
use. The antenna is 
very efficient because 
it is end loaded, so 
the entire antenna 
radiates power. It uses 
no traps, and 
achieves a close 
50 Ohm match 
on all bands, 
with no band 
switching. 


40, 20, 15, 10, 6, 2m 
sano Varies by band 
ae MELINA 12 ft. 


DaNd COVEFAGE evvseceecssesvseeeenseene 
bandwidth (2:1 SWR) 


height .:ssccsssutaasipieeeete 
power rating w. 1500 watts PEP 
WIN. .s+sssesprondessainesroceteccd eamseaien Somnaabaey 15 pounds 


Local: (972) 422-7306 


T7787 GORV piciracsewvecsceins ese $49 
The MFJ 1778 is a GSRV multi- 
band wire antenna, covering 10, 
, 127 15,17; 20, 
30, 40, and 
80m. The an- 
tenna is 102' 
long, with a 
32.6' lead in, 
constructed 
of 450 Ohm ladder line. An 8-10 
turn coax balun is required, which 
would use an additional 10' of 
whatever feed line is connected. 
A manual antenna tuner is rec- 
ommended for use with all GSRV 
type antennas. Can be used as a 
horizontal dipole, an inverted V, 
or a sloper. Handles 1500 Watts. 
No assembly required. 


1778M, GSRV IR.,.......000.e0000 $45 
Shortened version of the MFJ 
1778 shown above. Covers 10, 
12, 15, 17, 20, 30, and 40m. The 
antenna is 52' long, with a 17' 
lead in. Handles 1500 Watts. No 
assembly required. 


sales@texastowers.com 


912, W9INN Balun...........0. $65 
The MFJ 912 is a remote balun 
box. Converts unbalanced coax 
line to balanced ladder trans- 
mission line. Rugged aluminum 
housing contains a huge two- 
core 4:1 balun, wound with Tef- 
lon™ wire attached to heavy-duty 
ceramic feed-through insulators. 
Handles 1500 W. Measures 2.3" H 
x 3.3"W x7" D. 


918, 1:1 Balun............ $29.95 
The MFJ 918 is a true 1:1 cur- 
rent balun/center 9" 


insulator. Forces 
equal antenna ‘ 
currents in dipoles % 
for superior perfor- n 
mance. Reduces feed ay 
line. radiation and field 

pattern distortion, as well as TVI, 


RFI and RF hot spots. 


om, om 


PALSTAR 


AT 1KP.....cccsccescesecsessessereesees $409 
The Palstar AT1KP is a 1200 W 
. antenna tuner covering 1.8-30 
MHz. Its differential design uses 
only two knobs for tuning. Both 
are large, offering super smooth 
control of the capacitor and the 
inductor. The tuner features a built- 
in 4:1 balun, 6-position antenna 
switch and a backlit cross-needle 
peak/hold SWR-wattmeter, which 
displays forward power, reflected 
power, and SWR—simultaneously. 
Peak or average power can be 
_ shown, switchable between 300 
and 3000 W full-scale readings. 


swe 18-30 MHZ 
1200 W, PEP 


Frequency range. 
Power handling 
INPUT CONNECEOF severeeren: 
Output connectors 
Dimensions........ i 
WEI GI os. cossseinesssnetastssciaceepeat i ioaene 8 pounds 


PALSTAR 


The Palstar AT-AUTO is a 1.5 kW 


automatic antenna tuner. It has 
a large, backlit 2-line LCD display 
for reading the status of antenna 
feed, frequency, and tuner memory 
channel. A custom built capacitor 
for differential tuning and acustom 
built ceramic body roller inductor 
assures an accurate match to any 
antenna. The tuner also includes 
a cross-needle peak/hold SWR- 
wattmeter, which displays forward 
power, reflected power, and SWR— 
simultaneously! 


FLeQUENCY FANGE...cscsssssseseeereesesrnensesvesse 1,8—30 MHz 
Power handling........... 
Tuner memory channels 
TUNING tIME .........sseeeeees 

Input voltage... 
Input connector..... 
Output connectors... 
Dimensions....... 


..5SO-239, binding posts 
5.5"Hx 12.5"W x 16"D 
25 pounds 


Orders: (800) 272-3467 


AT1500DT.......cererevererereeeeeeee 9469 
The Palstar AT1500DT is a full power 
antenna tuner covering 1.8-30 
Mhz. Differential design with single 
tuning capacitor control. Capacitor 
and inductor controls are large and 
smooth, offering precise tuning. 
The tuner features a built-in 4:1 
balun, 6-position antenna switch 
and an illuminated cross-needle 
peak/hold SWR-wattmeter, which 
displays forward power, reflected 
power, and SWR—simultaneously. 
Peak or average power can be 
shown, switchable between 300 
and 3000 W full-scale readings. 


venue 18-30 MHZ 
1500 W, PEP 
“nSO-239. 


Frequency range... bi 
Power handling....... 


Input connector...... 
Output connectors nding, posts. 
Dimensions 45" HX 12. 5"Wx11.5"D 


WE IGINES 3: isactesesorsaytastorercs onset toeeeerrertres 11.5 pounds 


BT-1500A ........0000 siitelarcseist SOTO 
The Palstar BT-1500A is a legal 
limit balanced line tuner cover- 
ing 1.8-30 MHz. Features relay 
switched Hi-Z/Low-Z impedance 
range, relay switched HI-C/ 
Low-C capacitor range, built-in 
1:1 ferrite balun. Also includes a 
backlit cross-needle peak/hold 
SWR-wattmeter, which displays 
forward power, reflected power, 
and SWR—simultaneously! Meter 
reads peak or average power, and 
is switchable between 300 and 
3000 W PEP full-scale readings. 
Supplied with a wall transformer 
for meter backlighting. 


FEQUENCY FANGE...ccsssascrssocsssassoboneccsbeese 1.8—30 MHz 
Power handiling...... ia 


Input CONMECCOM ..issccccsnsclecltvharamaeee eae SO-239 
OUtPUt CONNECTOSS v....cccssseeeessieessseess binding posts 
Dimensions ........ 6" Hx 13"W x 16"D 
Wel tiiseccteysicenrssccannenes 17 pounds 


Local: (972) 422-7306 


AT-4K... convsvosesensnece POTD 
The Palstar AT-4K is a 2500 Watt 
antenna tuner covering 1.8-30 
MHz. Its T-Match design uses two 
heavy duty variable capacitors 


and a heavy duty roller induc- © 


tor to tune any antenna. The 
tuner has a built-in 1:1 input balun, 


6-position antenna switch, and. 


a backlit cross-needle peak/hold 
SWR-wattmeter, which displays 
forward power, reflected power, 
and SWR—simultaneously. Peak 


or average power can be shown, ~ 


switchable between 300 and 3000 
W full-scale readings. 


Frequency range... 
Power handling. 
Input connector 


PM-2000A .........0seesereeee0008 $149 
The Palstar PM2000A is a cross- 
needle, 
peak-hold 
type SWR/ 
wattmeter. 
It displays 
forward 
power, re- 
flected pow- 
er, and SWR—simultaneously! The 


backlit meter can display either - 


peak or average power readings, 
and is switchable for 300 and 
3000 watt range power settings. 


PM-2000AM........c0r000000000 9149 
Similar to the PM-2000A de- 
scribed above, but designed for 
mobile operation. It is supplied 
with a mounting bracket with 
hardware, and a shielded external 
remote mount sensor. 


FEQUENCY TAMNGC. sessssssvesessnesessesspseeversnsave 1,8-60 MHz 


Power handling.. .... 3000 Watts 
Power ranges... 300 / 3000 Watts 
GOMTIECEONS se ssercrco ds onestoiessetestebos arsunaccrccrsersitt SO-239 
Dimensions... 4.3" HX 4.8" Wx 4"D 
WET EER irasscsetiosrevenseodigrepreadsavcyencenrosten 1.5 pounds 
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AT-5K. eae 2 
The Palstar AT-5K i is a 35 
antenna tuner coverin¢ 
MHz, with reduced Z 
12/10m band. Its T-Match desi 
uses two massive variable capa 
tors and matching roller i 
to tune any antenna. The tu er 
has a built-in 1:15 kW Teflon’ "coax. 
input balun, 6-position antenna ; 
switch, and a backlit cross-needle — 
peak/hold SWR-wattmeter, whi ‘ 
displays forward power, ‘reflected 
power, and SWR—simultan 
Reads peak or. average po 
switchable 300/3000 W full-scale. 


Power handling... 
Input connector.. 
Output connectors 
Dimensions .... 


ZM-30 -ssvvsssssssoosornnnneenntasen $379 
The Palstar 
ZM-30 is an 
automated 
SWR/anten- 
na analyzer 
with an 8-bit 
micro-con- 
troller and 
precision 
low power 
DDS signal 
generator. It 
also includes a self-calibrating 
reflectometer and displays SWR 
at selectable frequencies from 
1-30 MHz on its backlit 2 line 
x 16 character LCD display. It 
measures SWR, impedance, reac- 
tance, inductors and capacitors, 
transmission lines, stubs, Q, and 
resonant frequency. It includes 
a serial port for field-upgradable 
software. The ZM-30 -can be 
powered by eight internal AA 
cells (not included), or any 9-16 
vDC source (requires 200 mA). 
Measures 3" W x 4" H x 2" D. 


t . constructed of a 
r° fiber material which is cov- 
with an extruded copolymer 
providing full U-V protection. 
s nonmetallic constructions of- 
pia complete isolation of the guy 


Blanton 2 are not required! 


“The newest version of Phillystran no 
longer uses the old potting heads 
that made the older version so com- 


- plicatedand expensive. We strongly 


CABLE 
SIZE 


STRENGTH 
RATING 


_lines from the antennas. Guy wire , 


STEEL WIRE 
EQUIVALENT 


PTGI2001_ | 1,200Ibs._ | __3/32" (1x7) 


rechivind installing a short steel 
guy wire leader at the bottom of 
each Phillystran guy line to prevent 
the cable becoming damaged by 


rodents, vandalism or brush fires.’ 


All Phillystran sizes except the 
HPTG1200I are terminated using a 
special Preformed Guy Grip on each 
end. The cable is twisted in-line, 
through one side of the preform. 
The other end of the preform is 
placed through the turnbuckle 
or other mounting hardware and 
then twisted onto the other side 
of the grip. 


yl ‘ = ae — 


Cn i in I : 1200 End Kit 


Phillystran HPTG1200I is termi- 
nated using an end kit which is 
composed of four cable clamps, 
a thimble, and an end cap to pro- 
tect the fibers inside the cable. 


PHILLYSTRAN NON-CONDUCTING GUY MATERIAL 


PRICE 


PER FT. GUY GRIP 


a 
| [Gossow [sor | siees [ef rvsme [ese [ve asa [orm | an [oe | oe 


pee 6,700 Ibs. V/4"EHS | $1.35 


POLYPHASER 


Be . 
se 
Vom? 


Coaxial Protect 

Assure surge voltages and currents 

__ are prevented from being passed 

_ to other equipment. DC blocked, 
low loss, wide frequency range, low 
VSWR, aluminum enclosure. 


IS-50U 
Rated 1 5-400 MHz, 2 kW HF, 375 
W VHF, 125 W UHF. SO-239. 


1S-B50LU-C1, B 
Rated 50-700 MHz, 375 WVHF, 125 
W UHF, SO-239 connector. 


Rated 125-1000 MHz, 375 W VHF, 
125 W UHF. N-female connector. 


Orders: (800) 272-3467 


The Polyphaser IS-RCT is a protec- 
tor for rotators and nearby equip- 
ment. Protection for up to 8 wires. 
Water tight with mounting stud. 


The Polyphaser IS-1TW is a multi- 
stage protector for telephones and 
trunk lines. Handles ring voltages 
to 105 V, surges to 36 kA. 


PRICE 


Local: (972) 422-7306 


END TERMINATION 
THIMBLE 
HPTG1 2001 apr A rl te Made eT Sere FOR TERMINATION 


SHACKLE PRICE 


The Polyphaser PLDO-120USA15A 
is an in line, multistage line pro- 
tector. It offers multi-strike line 
protection, filtering, and proper 
grounding for a.120 VAC line. In- 
cludes two fully grounded outlets, 
power switch, and circuit breaker, 
within a grounded, all aluminum 
enclosure. Handles 15 amps, and 
is equipped with a 15 foot cord. 
Measures 4.8" W x 4"H x 4"D. 


Higher current version of PLDO- 
120USA15A featured above. Han- 
dies 20 amps, and is equipped 
with a 6 foot cord. Measures 4.8" 
Wx 4"Hx4"D. 
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NOTE: 

Be sure to ask for a free end in- 
stallation instruction sheet when 
ordering Phillystran cable. 


PRICE END CAP 


PRICE 


The Polyphaser CU-SPGP is a heavy 
duty grounding plate. Constructed 
of .062" copper plate, mounted ona 
piece of 1/2" plywood. For mount- 
ing protectors and establishing a 
single grounding point for station 
equipment. Supplied with concrete 
anchors, two rolls of 1.5"x 10' cop- 
per grounding strap and two 12" x 
18" copper sandwich bars. 


Low inductance cop- 
per grounding strap. # 
Cannotbefusedopen | 
by lightning. Roll is 25' 
long, 3" wide x #26 & 
AWG thickness. % 


gular section steel tower 
with 1-1/4" legs and 
continuous 5/16" solid 
steel z-bracing. 

45G $249 
Rohn.45Gis an 18" trian- 
gular section steel tower 
with 1-1/4" legs and 
continuous solid steel 
7/16" z-bracing. 


55G $319 
Rohn 55G is an18-1/2" 
triangular section steel 
tower with 1-1/2" legs 
and solid 7/16" braces. 


All Rohn 25G, 45G and 
' 55G tower sections con- 
nect with double bolt 
joints foradded strength 
and are hot-dip galva- 
nized after fabrication 
for long life. Sections 
are all supplied with as- 
sembly hardware. 


SAFETY BELTS 


Miller Safety Belts 

Miller safety belts are con- 
structed of heavy duty webbed 
nylon. They feature steel rein- 
forced eyelets to prevent en- 
largement, and are equipped 
with a heavy duty D-ring on 
both sides for connecting the 
supplied lanyard. The lanyard 
is constructed of heavy nylon 
rope with safety latches on 
each end. These belts are very 
light and comfortable, provid- 
ing many years of safe use. 
Since they are constructed of 
nylon there is no danger of 
leather rot. 


Rohn 25G is a12"tian 


Orders: (800) 272-3467 


Sleeve sections are designed . 
to eliminate the need for a 
thrust bearing. Flat top 
sections are designed 
for bearing use and 
also include connec- 
tion points for upper 
guy wires. 


BPL55G, Top Plate $549 
Flat top plate for 55G tower. Pre-drilled 
to accept Rohn TB-3 and TB-4 thrust 
bearings, and has connection points 
for upper guy wires. — 


AS25G, srerssnrosesrer SOD 
AS455G 999999900 22090000800020800000909909 $1 35 
Rotor plate, pre-drilled to fit both 


Hygain and Yaesu Upiedes 
G D 


rotators. AS455G 
fits both 45G ‘and 
55G tower sections. 
Not designed, nor 
drilled for thrust 
bearing mounting. 


WARNING; 

Leather safety belts will even- 
tually rot, causing the belt to 
break! Leather belts should be 
inspected very carefully for signs 
of deterioration. We strongly 
recommend against the use of 
leather safety belts, 


MILLER SAFETY BELTS 
SIZE WAIST PRICE 


| SMALL | __32-40"__| $119.95 | 


| MEDIUM | 36-44" | 5119.95 


| tarGe | 39-44" | $119.95 |. 


| X-LARGE | 44-52" | $119.05 _| 


Local: (972) 422-7306 


 =—sBASEOPTIONS =i 


BPCS55G, Fixed... $199 
1/2” x 12” J-Bolts $15.75 
Fixed base plates 
for mounting Rohn 
towers on an exist- 


ing concrete pad : | , 


or pier. All require a 
single3/4"x12"Pier 
Pin. Hinged base for 
25G tower requires four 
1/2"x12" Base J-Bolts. 


SB25G, Fixed 
$B25G5, Fixed (5') $109 
SBH25G, Hinged $249, 
Short base sections for use 

when a base foot- 
ing is excavated and 
poured. Please Note: 
BPH25G hinged base 
section cannot be 
used in self-support- 
ing installations. _ 


STEEL MASTS 


High Carbon Steel Masts’ 

We carry a complete line of 
extremely strong, high carbon 
steel, 2" outside diameter an- 
tenna masts. The typical yield 
strength of our steel mast mate- 
rial is 87,000 psi! We purchase 
the steel directly from the 
mill and have it hot dip galva- 
nized—inside and out, to resist 
rust and corrosion. The result 
is an antenna mast capable of 
handling the largest antenna 
systems, offering many years of 
trouble free service. 


' HB25BG, 2-24"...... 
A HB25CGG, 2-36" 


$79 


SUPPORT OPTIONS 


Ho Soy Sen 


guy wires to Rohn 
tower sections. 
Evenly distributes | 
guy load to all 
three sides of tower, 


HB25AG, 2-15" srssseneren 
prea 
HBUTVRO conseecoshaeetenpants RaRnE 2 
Adjustable house _ 
brackets for 
light duty 25G in- 
stallations. HBUTVRO 
universal house bracket for i 
45G and 55G installations. mie - 
7 ont *, 


£P25343, 3-Hole Plate 8 maine 


Equalizer plates allow connection of — 
multiple guys to a phi) guy anchor.) | 


WARNING; 
Don't be fooled by claims of alu- 
minum mast that are as strong as: 
steel. The typical yield strength 
of our high carbon steel masts is 
87,000 psi—more than twice the 
40,000 yield strength of 6061-16 
aluminum tubing. 


2" 0.D. STEEL MASTS 
EERO 


ASE) REISS 
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TOWER HARDIE 
| _TURNBUCKLES —_| lly ANCHORS 


AS x 500'......0000006$159 
"E Sx 250' Ct hsies- S109 
: wr stele > ORaIEEE 


3/1 Se soo aes 


/16 EHS x 250' Mg cseae.c $99 


Rohn a EHS and 
B guy wire. Breaking 


mm cc 
O—et we 


3/8" x 6" Eye-Eye.......0....$15 
3/8" x 6" Eye-Jaw .......006$17 


Recommended for tensioning 
3/16" EHS guy wire. Breaking 
strength is 6,000 pounds. 


1/2" x 9" Eye-Eye........0+ somal 
1/2" x 9" Eye-Jaw .......se00 $25 
1/2" x 12" Eye-Eye...........$27 
1/2" x 12" Eye-Jaw ......000 $28 


Recommended for tensioning 1/4" 
EHS guy wire. Breaking strength 
is 11,000 pounds. The 12" models 
more take-up than the 9" models, 
but thé breaking strength rating 
is the same. 


5/8" x 12" Eye-Eye........6.$31 
5/8" x 12" Eye-Jaw ....,.....$32 
Recommended for tensioning 


' 5/16" EHS guy wire. Breaking 


strength is 17,500 pounds. 


Orders: (800) 272-3467 


1 ] 4" Thimble Pedaveeiaepviebicess BD 


5/1 6" Thimble eeeeereeroessoes $1 65 


3/8" Thimble ......0.0000000000+ $1.85 
7/16" Thimble ......:..0..0006 $2.75 
1/2" Thimble ........0+000000006 $3.75 
Galvanized steel thimbles are 
used to support guy wire as it en- 
ters a turnbuckle or guy assembly, 
to preventthe guy wire from be- 
ing damaged. When terminating 
guy wire with cable clamps, the 


next larger size thimble should 


be selected. ( For 3/16" EHS, use 
a 1/4" thimble.) When terminat- 
ing guy wire with Preformed Big 
Grips™, a thimble two sizes larger 
than the grip should be used. 
(A 3/16" grip should use a 5/16" 
thimble, while a 1/4" grip would 
require a 3/8" thimble. 


© 


GRSGO 4 wr scitcrperssctossscsveasessss $69 
The Rohn GAS604 is an earth screw 
guy anchor. Heavy duty 5/8" shank 
is four feet long, with 6" auger. 
Hot-dipped galvanized finish for 
long life. F 
GARSO siirisstecssarssnetsnncsscssnstes $39 
The Rohn GAR30 is a concrete guy 
anchor rod. Heavy duty 5/8" diam- 
eter shank, 84" long. Hot-dipped 
galvanized for long life. 


GAC3455........sccccccesesseees $139 
The Rohn GAC3455 is a super 
heavy duty concrete guy anchor. 
Large 3/4" diameter shank with 
an integral heavy duty 5-hole 
single equalizer plate. 


Local: (972) 422-7306 


GUY INSULATORS PREFORMED GUY GRIPS 
} Oo ¢ 


500D $3.50 3/16" Big Grip™ ....sscesussese $5.00 
502 $6.00 1/4” Big Grip™ .sssessseeessenee $6.00 
504 seisee $8.00 5/16" Big Grip™ ssevssssescssee $6.95 


Guy insulators are used to iso- 
late guy wires into non-resonant 
lengths. The 500D can be used 
with 3/16" EHS guy wire, when 
terminated with cable clamps. The 
502 is required for 1/4" EHS guy 
wire, or when using preformed 
grips with either guy wire size. The 
504 is used with larger guy wire 
sizes or for heavy duty applica- 
tions. All models are compression 
style, so if the insulator fails, the 
guy wires are still connected. Com- 
plete guy line isolation can only be 
achieved with a nonconducting 
guy material, like Phillystran, fea- 
tures elsewhere in this catalog. 


i Reva a cetvecresoncaissccesaecttsccice $39 
The Rohn EP25343 is a dual 
equalizer plate used for attaching 


. multiple turnbuckles to a single 


guy anchor. Works well with the 
GAS604 and GAR30 guy anchors 
described on this page. Dual plate 
design is sandwiched over the 
anchor rod and up to three turn- 
buckles can be inserted into the 
opposite end of the plate. Includes 
all mounting’ bolts. Hot-dipped 
galvanized for long life. 


DES aS i tesccannsatersuvedaseosssccs $59 
Five-hole version of the EP25343, 
described above. Will accept up to 
five turnbuckles. 


sales@texastowers.com 


Preformed guy grips are used to 
quickly and securely terminate guy 
wires, replacing traditional cable 
clamps. They are much quicker 
and easier to install than cable 
clamps, are more secure, too. 


GC65303, 3/16" Sleeve....$1.65 
GC65136, 1/4" Sleeve...... $1.95 
GC65128, 5/16" Sleeve.... $2.10 
We recommend the use of end 
sleeve on all Preformed Big Grip™ 
installations. Split design simply 
twists on the end of the grip, 
ensuring it does not unravel from 
the guy wire. Absolutely required 
in ice-prone locations. 


TBS /1.79-2. Do vivcsissncons $159 
7184, 2.75-3:, UDI scsmeennts $185 
Heavy-duty, self-lubricating 
thrust bearings, by Rohn. Sup- 
plied with mast set bolts, and 
mounting hardware. 


GS-050, 1.25-1.875" ID. .... $39 
GS-065, 1.5-2.5" 1.D. ..ccsseee $59 
These Yaesu thrust bearings are 
an incredible value! Highly recom- 
mended for use with Glen Martin 
aluminum roof towers, and other 
similar products. They also work 
well with moderate sized towers. 


LMR® COAX 

There is now a better coax choice 
than 9913, 9913 Flex, RG-213/U, or 
RG-8. The Times Microwave Sys- 


tems LMR® coax line offers several 


different high-tech, ultra low loss 
50 Ohm coaxial cables utilizing a 
closed cell foam dielectric with a 
much higher velocity factor allow- 


DB LOSS PER 100 FT. 


TIMES MICROWADE SYSTEHS 


ing larger center conductor sizes 
for lower loss. 


The closed cell foam construction 
also keeps the center conduc- 
tor centered, even around tight 
bends. This keeps the charac- 
teristic impedance at 50 Ohms, 


unlike 9913 which allows the: 


center conductor to shift position 


and. impedance, cain 3 Vswe 


performance. 


The closed cell foam dielectric 
prevents the water migration 
problems so prevalent in the 9913 
type cables. These old designs 
have air space within the dielectric 
allowing water vapor condensa- 
tion to occur, collect, and travel 
inside the cable, ruining the loss 
and VSWR characteristics. 


These new Times Microwave LMR® 
cables offer a 100% double shield 


COAX SPECIFICATIONS 


DIRECT 


BURY 


70cm 23cm 


CENTER 
CONDUCTOR 


a NN TEE 


VELOCITY 
FACTOR 


BENDING 
RADIUS 


laminated tape bon 
dielectric, followed by 
copper braided shieigs 


Finally, Times Microwave LMR® 
bles have a tough bins 


OUTSIDE 
DIAMETER 


LMR-400DB 


[2.00 
2 21305 | 
Daa 
2 BO 
| 70 
i SO 
mee 
men 


1.50 


P00 | | 

[300_| sao} 1150 | NO” | 08e stranded | : 
OE EE OE RE ETE PR ee 
| 1500 | 2700 | 490 | NOE ce 

irae a . 
So a ¥ 
F190 [200] 350 [No | etsronces [ore ae] soo] 100 | 


Ten-CON 


Military-spec version of RG-8U, fea- 
tures improved shielding, electri- 


cally stable polyethylene dielectric — 


and a non-contaminating outer 
jacket for long life. Compare with 
Belden #8267. 


Mini RG-8U coax offers foam 
dielectric, 95% shield, and black 
non-contaminating outer jacket 
for long life. 


Standard duty 8 conductor, 2-#18 
and 6-#22 with black jacket. For 
Hygain rotors at lengths to 125°. 


Heavy duty 8 conductor, 2-#16 and 
6-#20 with black jacket. For Hygain 
rotors at lengths to 200° 


Extra heavy duty 8 conductor, 
2-#14 and 6-#18 with black jacket. 
For use with Hygain rotators at 
lengths up to 300 feet. 


Orders: (800) 272-3467 


Extra heavy duty 8 conductor, 
2-#12 & 6-#16 with black jacket. For 
Hygain rotors at lengths to 500’ 


Heavy duty 6 conductor , 6-#18 
with black outer jacket. For use 
with all Yaesu rotators. 


COAK CONNECTORS 


All silver construction with Teflon 
insulation. Fits RG-8/U, RG-213/U, 
9913, and LMR-400. 


Compression style connector with 
all silver construction and Teflon 
insulation. Designed for LMR-400 
and 9913, also works with RG-8/U 
and RG-213/U. 


Solder type connector with silver- 
Teflon construction. Designed for 
LMR-400 and 9913, also works with 
RG-8/U and RG-213/U. 


Local: (972) 422-7306 


COAK ADAPTERS COAX JUMPERS 


8X-MINI 


BL-MIN COAX JUMPERS 


MODEL LENGTH Cost 
eae a 
| 8X-2C | : 
peace] sens 
A a oS | 
sera | oer | s5n5 
TIMES LMR® CONNECTORS 
TC400NFC, “N” female............ $12.50 
TC400NMC, BNE Male ysaceeiene $10.00 P2120 COAK JUMPERS 
MODEL LENGTH COST 
TC5OONEFC, “N” female ........000 $26 [Uaisae apo aPLo dy © sos one 
TCSOONMC, “N” male ...csseesssseeene $22 
| _213-6C | 6FT. | $28.95 | 
TC600716MC, DIN male............ $39 | 213-25¢c. | 25FT. | $39.95. | 
TC6OONFC, “N” fernale ....sccssce. $26 
TC60ONMCG, “N” male .esscssscsssceee $20 |.213-75¢ | 75FT. | $79.95 _| 
TC600UMC, UHF male ees $29 
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ERSAL TOWER 
B-14/B-18 / B-22 / B-26 
These versatile self-sup- 
porting towers are available 
in heights from 30 to 100 
_ feet. A series of 12 different 
- sections varying in face 
_ width from 11-26 inches, 
make up a range of 30 dif- 
_ ferent tower models. 


‘ey 


SS 


~~ 


Aluminum construction 
_ makes these towers ex- 
tremely lightweight for 
easy installation., yet they 
- are rugged, and have a 
permanently rust-free fin- 
ish. All base assemblies 
are constructed of steel 
- for this high-stress area of 
the tower. The steel base 
also prevents the concrete 
_ footing from corroding the 


Co ox | 


Wat at eee ea a oe ao 
—, 


SS ee SS 


av ava VV a¥ teat bY at aY at iar 
Ane Se SS SA 


Si 


The 12 tower sections are 
available separately for 
customer engineered ap- 
plications. 


~UNDERSAL TOWER 


Universal B-30 Towers 

These versatile self-sup- 
porting towers are avail- 
able in heights from 40 to 
100 feet. A series of 14 dif- 
ferent 10' sections varying 
in face width from 11-30 
inches, make up a range of 
19 different tower models. 


EF eat ues ae 
LS a ~~~ 


Aluminum construction 
makes these towers ex- 
tremely lightweight for 
easy installation., yet they 
are rugged, and have a 
permanently rust-free fin- 


on 


ay 
SS 


ay, 
a 


48 
Ke 


oY ish. All base assemblies 
Sf are constructed of steel 
Kia for this high-stress area of 
4) the tower. The steel base 
ae also prevents the concrete 
it footing from corroding the 
Sh aluminum tower sections. 


for customer engineered 


The 14 tower sections 
| are available separately 
applications. 


‘aluminum tower sections. . 


Orders: (800) 272-3467 


‘ 


UNIVERSAL SELF SUPPORTING ALUMINUM TOWER SPECIFICATIONS 


TOWER 
MODEL 


HEIGHT 
(FT) 


BASE 
MODEL 


ROTOR 
PLATE 


WIND LOAD CAP. (SQ. FT.) 
80 MPH 


WEIGHT 
(LBS.) 


YOUR 


100 MPH 110MPH PRICE 


All Universal towers are drop shipped directly from the factory. . 
Please call us for delivery charges. Mi residents must add sales tax. 


UNIVERSAL SELF SUPPORTING ALUMINUM TOWER SPECIFICATIONS 


TOWER 
MODEL 


BASE 


HEIGHT MODEL 


R-11 
R-18 


ROTOR 
PLATE 


CAPACITY 
110 MPH 


[| 2021bs._| $2049 | 


weicht YOUR 


190bs__|_ $1939 | 


Ee 
Trcva | assaf) 3epibs | $5690 
Fria] 21.1 sqte 

Tata] 2i.tsa.ft | aatbs. | sate | 
Pris _| : 


34.5 sq. ft 178 lbs. $1829 


UNIVERSAL B-30 TOWER OPTIONS 


B-30, Hinged Base............. $239 
Constructed of high-strength steel 
for strength and to prevent con- 
crete corrosion of aluminum. 


RFM-30, Roof Mount......... $239 
Hinged roof mount. Installation 
requires use of guywires. 


R-11, Rotor Plate..........s00» $39 
R-14, Rotor Plate............++ $59 
R-18, Rotor Plate...,......0+0++9 $79 
Pre-drilled for Hygain and Yaesu ro- 


Local: (972) 422-7306 


tors. Bolt in design allows mount- 
ing anywhere within the section. 


SC-4B, Bearing .......00r0e00008 $129 
With 2.188 inch inside diameter 
for masts measuring up to 2-3/16" 
outside diameter. 


Top Plate Option,.....+-»0-00000 $30 
Factory welded (must be ordered 
and installed with tower) to the top 
section. Allows easy mounting of 
the optional SC-4B bearing. 
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UNIVERSAL TOWER OPTIONS 


B-14, Hinged Base... 979 
B-1 8, Hinged Base sncpacbabane 79. 
B-22, Hinged Base soeeceneonoone $1 35 
B-26, Hinged Base seessoeeeneees $1 65 
B-30, Hinged Base sss $239 
Constructed of high-strength steel 
for strength and to prevent con- 
crete corrosion of aluminum. 


R-11, ROCOF Plate ...rv0sezesere0000 939 
R-14, ROtOr Plate .....sser000000 $59 
R-18, Rotor Plate ......ser0s00000 $79 
Pre-drilled for Hygain and Yaesu ro- 
tors. Bolt in design allows mounting 
anywhere within the section. 


SC-4B, Bearing ..secsererssssereres $1.29 
With 2.188 inch inside diameter 
for masts measuring up to 2-3/16" 
outside diameter. 


Top Plate Option ......+-s00s00000 930 
Factory welded (must be ordered 
and installed with tower) to the top 
section. Allows easy mounting of 
the optional SC-4B bearing. 


Aluminum Tower Sections 
Universal Tower offers all 14 
of their tower sections for sale 
separately. There are three 
types: top sections, taper sec- 
tions and straight sections. 
They offer great versatility for 
special project designs. 


UNIVERSAL TOWER SECTIONS 


MODEL | SIZE |WEIGHT| PRICE 


Pavror | [a3 | ss | 
Piaror | 14 | vatbs | si79 | 
Prerop | ie 3tibs | $519 
fratarer| 1a’ 13ibs. | $159 
fre-rarer| re" | 2916s.) S260 
Paa-tarer| 22" [ 340s | sai9 | 
Pae-tarer| 26" | 476s) 8509 | 
fso-tarer| 30° | o7ibs. | $649 


STRAIGHT SECTIONS 


$135 


Presta | 1a [13 1be 
Preste | 18" | 291bs._ 


$269 


$589 


TOWER — 


the ea US Tower MA series 
crank up tubular towers 
are designed to be efficient 
and neighbor friendly, of- 
fering a clean, flagpole-like 
appearance with maximum 
heights up to 85 feet. Maxi- 
mum wind surface area 
ranges from 15.3 to 22 
square feet at 50 MPH (5.5 
to 9 square feet at 70 MPH), 
depending on model. All 
models are hot-dip galva- 
nized for long life, and are 
supplied with anchor bolts, 
house bracket (but can be 


TOWER 


US TOWER 


TMM Series 
The US Tower TMM series 
compact crank up towers 
give hams in restricted areas 
an alternative to large crank 
up or guyed towers. These 
lightweight towers have a 
minimum retracted height 
of about 12 feet. At the re- 
tracted height visual impact 
is reduced to a minimum, 
usually lowering the tower 
and antennas below the 
roof line. This also makes an- 
tenna servicing much easi- 
er. Most small to medium 
sized rotators fit inside the 
top section. Larger rotators 
may prevent full retraction, 
but may otherwise be used. 
All models are rub 


[ tmm-asass | 33_| 
Peay 
eee 


TMM-433HD 


TMM-541SS 


MAX. MIN. 
| MODEL = HEIGHT HEIGHT TIONS _ : 
fp omaao [ao [ore [2 | sg | 4s [zis | tessa | cosa [rarer | sasxee | staso | 
pass fs fe fa Stef eat ba eee esa eae : ie 
|MA-SSOMDP| 55'_ | 22" | 3 | 3'sq | 6" _| 620Ibs. | 22sq.ft. | 9sq.ft. | r'6"x1'6"x1'6" ea ; 
| ma-77o_ | 7 | 2210" | 4 | 3"sa | 8" | easibs. | 155sa.ft. | SSsaft | 3'x3'x46" 5 x56 : 
Terre TOR ON A RA ES atk we IC 
| Masso | ss; | 236" | 5 | 3"sq | 10" | 943ibs. | 153sqft. | 63sqft. | 4x4xe |  Sx5xe | Sse f 
ES EE TC TE 


- installed self-supporting with the. 


optional hinged bases), and a top 


Leki ee da rotor plate. 

MA SERIES OPTIONS 
MARB-40. $819 
MARB-550 $949 
MARB-770 $1,149 
MARB-850 $1,359 


Hinged rotor bases, offers self- 
supporting tower installation, and 
hinged base, so the tower can be 
horizontally lowered to the ground 
with the optional MAB raising fix- 
ture. Also allows the rotator to be 
mounted near ground level so it 


can Chante is full it bees plus 
‘no tPF mast section is needed. 


ee aa hatieieaywih 


Similar to the MARB rotor bases 
featured above, but without the 
ground-level rotator mount. _ 


“MAF-550 $459 


Raising fixtures. Requires optional 


MAB or MARB hinged base. 


US TOWER MA SERIES CRANK UP MAST SPECIFICATIONS 


SEC DIAM. 


Top g 


DIAM. 
BOTTOM 


galvanized,.and are supplied with 
anchor bolts, hinged T-base, base 
bolts, installation template, load- 
actuated hand winch, factory- 
installed rotor and top plates, and 
an eight foot galvanized steel mast 
(2" 0.D., .120"). 


TRX-80.......seevesseesveveseeeee $639 
Raising fixture, allows any of the 
TMM series crank up towers to 
be horizontally lowered to the 
ground, allowing safe and easy 
one-man installation and antenna 
service. Designed to be easily 
bolted to existing T-Base bolts. 


MRF Sees oeVeeeeeseoes eonvee $399 
Mast raising fixture. Attaches to 


20.8" 


WEIGHT 


WINDLOAD RATING _ 
50 MPH 70 MPH 


top of tower, allows raising and 
lowering of mast. The MRF is 
only compatible with the TMM- 
433HD. 


TB-2US $149 
Heavy duty thrust bearing for 2" 
antenna masts. 


CX-4 (TMM-433)......00.0000. $182 
CX-5 (TMM-541).....000000. $249 
Coax ring set. Keeps coax out of 
harm’s way while the tower is 
being lowered. Coax runs droop 
neatly and safely between the 
rings. 


IV-16...000008 $59 
Inverted-V arm holder. Works 
great for suspending all types of 
wire antennas. 


3 ERIES CRANK | uP TOWER ORS: 


315 0 20 sq. ft 


BRACKETED 


rom 
ST ET ET TN | 
Ae Os ERT WEAN TT ET TTD 


4.05 &, 18 atts re 
X2M (MA-40), 


lowered. Coax ru ( 
and al sists: the 


BASE FOOTING SIZE 
SELF SUPPORT 


DISCOUNT 
PRICE 


5'x 5x: 56" i 


Why US Tower? 

Over the years, there have been 
several crank up tower’manufac- — 
turers in the USA. Even when we 
carried a couple of other lines, the 
US Tower models have consistently 


- been the overwhelming choice of 


our customers. Others have come 
and gone (and some have even re- 
entered the market), but US Tower 
has been the constant, all the while 
offering an excellent product as - 
well as an excellent value. 


US Tower now operates two US 
manufacturing plants to serve you — 
better. One in Visalia, CA, the other 
in Lincoln, KS. This reduces delivery 
times and freight charges. The re- 
sult is the best service and value in 
the crank up tower industry! 


27 eu. ys, eS 


wer TX series, 
crank ups are self sup- 
a porting steel towers, large 
nough to accommodate 
# most amateur antenna 

_ rotators. The tower is con- 
@ structed using 21 foot 
J sections, with a four foot 
S| overlap designed to im- 
prove strength and pre- 
vent section binding while 
S4 raising and lowering the 
= tower. Cross bracing is 
used at high stress areas to 
further increase strength. 
All models are hot dipped 
galvanized after construc- 
tion to resist rust and 


4% 
b4d,4b.4 


TOWER 
MODEL 


MAX. 
HEIGHT 


Fs Ms 
XDD 


p, 


TOWER 


HDX Series 

The US Tower HDX series 
crank-ups are extra heavy 
duty steel towers. They 
are suitable for even very 
large amateur anten- 
nas and arrays. These 
towers are constructed 
using 21 foot sections 
with a four foot overlap 
where sections meet to 
increase strength and 
prevent binding. They 
accommodate most 
large rotators, and still 
allow full retraction. All 
US Towers are hot dip 
galvanized to resist rust 
and corrosion, provid- 


i 


4 


HDX-5106MDPL 


MIN. 
HEIGHT 


¢ 


corrosion for long service life. 
All models are supplied with 
a hinged T-base (which allows 
fine levelling adjustments), base 
bolts, installation template, and 
rotor and top plates (factory 
welded into position). All non- 


‘motorized models are supplied 


with a heavy duty, load actuated 
hand winch. 


TX SERIES OPTIONS 


CX-2 (TX-438) ....0cscerrscevrrveee $84 
CX-3 (TX-455) ...ssccceresoceeees 5 
CX-4 (TX-472) c.rersscerssesreeee 
CX-5 (TX-489) ...ccectrecessseseee $244 
The CX coax ring sets are designed 
to help keep coax runs out of 


* 


harm’s way while the tower is 
being lowered. The rings are stag- 
gered radially, which allows coax 
runs to droop neatly between the 
arms as the tower is retracted. 


MRE 
PVEERE covccccescccnssecoeesacours 


Mast raising fixture. Attaches to 
top of tower, allows raising and 
lowering of mast. 


$200 
seevcoeee PP es 


MCL-100 .....0srcccsserssessveeseses $099 
Limit switch package turns off 


power when tower is fully ex- - , 


tended or retracted. Required for 
all motorized models. 


Remote motor drive control, with 
limit switches. 


US TOWER TX SERIES CRANK UP TOWER SPECIFICATIONS 


SEC- 
TIONS 


DIAM. 
TOP 


DIAM. 
BOTTOM 


TOTAL 
WEIGHT 


WINDLOAD RATING 
50 MPH 70 MPH 


TBr2US scivsesssssstvecicuanae Samo 


Heavy duty 2" thrust bearing. - 


TRX-80 ....c0008 seusdasesocederesttady SESS 
TRX-SOHD ......scccoscesesvorereee 9849 
Raising fixtures, allow tower to 
be horizontally lowered to the 
ground, allowing easier antenna 
installation and service. Bolts to 
existing T-Base bolts. Supplied 
with winch and winch cable. 


BASE FOOTING 
SIZE AREA 


DISCOUNT 
PRICE 


355 Ibs. 35 sq. ft 147 5q. ft. 


1,040 Ibs. 35 sq. ft. 10.3sq.ft. | S'x5'x66" | 6cuyds. | $4,119 | 


35 sq. ft 


6cu.yds, | 


2567 | ra00bs. | s2sat | 72sat._ | sxsxe | 7acuyds | 310600 | 


ing years of trouble free service. 
All models are supplied with a 
T-base (which allows fine level- 
ling adjustments), base bolts, 
installation template, rotor and 
top plate (factory welded into 
place). All non-motorized mod- 
els also include a load actuated 
hand winch. 


HDX SERIES OPTIONS 


The CX coax ring sets are de- 
signed to help keep coax runs 
out of harm’s way while the tower 


US TOWER HDX SERIES CRANK UP TOWER SPECIFICATIONS 


is being lowered. The rings are 
staggered radially, allowing coax 
runs to droop neatly between as 
the tower is retracted. 


Mast raising fixture. Attaches to 
top of tower, allows raising and 
lowering of mast. 


Limit switch package turns 
off power when tower is ful- 
ly extended or retracted. The 
MCL-100 is required for all mo- 
torized tower models. 


Remote motor drive control, with 
limit switches. 


TOWER MAX. MIN. SEC- DIAM, DIAM. WINDLOAD RATING 
MODEL HEIGHT HEIGHT TioNs Top sortom “EIGHT 50 MPH 70 MPH 
ss apse pare [ero [rosa 
Fuoxseomoer | 69 | 238 | 5 | ast | soe | aasoibs | cosat | tesa | Sxsxe | 7acuyds | 


7.4 cu yds. 


50 sq. ft 13 sq. ft. 8.3 cu. yds 


’ Orders: (800) 272-3467 Local: (972) 422-7306 sales@texastowers.com 


Heavy duty 2" thrust bearing. 


Raising fixtures, allow tower to 
be horizontally lowered to the 
ground, allowing easier antenna 
installation and service. Bolts to 
existing T-Base bolts. Supplied 
with winch and winch cable. 


BASE FOOTING 
SIZE AREA 


’ 
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WEST MONTE RADIO 


‘WEST MOUNTAIN RADIO. 


CLRASP .....cssecersveesseeeee $219.95 
The West Mountain CLRdsp is 
an outboard audio processor 
and amplifier with ClearSpeech® 
DSP adaptive noise reduction 
circuit, offering extremely ef- 
fective noise reduction for both 
CW and voice modes. It is ideal 
for use in a home station as well 
as for mobile operation. Large 
rotary switch with Off, Low, Mid, 
High, and Max noise reduction 
settings. A red LED flashes when 
digital clipping occurs. Switched 
headphone jack automatically 
switches off connected station 
speaker when phones are used. 
Rear mounted 1/8" phone jack 
for connection to any 4 or 8Ohm 
speaker. Supplied with 6' audio 
cables. Measures 1.5" Hx 4.3"Wx 
5.3"D and weighs 1.2 pounds. — 


RIGblasters 

The West Mountain RiGblasters are 
your key to operating over twenty 
new and exciting digital modes, like 
PSK31, MFSK16, MT63, Hellschriber, 
WSJT FSK441, WSJT JT65, high- 
speed CW meteor scatter and more. 
Also offers other SSTV, Digital SSTV, 
RTTY, AMTOR, PACTOR, PACKET, 
APRS, CW, contest voice keying, as 
well as Internet radio linking with 
the EchoLink® system, and more. 
Software required for most of these 
modes is freely available. All models 
have a USB interface, have fully 
isolated TX audio and keying, and 
effective RFI suppression. 


RiGbIaster Pro.......cccccscessess $269 
Offers USB and RS-232C interface. 
Features built-in rig control (RS232 
to TTL converter) tested and com- 


Orders: (800) 272-3467 


Praha 9.95 
The West Mountain CLRspkr is 
an amplified external speaker 
with built-in Clearspeech® DSP 
adaptive noise reduction circuit, 
which offers extremely effective 
noise reduction for both CW 
and voice modes. Compact size 
makes it ideal for mobile opera- 
tion, but works great for station 
use as well. Built-in 2 Watt audio 
amplifier and 4" speaker offers 
plenty of audio output. A rotary 
switch offers Off, Low, Mid, High, 
and Max noise reduction settings 
with red LED digital clipping 
indicator. Supplied with tilting 
mounting bracket, 6’ power 
cable with Powerpole® connec- 
tors, and 6' audio cable with 1/8" 
mono plug. Measures 5.3" W x 
4.3" Hx 2.5" D. 


patible with Icom, Kenwood and 
Yaesu. rigs, and transmit speech 
processing (when used with ap- 


“ propriate EQ and compression soft- 


ware). Fully automatic operation 
without the need for microphone 
switches and/or cable swapping. 
PTT override mode assures the 
microphone is always available by 
overriding the computer signal— 
perfect for contesting or SSTV op- 
eration. Supplied with 8-pin round 
and RJ45 radio microphone cables 
and illustrated, step-by-step user 
manual, and wall adapter. 


RiGblaster Plus ........000 $149.95 
Similar to the RiGblaster Pro, except 
without the following: rig control 
mode, transmit speech processing, 
or mic recording output. Supplied 
with 8-pin round and RJ45 radio 
mic cables and illustrated, step-by- 
step manual, and wall adapter. 


RIGblaster NOMIC............ $59.95 
Similar to the RIGblaster Plus, but 
without microphone input—for 


Local: (972) 422-7306 
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COMspkr Leseth di tacathsbsdeere SOSLOS 
The West Mountain COMspkr is 
an amplified computer speaker 
system specifically designed to 


eliminate RF interference. It of- 


fers exceptionally high levels of 
RF rejection from 1-1000 MHz. 


_ Optimized for use in close prox- 


imity to any radio transmitter. 
Stereo Hi-Fidelity response for 
use with voiee or music. Built- 
in audio amplifier (3 Watts per 


channel) assures compatibil- 


ity with most computers and/or 
two-way radios. The speakers are 
built into solid, resonance-free 


wooden enclosures. Accepts ste- 


reo line level, via 1/8" mini jack. 
Supplied with audio cables, and 
UL approved wall adapter. Each 
speaker measures 4.1" Wx 8.4"H 
x 5.3" D and weighs 2.6 pounds. 


digital mode operation only. (Since — 


there is no mic for voice input, SSTV 
operation would not be legal, as 
voice announcements would not 
be possible.) 


RIGblaster Plug & Play........ $109 
Features include USB interface, USB 
to serial TTL interface for rig control, 
automatic microphone switching 
(if supported by radio model), and 
more. Very small, compact design 
is powered by the computer's USB 
port. Please note: unlike other 
RIGblasters models, the Plug & Play 
is designed to interface through 
the radio's auxiliary jack—not the 
microphone jack. Depending on 
the connected radio, optional data 
jack, radio control, and CW cable 
adapters may be necessary—please 
call for help in deciding which you 
might need for your particular rig. 


~ do all the work. It not onl 


sales@texastowers.com 


The West Mountain 
vanced battery analyz 
for use with most any t 
of battery of any chemist; 48 
volts. Webnine ssn t- 
tery of scientific test on any of your 
batteries by letting your. 


total energy stored in bat 
hours), but it graphically 
and charts voltage versus a 
hours. Provides a constant cu 
load. Ruggedly built ar 
with Powerpole® batter) connec: 
tors. Each unit is calibrated to high 
accuracy and offers full software and 
hardware protection. USB powered, - 
so it consumes no energy from the 
battery being tested. Software rec- 
ommends safe tests based on used — 
supplied battery information. 


RiGrunners 

The most convenient and safest way 
to connect all your 12v equipment. ” 
All models use Powerpole® connec- 
tors as specified by ARES & RACES. 


BOT 2Z/C ..ecsssrscsrsseceressrerseeee 9 149,95 
Distributes up to 80 Amps across 
two 40 Amp busses. Includes under 
and over-voltage LED indicators 
with audio alert. Supplied with 
fuse kit, and 12 pair of Powerpole® 
connectors. 


AOT2IC etesinrsniceenesiniesienses LAE 
Distributes up to 40 Amps across 
12 outputs. Supplied with 12 pair 
of Powerpole® connectors. 


Distributes up to 40 Amps across 
8 outputs. Supplied with 12 pair of 
Powerpole® connectors. 


_ FT-2000.......... 
- FT-2000D.. ave 9¢ 
The Yaesu FT- 2000 isa 
competition class HF 
transceiver covering 
160-6m. It has a blue 
fluorescent display and features 
a high performance digital signal 
processing unit (offering a multi- 
tude of bandpass filters, variable IF 
~ bandwidth, IF shift, automatic and 
- manual notch filters, digital noise 
reduction, and a continuously 
variable passband contour control, 
_ and a three band parametric mic 
equalizer. Other features include 


YAESU 


ri-¥: 

_ The Yaesu FT-950 is an all mode 
HF/6m transceiver with (f 
built-in multifunction 
32-bit floating point 
digital signal proces- 
sor (which offers adjustable 

| IF width, IF shift, notch filter 
and contour features). The 
radio has a multi-color LCD 
display, and features a built-in 
high-speed automatic antenna 
tuner, built-in RS-232C inter- 
face for control via personal 


Orders: (800) 272-3467 


an automatic antenna tuner, CTCSS 
tone encode/decode, CW memory 
keyer, four channel digital voice 


9 recorder, dual receive, 99 mem- 


ory channels, multiple scanning 
modes, high resolution analog 
multimeter, VOX, and much more. 
Flexible connection jacks are pro- 
vided for RTTY, SSTV, PSK31, JT65 
and other digital modes. Front and 
rear panel key’jacks are provided, 
as are rear panel transverter and 
RS-232C CAT jacks. Supplied with 
an up/down hand microphone 
and AC power cord. 


In addition to all the features of 
the FT-2000, the FT-2000D offers a 
whopping 200.Watts of RF output. 


computer (requires third party 
software), built-in CW contest 
keyer, built-in high stability 
crystal oscillator (+1 PPM), tri- 
ple-conversion receiver design, 
bar graph S/PO/SWR meter, 99 
memory channels, multiple 
scanning modes, and much 
more. The radio also features 
Yaesu’s Rotator Control func- 
tion, which offers direction 
and speed control of their 
popular G-800DXA, G-1000DXA 
and G-2800DXA rotators— 
right from the front panel of 
the rig! Optional DMU-2000 
Digital Management Unit. The 
radio is supplied with a hand 
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It is supplied with an external DC 
power supply. 
RX Pee. 9 : 


IF StAQOS..,..1i.-sactattetbag detest eee tesapetetipiaakentbeoee 3 
SENSITIVITY. .ccsssnae 


input voltage... 
GIMENSIONS....-..soss0e0sn1e0 5.3" HX 16.1" W x 13.8" D 
WEIGNC ssverseersees 


FT-2000 ACCESSORIES 


AU-2000.. 

/ FT-2 000/D Purch hase. 
The Yaesu DMU-2000 Digital wags 
agement Unit adds a wide array of 
informative and useful displays, when 
used with an aftermarket computer 
display. It provides an audio scope, os- 
cilloscope, logging page, band scope, 
world clock with sunrise and sunset 
terminator display, swept frequency 
SWR display, memory channellisting, 
rotator control display with Great Cir- 
cle Map, and a comprehensive menu 
listing, as well. With the DMU-2000, 
you can connect an aftermarket com- 


microphone with up and down 
frequency controls and a fused 
DC power cord. 


RX coverage. wee 30 KHz-60 MHz 


Sensitivity w» < .2 pV, typical 
Selectivity 6,2.4 kHz, 500 Hz 
Frequency +1 PPM 
RF output. .100 W 


Input volta DC, 
Dimensions... 4.5°H x 14.4"Wx 12.4"D 
WEIGH E..ccsctsissateosortihasiectsuspeseratetioses ...22 pounds 


r 


FT-950 ACCESSORIES 


The Yaesu DMU-2000 Digital Man- 
agement Unit adds a wide array 
of informative and useful displays, 
when used with an aftermarket 
computer display. It provides an 
audio scope, oscilloscope, logging 
page, band scope, world clock with 
sunrise and sunset terminator dis- 
play, swept frequency SWR display, 
memory channellisting, rotator con- 
trol display with Great Circle Map, 
and a comprehensive menu listing, 
as well, With the DMU-2000, you can 


sales@texastowers.com 


puter keyboard, and add memory 


labels, edit data, and perform backup 
and other functions, as well. 
FH-2 .i.. $89 


The. FH- ri ‘keypad ‘provides. ease of 
control for CW or voice messages and 
receiver loop recording. Also adds 
an additional digital voice recorder 
channel. 


Deluxe desktop microphone. 


Pro quality desktop microphone. 


Matching external speaker/audio 
filter. 


Matching 1 kW solid state linear ampli- 
fier with auto tuner. 


Collins mechanical 500 Hz wide CW 
subreceiver filter. 


Collins mechanical 300 Hz narrow CW 
subreceiver filter. 


connect an aftermarket computer 
keyboard, and add memory labels, 
edit data, and perform backup and 
other functions, as well. 


External antenna tuner designed to 
quickly match a 65' end-fed wire. 


The FH-2 keypad provides ease of control 
for CW or voice messages and receiver 
loop recording. Also adds an additional 
digital voice recorder channel. 


Matching DC power supply. Provides 13.8 
VDC at 30 amps. 


Deluxe desktop microphone. 


Pro quality desktop microphone. 


TRESU 


INCLUDES ALL COUPONS & R BA £S 


FT-450 ..sosecsensenecseseserecesereere S049 


“FT-450AT...ccscccssessssesescssseees $749 


The Yaesu FT-450 is a 
compact all mode HF/6m 4 
transceiver with !F-level Ups 
Digital Signal Processing. 

The radio has a large multi-color 
LCD display, and features contour 
filtering, manual notch filter, digi- 


THES 


INCLUDES ALL COUPONS & REBATES 


FT-897 Dy. cscccndcocvestes +++» 9809 
F The Yaesu: FT-897D 
is a self-con- 
tained, all mode 
HF/6m/2m/70cm trans- 


ceiver offering 100 Watts of 
power. The radio has a color 
switchable (32 color choices) 
LCD display and features 60m 
(5 MHz) coverage, automatic 
power off, automatic repeat- 


Orders: (800) 272-3467 


tal noise reduction, digital micro- 


- phone equalizer, IF shift, 10 kHz 


roofing filter, built-in TCXO, large 
easy-to-read digital S-meter with 
peak and hold, built-in electronic 
CW keyer, CW beacon mode, CW 
training mode, two voice keyer 
memories (each hold 10 seconds), 
digital voice recorder (holds up to 
20 seconds), built-in digital voice 
synthesizer, 500 memory chan- 
nels, multiple scanning modes, 
and more. The radio is built in a 


er shift, automatic 
time out timer, 
wide band receive, 
band scope display 
mode, battery volt- 
age meter, 
built-in 
digital 
signal 
process- 
ing mod- 
ule, CTCSS 
tone en- 
code/decode, 
built-in CW keyer, dedicated 
1200/9600 bps data jack (6-pin 
mini DIN) IF noise blanker, 
IF shift, 200 alphanumeric 
memory channels, multiple 
scanning modes, transverter 
mode, SmartSearch mode, 
built-in .5 PPM high stability 
TCXO, versatile TX meter (in- 
dicates modulation level, ALC, 
power output or SWR), VOX, 
and more. The built-in digital 
signal processing module pro- 
vides general noise reduction, 
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rugged, die-cast aluminum chas- 
sis, with a large thermostatically _ 
controlled external cooling fan, — 
has a built-in computer control 
interface for programming and | 


cloning (DB-9 connector) and has 
a dedicated data jack for FSK-RTTY 
operation. An optional internally 
mounted antenna tuner (already 
installed in FT-450AT) is available 
for tuning resonant antennas as 
well as an optional external anten- 
na tuner for tuning a non-resonant 
end-fed 65' wire. Compatible with 
the popular Yaesu ATAS-120A 
mobile tuning antenna can also 
be used for convenient mobile 
operation. The radio is supplied 
with an up/down hand mic and a 
fused DC power cord. 


SOTUSIRI VEE Yosstincsscsssscttcscsstacapceopgtacdschaoed <.2 pV, typical 
SELECTIVELY caeseeeteeeee: 3, ae 
Frequency Stability ,...ssso»sss0sssesssssssssssssss0ssessese +1 PPM 
RF OUtPU essen sweettessveee 100 We 
input voltage. sss 13,8 VDC, 22 A 
dimensions... } 33" H x9" Wx! 85"D. 
WE G Fi Eee csceetateec cheers saaterencsectouseosteectaassoseraeq 7.9 pounds 


512 SSB bandpass filter combi- 
nations, 3 CW bandpass filters, 
automatic notch filtering and 
microphone equalization. One 
or two optional FNB-78 inter- 
nal Ni-MH batteries can be 
installed (power output drops 
to 20 Watts when battery pow- 
ered), or the optional FP-30 
power supply can be internally 
installed instead. The optional 
CD-24 charge adapter is re- 
quired to charge the internal 
batteries, as well as the op- 
tional PA-26B charger or other 
adequate 13.8 vDC source. 
The radio is supplied with a 
hand microphone with up and 
down frequency controls, and 
a fused DC power cord. 


RX COVEFAGE arcesssiacessiecsiersensnsebreliaateate .1-56, 76-108, 

118-164, 420-470 MHz 
SENSITIVITY. -ssephshebotsonaannneeeesenenns <.2 pV, typical 
selectivity 15, 9, 6, 2.2 KHz 
Frequency Stability .rvevscseccssssrrsnsssceserarsassnees +.5 PPM 
RF OUtTPUt ....cssecessseeee 100 W, 2m: 50 W, 70cm: 20 W 
Input Voltage conisegeecensieuneaaes 13.8 vDC, 22A 
dimensions...... 3.2" Hx 7.9" Wx 10.3" D 
WEIGHL....cserosoonssevapcl sssseibasasteesiateeessb otha 8.6 pounds 
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antenna. Covers 40-1 Om, pie 6m, 
2m, and 70cm. Ronee an cuga 
SO-239 type base. © 


ATBK-1 00 seeeccceeenconsseosoosossessosscose $89 | 
Radial kit for using the ATAS-120A as — 


- a base antenna. Provides adedicated 


ground system to allow the 2m and 
70cm bands to load properly, without . : 
the ground plane ahh hs by. an f 
automobile. i 
FC-40, Mobile Tue nerangnee $289 
External antenna tuner designed to 
quickly match a 65’ end-fed wire. 


FP-1030A, Power Supply sess» $239 ; 
Matching DC power supply. Provides 
13.8 VDC at 30 amps. ; 


MMB-90, Mobile Bracket... $39 


FT-B97D ACCESSORIES 


ADMS-4B, Programming Kits $59 
Windows™ programming software and 
interface cable. 


ATAS-120A, Antenna -essecsteeeness $329 
Automatic screwdriver type antenna. 


CD-24, Charge Adapter .....ser0se091 19 
FC-30, Auto TUMCL.....ccesorereseeeseree 9109 
FC-40, Mobile Tuner...ssssesrsserernrers 9289 


FP-30, Power SUpply ....ssssseseseeseee $209 
Internal switching power supply, 
100-120/220-240 vAC. Cannot be 
installed with FNB-78. 


FNB-78, Ni-MH Battery .....-sessesosee $119 . 
Internal 4.5 Ah Ni-MH battery. Two may 
be installed. Cannot be installed with 
FP-30 power supply. 


PA-26B, Charger esssersessvreresssessesesers $79 
MH-59A8J, DTMF Mic .,....0sse-esere0e0 $65 
MMB-80, Mobile Bracket........s+s000 $39 
YF-122C, 500 Hz CW Filter.......... $179 
YF-122CN, 300 Hz CW Filter. ......+... $179 


YF-122S, 2.3 kHz SSB Filter’....sss000.$179 


4 FT-857D Wiese pibesevcscseceseo 5709 


The FT-857D is an ul- 
tra compact all mode 
transceiver covering 
HF, 6m, 2m, and 70cm. 
The radio has a removable 
control panel with a large color 
switchable (32 color choices) 
dot matrix LCD display, and 


" features 60m (5 MHz) coverage, 


RES 


FT-817ND......0000csscoseesese $569 


The Yaesu FT-817ND 
is a self contained all 
mode HF/6m/2m/70cm 
“backpack” QRP trans- 

ceiver. The radio has a blue 
alphanumeric LCD dot matrix 
display with bar-graph power/ 
ALC/SWR metering and spec- 
trum scope display. The radio 
features AM receive, built-in 
attenuator, automatic repeater 
shift, automatic time out timer, 
CW keyer, ARTS™ (which tracks 
the range of similarly equipped 
transceivers), CTCSS tone en- 
code/decode/scan, DCS tone 
encode/decode/scan, a dedi- 


Orders: (800) 272-3467 


automatic power off, 
automatic 
repeater 
shift, auto- 
matic time 
out timer, 
adjustable 
AGC, band 
scope display 
function, 
battery volt- 
age meter, 
wide band 
receive, 
GiGss?s tone 
; -encode/decode, 
pcs encode/decode, built-in 
CW memory keyer with bea- 
con mode, CW training mode, 
built-in DSP module, optional 
Collins mechanical CW and SSB 
filters, IF shift, IF noise blanker, 
intercept point optimization 
(improves HF receiver per- 
formance), 200 alphanumeric 
memory channels, RIT clarifier, 
RS-232C computer program- 
ming capability, dedicated 


cated 1200/9600 bps data 
jack, wide and narrow 
FM modes, IF shift, IF 
noise blanker, in- 
tercept point op- 
timization, 200 
memory chan- 
nels, dedicated 
digital mode for 
PSK31/RTTY/SSTV etc., RIT, 
versatile RS-232C CAT system 
(control via personal com- 
puter—requires 3rd party 
software), multiple scanning 
modes, VOX, and more. The 
radio is supplied with a hand 
microphone with up and down 
frequency controls, a recharge- 
able Ni-MH battery pack and a 
wall charger. 


RX coverage 1-56, 76-154, 420-470 MHz 
sensitivity .<.25 UV 
selectivity 15, 9, 6 2.2 kHz 


input voltage..... C, 2A 
dimensions... 5.1"Wx6.5"D 
veesse 2.6 pounds 


Local: (972) 422-7306 


1200/9600 bps data jack (6-pin 
Mini DIN, uses optional Yaesu 
CT-39A), multiple scanning 
modes, SmartSearch mode, 


versatile TX meter (indicated 


modulation level, ALC level, 
power output, or SWR), and 
more. The built-in digital sig- 
nal processing module pro- 
vides 512 SSB bandpass filter 
combinations, 3 CW bandpass 
filters, automatic notch filter, 
digital noise reduction and 
microphone equalizer proces- 
sor. The radio is supplied with 
a hand microphone with up 
and down frequency controls, 
a mobile mounting bracket 
with hardware, and a fused DC 
power cord. 


RX COVEFAGE erssssseseeeerrssneenserrersensseensee «1-56, 76-108, 
1 15-164, 420-470 MHz 


100 W, 2m: 50 W, 70cm: 20 W 


RF output 


input voltage... Ba. RAS 13.8 vDC, 22 A 
dimensions... we 2" HX 6.1" Wx 9.2" D 
WOIQNE..-snssescasocessraneofesssentotne nares 4,6 POUNGS 


FT-817ND ACCESSORIES 


ADMS-4A, Programming Kit ........ $59 
Windows™ programming software and 
interface cable. 


ATAS-25, ANT@NN€ siseccecesconsssessseees $219 
Manually tuned portable antenna. 

CSC-83, Virnyl CaS sercccccsssssssessecevense $25 
CT-39A, Data Cable ...s.,sescsesesnssesssne $12 
CT-62A, CAT Cable .erseeaSsssosersssesoeeves $29 


RS-232C computer interface cable 
allows control via personal computer. 
Requires third party software. 


FNB-85, Ni-MH Battery... $59 
Rechargeable battery pack, rated 9.6 
v, 1400 mAh. 


MH-36E8J, DTMF Mic .s.s.sseerscenseernes $65 


TCKO-9, TOXO vssossrerssosesoosericrsessiiorecs $99 
High stability crystal oscillator, in- 
creases stability to +.5 PPM. 


YF-122C, 500 Hz CW Filter.......... $179 
YF-122CN, 300 Hz CW Filter........ $179 
YF-122S, 2.3 kHz SSB Filter......... $179 
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FT-857D ACCESSORIES 


ADMS-4B, Programming Kit..... $59 
» Windows™ programming software and 
interface cable. 


ATAS-1 20A, Antenna iia $329 
Automatic mobile antenna, covers 
40m/20m/15m/1 Om/6m/2m/70cm. 


CT-39A, Data Cable wees tS: $12 
| ©F-62, CAT Cable scarsrvrmetssnsnene $29 
FC-30, AUto TUNEL srersecsrru meas $169 
FC-40, Mobile Auto Tuner «1... $289 
MH-59A8J, DTMF Mic .....sccessee0es $69 


TOXO-9, TCXO....csssesosseseesserseeseres 999 
High stability TCXO increases frequen- 
cy stability to .5 PPM. 


YF-122C, 500 Hz CW Filter.......$179 
YF-122CN, 300 Hz CW Filter....$179 
YF-122S, 2.3 kHz SSB Filter.....$179 


YSK-857, Separation Kit............$59 
Kit includes front panel mounting tray, 
6m separation cable, 5m microphone 
extension cable, 6m speaker extension 
cable, and hardware. 


f° ATAS-120A............$329 
The Yaesu ATAS-120A is a 
unique mobile antenna 
designed for use with the 
FT-857(D), and FT-897(D) 
| and FT-450(AT)transceiv- 
| ers. It utilizes a motor 
| tuning system which 
| tunes the radiating ele- 
‘ment for lowest SWR. No 
tuner or separate whips 
are required. Mounts on 
any suitable SO-239 type 
mobile base, like the Dia- 
mond K-400C, It can also 
be used as a base sta- 
tion antenna (optional 
ATBK-100 antenna base kit 
may be required for base 
installations without a 
good ground system). 


ATAS-25....... iiakstis .$209 
The Yaesu ATAS-25 is a 
potable, manually tuned 
antenna system designed 
specifically for the popu- 


d lar FT-817ND. 


For a limited time,-the . 
FT-2400K is supplied with 
a YSK-8400 separation 
Kit—a $64 value! 


FT-8900R .....ccccssersncssrereres 9404 
yer) The Yaesu FT-8900R is a 
10m/6m/2m/70cm quad 

Ups band mobile transceiver 
combining the “tradi- 

tional” dual band coverage with 
exiting new capabilities on the 
10m and 6m bands. The radio has 


THES 


WCLUDES ALL COUPONS & REBATES 


For a limited time, the 
FT-2100K is supplied with 
a YSK-8400 separation 
Kit—a $64 value! 


FT-S80OR ...cssscrsessecesseese S364 
The Yaesu FT-8800R is 
rh a 2m/70cm dual band 
Ups mobile transceiver. 

The radio has a large, 
amber alphanumeric 
LCD display with a detachable 
control head for convenient 


Orders: (800) 272-3467 


a large, amber 
~ alphanumeric 
LCD display 
2 and features 
a detachable 
yehaste head 
for convenient 
installation, 
even in small 
vehicles. Oth- 
er features 
include AM 


- receive, built-in antenna du- 


plexer (single antenna jack), 
automatic power off, automatic 
repeater shift, automatic time 
out timer, battery voltage meter, 
cross band repeat mode, CTCSS 
tone encode/decode/scan, DCS 
encode/decode/scan, dedicated 
1200/9600 bps data jack (inter- 


faces to your radio with optional — 


CT-39A data cable), 16 DTMF 
autodial memory channels, front 
panel and PTT lock, dual volume 
and squelch controls, extended 
receive (cellular blocked and 
non-restorable—see specifica- 


mounting even in 
compact vehicles, 
and dual volume 
and squelch 
controls for 
true indepen- 

dent two- 
channel 
operation. 
rtkaadsio 
features 
AM receive, 
automatic repeater shift, au- 
tomatic power off, automatic 
time out timer, battery volt- 
age meter, cross band repeat, 
CTCSS tone encode/decode/ 
scan, dedicated 1200/9600 
bps data jack (connects to your 
TNC with the optional CT-39A 
data cable), DCS encode/de- 
code/scan, 16 DTMF autodial 
memory channels, front panel 
and PTT lock, dual receive, dual 
in-band receive, built-in an- 
tenna duplexer (single antenna 
jack), extended receive (cellular 
blocked and non-restorable, 


Local: (972) 422-7306 


tions for exact frequency cover- 


age), over 800 memory channels, 


RF squelch, multiple scanning 


modes, SmartSearch (automatic 


busy channel search and mem- 


ory loading system), and more. 
The FT-8900R is equipped with 


Yaesu’s ARTS™ automatic range © 
transponder system, is fully © 


compatible with WIRES™ and 
other internet linking systems, 
and it can easily be configured 
for FM: satellite operation, like 
UO-14..The radio is supplied 
with an illuminated DTMF hand 
microphone with up and down 
frequency controls and four user- 
programmable buttons, a mobile 
mounting bracket with hardware, 
and a fused DC power cord. 


sensitivity. 
RF output (2m/70cm).. 
input voltage ...... 


see specification for exact fre- 
quency coverage), over 1000 
memory channels, RF level 
squelch, multiple scanning 
modes, SmartSearch (automat- 
ic memory channel loading), 
and more. The radio offers con- 
venient access and features for 
WIRES™ compatibility, as well 
as for other internet-linking 
systems, and is easily config- 
ured for FM satellite operation, 
like UO-14. The FT-8800R is fully 
compatible with Yaesu’s ARTS 
automatic range transponder 
system: The radio is supplied 
with an illuminated DTMF hand 
microphone with up and down 
frequency controls and four 
user-programmable buttons, 
mobile mounting bracket with 
hardware, and a fused DC 
power cord. 


RX TAMNGE veseesscscssssnpsevansonse 108-520 & 700-999 MHz 
sensitivity ee <.2uV 
RF output (2m/70cm).. 90 / 35 W 
input voltage ..........- cas 213; 8 vDC, 8.5A 
SIZ@ Lace 1.6" Hx5.5"Wx6.6"D 
weight : ..2.2 pounds 
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the vehi so it can be secured ot 
sight, or used in another aN 


MMB-62 sovvegecoosccocosesaseosensnoors hep $305 
Articulated front panel backer ket re 
quires YSK-8900 separation | kit). 


19021715, Fused DC Cordon $19 


YSK-8900%...--usssrkastisceaeaead $69 
Separation kit for remote mounting. | 
Includes a 20 ft. (6m) remote cable, 
speaker extension cable, and front 
panel bracket, with hardware. The 
microphone jack is located on the side — 
of the front panel, so no microphone | 
extension cord is needed. 


FT-BB00R ACCESSORIES |i 


ADMS-2lI woe dguasee peaebenan ibe asaeneeele 
Windows™ programming software 
and interface cable kit allows con- 


CT-39A, Data Cableccueuena 
MLS-1 00, Mobile Speaker +0945 


MMB-60, Bracket ......c.sec00000 935 
Quick release mounting bracket 
allows the radio to be quickly re- 
moved from the vehicle so it can 
be secured out of sight, or usedi \n 
another location. 


MMB-62 vavevapeneecvcctuashiuastsiase eral ae 
Articulated front panel mounting . 
bracket (requires YSK-8900 separa- | 
tion kit). 


79021715, Fused DC Cord...$19 


VSK<B SOO icesirrsdsesctarencsscanpsiss $69 
Separation kit for remote mount- 
ing. Includes a 20 ft. (6m) remote 
cable, speaker extension cable, 
and front panel bracket, with hard- 
ware. The mic jack is located on 
the side of the front panel, so no 
mic extension cord is needed. 


The Yaesu FTM-10R is 
a rugged, compact 
~ 2m/70cm dual-band mo- 
7 “bile XCVRwith a weatherproof 
front control panel, specifically 
designed to support outdoor mo- 
tor sport activities. The radio has 
both a speaker and microphone 
built into its waterproof and dust 
proof front control panel—so it can 
be operated much like a hand held 
transceiver! Other features include 
AM/FM broadcast RX, external 
audio input, intercom, 500 alpha- 
“numericmemory channels, built-in 
CTCSS tone encode/decode, VOX, 


YAESU 


FT-2800M $129 
The Yaesu FT-2800M is 
a rugged 2m mobile FM 
transceiver offering a 
whopping 65 Watts of 

output power. The radio has a 
large backlit LCD display, meets 
MIL-STD 810, and employs Yaesu's 
Advanced Track Tuning RF input 
filtering, which greatly improves 

i intermod rejection. Other features 
include automatic repeater shift, 
dual watch, extended RX, 10 NOAA 
memories with alert mode, CTCSS 
tone encode/decode, DCS encode/ 
decode, 221 memory channels, 

~ multiple scan modes, and more. 
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multiple scan modes, and more. 
Supplied with a 10' separation 
cable, radio mounting bracket with 


hardware, speaker cable Y-adapter, 


and a fused DC power cord. 
RX FANGE vesiseee 

108-222, 300-999 MHz 
SENSItIVItY -covereree 
RF output piles 4c BREE 50/40W 
input voli 
SEBO nics beeing ones 1.5"Hx 4.4"Wx7"D 
weight... 


| FIM- 10R ACCESSORIES 


ADMS-10R wee TBA 
Windows™ programming software and 
interface cable kit. 


CT-M10, Separation Cable......... $29 
Extended separation cable, 20°. 

MEK-M10, Mic Jack $14 
MH-68A6J, DTMF Hand Mic...... $49 


MLS-200-M10, Speaker............. $35 
Waterproof external speaker. 


MMB-M10, Stand Bracket.........$29 
MMB-M11, Mounting Bracket .. $29 
79021715, Fused DC Cord......... $19 


Supplied with an illuminated up/ 
down DTMF hand mic with four 
user-programmable keys, mount- 
ing bracket with hardware, and a 
fused DC power cord. 


RX COVEFAGE cavrvsesesncssressestinseerennene 137174 MHZ 
SETISHIVIRY 5 sess sceessabenssshetssionN ccueshagtiterinscntoncacodasanl 2 UV 
RF output...... pert eH 
INPUt Volta gE Sakis siceceseednersseftinrcees 13.8 vDC, 10A 
5120 Leececoeastane "Hx 6.3"Wx7.3"D 
MANIC ss tyextcrtrteesent oneclonscosmestioetovegetttcoeer tigre 4 pounds 
FT-2800M ACCESSORIES 
ADMS-2) eaceeee 3D 


Windows™ programming software 
and interface cable kit. Provides 
convenient memory channel pro- 
graming and cloning. 


MLS-100.......c0005 $45 
Commercial quality, high-power 
external speaker offers improved 
audio quality. 


T9021 71 SaccssosccseaseassscsacsorscccseeneS 19 
Replacement DC power cord, fused. 
One is provided with radio. 


Local: (972) 422-7306 


_ The Yaesu FT-7800R is a 
rugged 2m/70cm dual 
band mobile XCVR with 

BY a large, amber alphanu- 

meric LCD display and detach- 

able remote control head. The radio 
features automatic repeater. shift, 
automatic power off, AM RX, CTCSS 
tone encode/decode/scan, DCS 
encode/decode/scan, dedicated 
1200/9600 bps data jack, built-in 
antenna duplexer, extended RX, 
over 1000 memory channels, NOAA 
weather alert mode, multiple scan 
modes, and more. Supplied with an 
illuminated DTMF hand mic with 
up/down controls and four user- 
programmable buttons, mounting 


COUPONS & REBATES 


FT-1802M.......c...csseeeeee $139.95 
The Yaesu FT-1802M is 

F a compact 2m mobile 
FM XCVR, incorporat- 
ing Yaesu’s Advanced 
Track Tuning receiver, which 
greatly improves intermod re- 
jection. The radio has a large 
backlit LCD display, and fea- 
tures automatic repeater shift, 
extended RX, dual watch, 10 
special NOAA weather memory 
channels with alert mode, CTCSS 
tone encode/decode/scan, DCS 
encode/decode/scan, 16 DTMF 
autodialer memory channels, 221 
memory channels, multiple scan- 
ning modes, and more. Supplied 


INCLUDES A 


wie ng RT is 


sales@texastowers.com 


bracket with hardware, and at fused 
DC power cord. 


RX ANGE wnssmnnnnnnens 108520 87002999 MHZ) 


RF output (2m/70CM)...000s 
input voltage srstneevennenenrnneannnetena .. 13.8 vDC 


CUFreNt CONSUMPTION eeenne 


SIZE sseegronsensesesrnovoreosi wns Y 6" Hx 5.5"W x 6.6" D 
WRIGHt enn er 


FT-7800R ACCESSORIES 


BORER 


ADMS- 2K wit eo) 
Windows™ programming software 
and interface cable kit. 


CT-39A, Data Cable.............$12 
MLS-100, Mobile Speaker...$45 


MMB-60, Bracket .........000000.935 
Quick release mounting bracket. 


MMB-62...... dcaiiperend Peres ee ky 
Articulated front panel bracket. 


T9021715, Fused DC Cord...$19 


YSK-7800....... siepetaacaSabnavenaie $59 
Separation kit, includes a 20' 
remote cable, speaker extension 
cable, and front panel bracket, 
with hardware. 


with an illuminated DTMF hand 
microphone with up and down 
frequency controls, mounting 
bracket with hardware, and a 
fused DC power cord. 


RX coverage 


SESH VIR Yc cdsssvvasoy exlejosssinanteredssspuiophonte iaeaers tesa 2uV 
RF output... aseeee 0 W 
INPUEVOlTAGE b...ccinasamsspAcobearreet 13,8 vOC, 10A 
SIZO scaistcaane -1.6"Hx5.6"W x 5.8"D 
teal [1] Gee tee aeaiene L's Sou ea tee Saray 2.6 pounds 


FT-1802M ACCESSORIES 


ADMS-1802........cccessssevessscereenees 39 
Windows™ programming software 
and interface cable kit. Provides 
convenient memory channel pro- 
graming and cloning. 


MILS-100.....scecrecessscvrsereessrsseseneee 45 
Commercial quality, high-power 
external speaker offers improved 
audio quality. 


WIOQ TFT Sc cccscsseassanscaserectntapeeses ot 
Replacement DC power cord, fused. 
One is provided with radio. 


YAES —=< 


- LINCLUDES ALL COUPONS & REBATES 


VX-7R (BLACK) ..cssccssessseeeeeee $299 
~ VX-7R (SILVER) ..sscecsessesseeeees $309 
The Yaesu VX- 
7R is a compact |} 
50/144/222/430 UDS 
MHz quad-band FM 

handheld XCVR. It has a back- 
lit DIMF keypad and amber 
alphanumeric dot matrix LCD 
display. Features over 900 
memories, CTCSS tone en- 
code/decode, DCS encode/ 
decode, dual RX, ex- 
tended RX (in AM/ 
FM-N/FM-W), mul- 
tiple high speed scan 
modes, and more. 
Supplied with a Li- 


lon battery pack, wall 
charger, belt clip, and 
rubber duck antenna. 
RX Tange |....<cctecceeepeetees 504 kHz-999 MHz 
SENSItIVItY .n.rscsrntreemtr -< .16-.18 pV 
RF output / connector. a5 W / SMA-F. 
supplied Li-Ion 


3.5" HX 23" Wx 11" 


cocsiy ups cha cocychancatel orehnss li eeepc neti ome 10 ounces 


TAESU 


VX=BRiLo sec cks netecdenetewee s UAO 
® The Yaesu 
VX-3R is an F 
ultra-compact 
2m/70cm dual 
band hand-held trans- 
ceiver with extended 
wide-band receive 
in AM/FM/FM Wide 
modes. The radio has 
a backlit LCD 
display, and 
features au- 
tomatic re- 
peater shift, 
1000 memo- 
ry channels, 
CTCSS tone 
encode/de- 
code/scan, 
mechani- 
cal dial lock, 
multiple scanning modes, 
and more. The radio is sup- 
plied with a rechargeable 
Lithium-lon battery pack, 
two-hour wall charger, and 
a rubber duck antenna. 


Orders: (800) 272-3467 


~ VK-6/7R ACCESSORIES 


ADMS-1G, Programming Kit ........$39 


Windows™ programming software and 
interface cable kit for VX-7R. 


ADMS-VX6, Programming Kit...... $39 
Windows™ programming software and 
interface cable kit for VX-6R. 


CD-15A, Charge Stand... $29 


Waterproof speaker microphone. 


CN-3, SMA/BNC Adapter .ssssisesseeee $10 
CSC-88, Vinyl Case (VX-7R) sures $12 
CSC-91, Vinyl Case (VX-6R) serssesseee $12 
EDC-5B, Auto DC Adapter .......... $29 
FBA-23, 2-AA Battery Case..sssnsu $29 


FNB-80LI, Li-lon Battery Pack....... $65 
Rated 7.4 vDC @ 1,400 mAh. 


MH-57A4B, Speaker MicC......+ssse0 $30 
SU-1, Barometric Pressure Unit... $39 
VC-24, VOX/PTT Headset ........0000 $69 
VC-27, Earpiece Mic........scsscsseseee + 530 


500 kHz-999 MHz 
wee < .16 pV, typical 
SIS, SMA female. 


RX range 
sensitivity... 
antenna co! 


RF output.. Watts ( w/ DC In: 3 W) 
supplied Li 4.3.7 VDC, 1000 mAh 
SIZE veeseeee “Hx 1.9" W x.9"D 
AFUE seid arsasdoones anephassesseseeo Naeem sue 5 OUNCES 
WX-3R ACCESSORIES 
ADMS-VX3, Programming Kit...... $39 


Windows™ programming software 
and interface cable kit. Allows easy 
programming of the VX-2R’s 1,300 
memory channels. 


CN-3, SMA/BNC Adapter .........c0000 $10 
CT-44, Mic Adapter.......cr.cscssscssssers $12 
CSC-92, Vinyl Case.....crcccsssoocssssevseee $15 


EDC-21, Auto DC Adapter ............. $32 
Cigarette lighter adapter cable. Allows 
slow charge when used mobile. 


FNB-82, Li-lon Battery Pack,..<..... $39 
Rated 3.7 vDC @ 1000 mAh. 

MH-34B4B, Speaker MicC..........cs00+ $35 
MH-37A4B, Earpiece Mic.........c.00 $39 
VC-25, VOX/PTT Headset ..........000 $69 


Local: (972) 422-7306 


VX-6R farldeeliteerhivcosecionpasee ap 
The Yaesu VX-6R is 
a compact 2m/220 — 
MHz/70cm triband 
FM handheld XCVR 
with backlit DIMF keypad 


LCD display. The radio is rug- 
ged and submersible, ARTS™ 
and WIRES™ compatible, and 
features 900 memory chan- 
_ nels, CTCSS tone encode/de- 
code/scan, extended 
RX with AM/FM/FM- 
Wide modes, mul- 
tiple scan modes, 
and more. The radio 
is supplied with a 
Lithium-lon battery 
pack, five-hour wall 
charger, belt clip, and 
a rubber duck antenna. 


RX 9 nO BST 


sensitivity 

antenna connector... ER i) 

RF OUtPUL ..:..ccsssecsssesveesoers 5M Watts (220 MHz: +5 Ww) 
supplied Li-lon...... creer: sie 


INCLUDES ALL COUPONS & REBATES 


VX=T7 Ol escecestesucectnsesstitabee $129 
The Yaesu VX-170 
is a rugged 2m 
FM handheld ts 
transceiver. It has 
backlit DTMF keypad and 
large, alphanumeric LCD 
display. The radio is sub- 
mersible (rated to IPX7), 
ARTS™ & WIRES™ 
compatible, 
and features 
automatic re- 
peater shift, 200 
memory chan- 
nels, CTCSS tone 
encode/decode, 
direct keypad 
frequency en- 
try, extended re- 
ceive, multiple 
scan modes, and 
more. The radio is supplied with a 
rechargeable Ni-MH battery pack, 
wall charger, belt clip, wrist.strap, 
and rubber duck antenna. 


and alphanumeric dot matrix _ 


sales@texastowers.com 


LCD display. Other: “atl 
include ARS, extended 
_ over 1000 ie 


CTCSS tone pacer? 
decode, DCS tone — 


encode/decode, 
and more. The fa- 5 
diois supplied with | 
a Ni-MH battery | 
pack, wall charger, | 
~ belt clip, and rub- | 
ber duck antenna. 


RX range..... 
sensitivity... 
RF output / 
supplied Ni-Cad... 


10 ounces 


VX-170 ACCESSORIES im 


ADMS-VX170 ........0000 scoateay $39 
Windows™ programming software and 
interface cable kit. 


CD-26, Charging Cradle 


CMP-460A, Speaker Mic.........sss000 $59 © 
CN-3, SMA/BNC Adapter ....ss.sessese $10 
EDC-5B, Auto DC Adapter sesssssss.. $29 


} 
EDC-6, DC Power Cord wnencennen $9 
' 
FBA-25A,6-AR Battery Caseunu$19 | 


FNB-83, Ni-MH Battery Pack.uu..$59 | 
Rated 7.4 vDC @ 1,400 mAh. ; 
t 


MH-57A4B, Speaker Mic........-+-00e2 $30 


VAC-370, Rapid Charger vise $69 | 
Charges FNB-83 in 1.5 hours. 


VC-24, VOX/PTT Headset .iscsneee-. $69 


VC-27, Earpiece MiC.......secsserssesesees $30 


: 


YAESU 
G-1000DXA 


BEPOOODXA ...........0..000eescreesesceeee 91099 
The G-2800DXA is an extra heavy duty 
antenna rotator. It features automatic slow 
start and slow stop, preset control opera- 
tion, variable motor speed control, rugged 
control wire connector, 450 degree rotation 
(which allows a 90 degree overlap), LED 
overlap indicator, automatic brake release, 
optional RS-232 interface for control via 
personal computer, and more. The illumi- 
nated control box has around analog meter 
with a movable beam heading template for 
easy calibration to your location. 


BOOODXA .......2cscessscesscccsccsenceccsee 9499 
The Yaesu G-1000DXA is a heavy duty 
antenna rotator, featuring automatic slow 
start and slow stop, variable speed, preset 
control, LED overlap indicator, automatic 
brake release, optional RS-232 interface for 
control via personal computer, and more. 
The rotator covers a 450 degree area, al- 
lowing 90 degrees of overlap. The backlit 
analog control box features a round meter 
showing a full 360 degree display, with a 
movable beam heading template for easy 
calibration to your location. 


SSOODXA sicvccassncscccececiccsnencesscebsesoess 9419 
The Yaesu G-800DXA is a medium duty an- 
tenna rotator. It features automatic brake re- 
lease, 450 degree rotation (allows 90 degree 
overlap), overlap indicator LED, preset rota- 
tion control, variable motor speed rotation 
control, optional RS-232 interface for control 
via personal computer, and more. Supplied 
with an illuminated analog control box with 
movable beam heading template for easy 
calibration for your location. 


Ra" OS A cocdorassevecsvasscsecccnvevesvoctesesose $339 
The Yaesu G-800SA is identical to the 
G-800DXA, except without preset rotation 
control, variable speed control, and without 
the RS-232 option. 


The Yaesu G-450A is a light duty antenna 
rotator, featuring automatic slow start and 
stop, 450 degree rotation (allows a 90 degree 
overlap), overlap indication LED, automatic 
brake release, and more. The backlit analog 
control box features a 360 degree meter 
with a movable beam heading template for 
easy calibration. 


=SU ROTAT' 


DP COL! 
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1.25-2 


Ra-os UU sec ccoananticvunesabvescoscvacdtctsecasenceoe > 30O 
The Yaesu G-5500 is acombination azimuth 
and elevation rotator package. The single 
control box has dual backlit meters. The 
optional GS-232B interface offers RS-232 
control via personal computer. 


ROS OF ssa eee pseesy: Te SY 
The Yaesu G-550 is an elevation rotator fea- 
turing a compact, illuminated control box 
with 180 degree readout. Great for satellite 
or small EME arrays. 


GC-038, Lower Mast Clamps ............ gaseessee 39 
The Yaesu GC-038 is a lower mast clamp set 
for the G-800DXA/SA and G-1000DXA rotors. 
Reduces wind load capability by 50%. 


GS-065, Thrust Bearing........... aenceaese Rasecens DO 
The Yaesu GS-065 is amedium-duty thrust bear- 
ing. Accepts mast sizes from 1.5-2.5". 


GS-050, Thrust Bearing... Beenstee $39 
The Yaesu GS-050 is a light-duty thrust bearing. 
Accepts mast sizes from 1.25-1.875". 


GS-232B, Computer Controller.............. $569 
The Yaesu GS-232B is a computer control inter- 
face for Yaesu rotors. Allows full control of all 
Yaesu DXA rotator models, as well as the G-5500. 
Requires control software, (not supplied). 
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ie alia rhe toate Built-in 32-bit Digital 
ANFS Rnd AUDEt ba Signal Processor! 


VAESU FI-950 


51499 


Compatible With DMU-2000 
Digital Management Unit 


Built-In CW 
Memory Keyer! 


There's a new HF rig in town, and it's packing quite 
a punch! The new Yaesu FT-950 jams “big rig” 
* Digital Signal Processor) features and performance into a medium-sized 
|e RS-232C PC Interface | chassis. If you're looking for a new HF rig that wont 
: break the bankK—or your operating desk—check 
out the Yaesu FT- 950! 


FEATURES: 


¢ HF/lm Coverage 


e Auto Antenna Tuner 


e Rotator Control 


one8e 
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